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PVC Tape * Electrical Tape *
Binding Tape ¢ Insulation Tape «
Cable Tape « Wire Management ¢
Electronics Tape

The Insulation Filament Tape (25mm x 50m) is a high-strength adhesive tape reinforced Operating Temperature: -18°C to +105°C
COocC- Filament CO - Dowell, 3M, Advance Tapes,  with fiberglass for excellent tensile strength and tear resistance. It is used for bundling, p 9 1¢ p . . R
Voltage Rating: Up to 600V Thickness:

00001-A Tape Consumables Deta Electrical sealing, reinforcing, and securing loads. It offers strong adhesion, heat resistance, and §
; ’ . P o : o 0.178mm Flame Retardant: Yes
insulation properties, making it suitable for electrical, industrial, and DIY applications.

q The Masking Tape Roll (20mm x 20m) is a versatile adhesive tape used for painting, Tape Type: Pressure Sensitive Masking Tape . .
. Avery Dennison, Advance . . L . . o S Electronics Tape * Masking Tape
cocC- Masking CO- crafting, labeling, and general-purpose applications. It provides clean masking and Material: Crepe Paper Width: 12mm — 48mm
Tapes, Shurtape, Intertape S . X K . . Paper Tape * Crepe Tape
00001-C Tape Roll Consumables removes easily without residue. It adheres well to surfaces like wood, metal, and glass Length: 10m — 50m Temperature Resistance: Painting Tape » PCB Masking

Polymer Group and is widely used in DIY, workshop, and professional projects. Up to 80°C



