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No Image
EDD-
00004-A

7 Segment
Display

ED - Electronic
Device

Lite-On Technology,
Kingbright, Generic /
OEM

The 0.56” 1-Digit 7-Segment LED Display is a single-digit numeric
display (0–9) using seven LED segments. It has a common
cathode configuration with bright visibility. It is widely used in
counters, clocks, meters, Arduino projects, and embedded
systems.

Model: 7 Segment LED Display Digit Count: 1 Digit Display Size: 0.56 Inch
Configuration Type: Common Cathode Emitting Color: Red Face Color:
Black Number of Pins: 10 Forward Voltage (V): 1.8 – 2.2 (Typical for Red
LED) Forward Current (mA): 20 (Typical) Mounting Type: PCB Through Hole
Characteristics: High Brightness, Low Current Consumption, Easy to Use
Length (Inch): 0.56 Shipping Weight: 0.02 kg Shipping Dimensions (L × W ×
H cm): 6 × 4 × 2

Arduino Compatible • 0.56" 7-
Segment • 1 Digit Display •
Red LED • Common Cathode
• 5161AS • Through Hole •
Numeric Display

No Image
EDM-
00005-B

Breadboard
Mini

ED - Electronic
Device

BusBoard Prototype,
Twin Industries,
Elegoo, SunFounder,
Generic

The Mini Solderless Breadboard (170 Tie Points) is a compact
prototyping board used for building circuits without soldering. It
allows easy component placement and quick circuit testing. It is
commonly used in Arduino projects, electronics experiments, and
educational kits.

Item Type: Breadboard No. of Points: 170 Tie Points: 170 Material: ABS
Mounting holes: M2 Length (mm): 48 Width (mm): 35 Height (mm): 9 Weight
(g): 14

testing • Prototyping •
Electronics • breadboard •
mini breadboard • pcb •
solderless

EDM-
00006-A

Header Pin
Strip

ED - Electronic
Device

Samtec, Amphenol,
Harwin, TE
Connectivity, Molex

The Break-Away Header Pin Strip is a customizable PCB
connector that can be cut to any length. It is used for through-hole
mounting and provides flexible pin configurations for electronic
circuits. It is commonly used in Arduino projects, embedded
systems, shields, and prototyping applications.

Pitch Size: 2.54mm (0.1 Inch) Connector Type: Male Pin Header Number of
Pins: 40 Pins Mounting Type: Through Hole Current Rating: 3A Typical

Male Header • Pin Header •
PCB Connector • Arduino
Header • Breakaway Header •
2.54mm Header

EDM-
00007-A

Female
Header Strip

ED - Electronic
Device

Samtec, Amphenol,
Harwin, TE
Connectivity, Molex

The 2×40 Pin Female Double Row Header Strip is a PCB
connector with two rows of 40 pins used for board-to-board and
module connections. It provides reliable and organized electrical
connectivity and is commonly used in Arduino shields, Raspberry
Pi interfaces, embedded systems, and prototyping projects.

Pitch Size: 2.54mm (0.1 Inch) Connector Type: Female Header Socket
Number of Pins: 40 Pins Mounting Type: Through Hole Current Rating: 3A
Typical

PCB Connector • 2.54mm
Header • Female Header •
Socket Header • Arduino
Connector • Female Pin
Header

No Image
EMA-
00003-B

RGB
NeoPixel 8
LED

EM -
Electronic-
Electrical
Modules

Worldsemi Co., Ltd.,
Generic / OEM

The WS2812B 8-Bit RGB LED Module features 8 individually
addressable 5050 RGB LEDs with built-in driver ICs for precise
color and brightness control. Operating on 5V and using a single-
wire communication protocol, it enables vibrant lighting effects
and animations with minimal wiring. Ideal for Arduino projects, IoT
devices, decorative lighting, displays, and interactive electronic
creations.

LED Model: WS2812B Package Type: 5050 SMD Number of LEDs: 8 Color
Type: Full-Color RGB Bit Depth: 8-bit per channel (24-bit RGB total)
Operating Voltage: DC 5V Control Interface: Single Data Line (Serial)
Communication Protocol: One-Wire Timing Protocol PCB Color: White
Mounting Type: Solderless / Plug-and-Play Length (mm): 105 Width (mm):
10 Height (mm): 6 Weight (g): 8 Shipping Weight: 0.01 kg Shipping
Dimensions (L × W × H cm): 12 × 8 × 1

Arduino Compatible •
WS2812B • NeoPixel Module •
8 LED RGB • 5050 SMD •
Addressable LED • 5V RGB
Strip • Programmable LED

No Image
EMA-
00006-A

Buzzer
module

EM -
Electronic-
Electrical
Modules

Generic, Keyes,
Elegoo, SunFounder,
DFRobot

The Small PCB Mountable 5V Buzzer is an audio alert component
used to produce sound in electronic circuits. It operates on 5V DC
and is commonly used in alarms, timers, Arduino projects, and
embedded systems for simple audio feedback and notifications.

Voltage Rating: 5VDC Operating Voltage (VDC): 5 Pin Spacing (mm): 6
Material: Plastic Color: Black Width (mm): 12 (Body Diameter) Height (mm):
8 Weight (g): 1 (approx) (each) Shipping Weight: 0.001 kg Shipping
Dimensions: 1 × 1 × 1 cm

buzzer • buzzer module •
sound • alarm • electronic •
module • 5v

EMA-
00006-B

Passive
Buzzer

EM -
Electronic-
Electrical
Modules

ED Series / Generic
Compatible,
KEYESTUDIO

Passive buzzer module for generating variable tones using PWM
or frequency control. Operates on 1.5V–15V DC and produces
sound in the 1.5–2.5 kHz range. Ideal for alarms, alerts,
educational projects, Arduino applications, and microcontroller-
based sound generation. Compact, reliable, and easy to interface
with electronic circuits and development boards.

Model: Passive Buzzer Module Operating Voltage (VDC): 1.5 – 15 Max
Operating Current (mA): 25 Tone Generator Frequency Range (kHz): 1.5 –
2.5 Mounting Type: PCB Mount Pin Pitch: 2.54 mm Compatibility: Arduino /
Microcontrollers Length (mm): 15 Width (mm): 19.7 Height (mm): 10 Weight
(g): 1 (approx.) Shipping Weight: 0.01 kg Shipping Dimensions (L × W × H):
6 × 4 × 2 cm

Passive Buzzer • KY-006
Module • Arduino Buzzer •
PWM Buzzer • Sound Module
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MMP-
00001-A

Spacers
MM -
Mechanical
Module

Keystone Electronics,
Adafruit, DFRobot,
Pro'sKit

Spacers are mechanical components used to maintain precise
distance between PCBs, panels, enclosures, and mounted parts
in electronics, robotics, Arduino, and DIY projects. They provide
support, alignment, and insulation, preventing unwanted contact
between components. Available in nylon, brass, aluminum, and
stainless steel variants for different applications.

Product Type: Spacer / Standoff Thread Size: M3 Length Options: 5mm –
50mm

PCB Spacer • Mounting
Spacer • DIY Hardware •
Spacer • Nylon Spacer • Brass
Spacer • Standoff Spacer

MMP-
00002-A

Fastening
Nuts

MM -
Mechanical
Module

Unbrako, TVS
Fasteners, Bossard,
RS PRO

Nuts are threaded fasteners used with bolts and screws to
securely join components in mechanical and electronic
assemblies. They are widely used in robotics, PCB mounting,
enclosures, 3D printing, machinery, and DIY projects. Available in
types like hex nuts, lock nuts, nylon insert nuts, and flange nuts,
they provide strong and reliable fastening support.

Product Type: Hex Nut Nut Size: M3 Compatible With: M3 Screws & Bolts

DIY Hardware • Hex Nut • M3
Nut • Lock Nut • Machine Nut •
Fastener Nut • Mounting
Hardware

MMP-
00003-B

M3 Screw
12mm

MM -
Mechanical
Module

Unbrako, TVS
Fasteners, Bossard,
RS PRO

M3 × 12mm machine screws are metric fasteners used in PCB
mounting, robotics, Arduino projects, 3D printing, electronics
enclosures, and mechanical assemblies. They offer strong,
precise, and reliable fastening and are available in stainless steel
and alloy steel with Phillips, Allen, and hex head options. Ideal for
prototyping, repairs, manufacturing, and DIY electronics
applications.

Product Type: Machine Screw Screw Size: M3 × 12mm Thread Type: Metric
Thread Application: PCB Mounting, DIY, Robotics

DIY Hardware • M3 Screw •
Machine Screw • Hex Screw •
Mounting Screw • PCB Screw
• M3x12mm Screw

MMP-
00003-C

M3 Screw
30mm

MM -
Mechanical
Module

Unbrako, TVS
Fasteners, Bossard,
RS PRO

M3 × 30mm machine screws are metric fasteners used in PCB
mounting, robotics, Arduino projects, 3D printers, electronic
enclosures, and mechanical assemblies. They offer strong and
reliable fastening and are available in stainless steel and alloy
steel with Phillips, Allen, and hex head options. Ideal for
prototyping, repairs, manufacturing, and DIY electronics projects
requiring secure assembly.

Product Type: Machine Screw Screw Size: M3 × 30mm Thread Type: Metric
Thread Application: PCB Mounting, Robotics, DIY

DIY Hardware • M3 Screw •
Machine Screw • Hex Screw •
Mounting Screw • PCB Screw
• M3x30mm Screw

MMP-
00003-D

M3 Screw
8mm

MM -
Mechanical
Module

Unbrako, TVS
Fasteners, Bossard,
RS PRO

M3 × 8mm machine screws are standard metric fasteners used in
electronics, PCB mounting, Arduino projects, robotics, 3D printing,
and mechanical assemblies. They provide strong, precise, and
reliable fastening and are available in different materials like
stainless steel, carbon steel, and alloy steel. Ideal for DIY,
prototyping, repairs, and engineering applications.

Product Type: Machine Screw Screw Size: M3 × 8mm Application: PCB
Mounting, DIY, Robotics

DIY Hardware • M3 Screw •
Machine Screw • Hex Screw •
Phillips Screw • Mounting
Screw • PCB Screw

MMP-
00004-A

Standoffs
set

MM -
Mechanical
Module

Adafruit, Keystone
Electronics, DFRobot,
Pro'sKit

Standoff sets are threaded spacers used for mounting and
separating PCBs, Arduino boards, Raspberry Pi boards, electronic
enclosures, and DIY projects. They provide mechanical support,
insulation spacing, and secure assembly for electronics hardware.

Product Type: Brass Standoff Set Thread Type: M2 / M2.5 / M3 Length
Options: 5mm – 50mm Shape: Hexagonal

Brass Standoff • PCB Spacer •
Hex Standoff • Mounting
Spacer • PCB Mount Kit •
Threaded Spacer • DIY
Hardware


