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No Image
COC-
00001-C

Masking Tape
Roll

CO - Consumables

Avery Dennison,
Advance Tapes,
Shurtape, Intertape
Polymer Group

The Masking Tape Roll (20mm x 20m) is a versatile
adhesive tape used for painting, crafting, labeling, and
general-purpose applications. It provides clean
masking and removes easily without residue. It
adheres well to surfaces like wood, metal, and glass
and is widely used in DIY, workshop, and professional
projects.

Tape Type: Pressure Sensitive Masking Tape Material: Crepe Paper Width:
12mm – 48mm Length: 10m – 50m Temperature Resistance: Up to 80°C

Electronics Tape • Masking
Tape • Paper Tape • Crepe
Tape • Painting Tape • PCB
Masking

COE-
00001-B

AA Battery CO - Consumables
Duracell, Energizer,
Panasonic, Sony

The AA Battery is a standard portable power source
used in electronic devices, sensors, toys, remote
controls, robotics, and embedded systems. It provides
stable low-voltage power for small electronics and is
widely used in DIY projects, educational kits, and
consumer devices.

Battery Type: AA Cylindrical Battery Output Voltage: 1.5V Chemistry: Alkaline /
NiMH / Lithium Capacity: 1800mAh – 3000mAh Diameter: 14.5mm Length:
50.5mm

Alkaline Battery • AA battery
• cylindrical battery •
rechargeable battery •
portable power • battery cell

COE-
00003-A

Hook-Up Wire CO - Consumables
Alpha Wire, Belden,
Adafruit

The Single Strand Hook-Up Wire is an electrical
conductor used for circuit connections in prototyping,
PCB wiring, robotics, and embedded systems. It
provides reliable conductivity and flexible routing for
low-voltage applications. It is commonly used in
Arduino projects, DIY electronics, control circuits, and
signal/power connections.

Wire Type: Single Strand Hook Up Wire Conductor Material: Copper Wire
Gauge: 22AWG – 26AWG Rated Voltage: 300V Temperature Rating: 80°C

Breadboard Wire • Jumper
Wire • hook up wire • single
core wire • copper wire •
PCB wire

COM-
00002-A

3D Printing
Filament

CO - Consumables eSUN

The 2.85mm White 3D Printing Filament is a material
used in FDM/FFF 3D printers for prototyping and model
making. It provides smooth extrusion, strong layer
adhesion, low warping, and consistent print quality. It is
commonly used for robotics, enclosures, mechanical
models, DIY fabrication, and industrial design projects.

Filament Type: PLA / ABS / PETG Filament Diameter: 2.85mm Color: White
Spool Weight: 750g – 1kg Printing Temperature: 190°C – 220°C Heated Bed
Temperature: 0°C – 60°C

3D filament • PLA filament •
white filament • FDM
filament • 3D printer
material • 2.85mm filament

COM-
00002-B

3D Printing
Filament

CO - Consumables eSUN

The 2.85mm Black 3D Printing Filament is a material
used in FDM/FFF 3D printing for prototyping and model
making. It offers smooth extrusion, strong layer
adhesion, low warping, and consistent print quality. It is
commonly used for robotics, enclosures, mechanical
parts, DIY fabrication, and product development.

Filament Type: PLA / ABS / PETG Filament Diameter: 2.85mm Color: Black
Spool Weight: 750g – 1kg Printing Temperature: 190°C – 220°C Heated Bed
Temperature: 0°C – 60°C

3D filament • PLA filament •
FDM filament • 3D printer
material • black filament •
2.85mm filament

COM-
00002-C

3D Printing
Filament

CO - Consumables eSUN

The 2.85mm Yellow 3D Printing Filament is a material
used in FDM/FFF 3D printers for prototyping and model
making. It offers smooth extrusion, strong layer
adhesion, low warping, and consistent print quality. It is
commonly used for robotics, educational models,
enclosures, DIY fabrication, and product development.

Filament Type: PLA / ABS / PETG Filament Diameter: 2.85mm Color: Yellow
Spool Weight: 750g – 1kg Printing Temperature: 190°C – 220°C Heated Bed
Temperature: 0°C – 60°C

3D filament • PLA filament •
FDM filament • 3D printer
material • yellow filament •
2.85mm filament

COM-
00002-D

3D Printing
Filament

CO - Consumables eSUN

The 2.85mm Blue 3D Printing Filament is a material
used in FDM/FFF 3D printers for prototyping and model
making. It offers smooth extrusion, strong layer
adhesion, and consistent print quality. It is commonly
used for robotics, engineering models, enclosures, DIY
projects, and product development.

Filament Type: PLA / ABS / PETG Filament Diameter: 2.85mm Color: Blue
Spool Weight: 750g – 1kg Printing Temperature: 190°C – 220°C

3D filament • PLA filament •
FDM filament • 3D printer
material • blue filament •
2.85mm filament
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EDD-
00001-A

Laser Diode
Module

ED - Electronic Device
OSRAM, Sharp, Rohm,
Mitsubishi, Generic

The Mini 650nm 6mm 5mW Laser Dot Diode Module is
a compact red laser emitter used in electronics and
robotics projects. It operates on 3–5V DC and
produces a focused laser dot. It is commonly used for
alignment, sensing experiments, and Arduino-based
educational and DIY projects.

Item Type: Laser Module Voltage Rating (V): 5 Weight (g): 2 Operating
Temperature (°C): -10 to 50 Rated Power (mW): 5mW Wavelength (nm): 650

laser diode • laser • light
emitter • optical •
semiconductor • electronic
device

EDD-
00003-A

RGB LED
Module

ED - Electronic Device
ED Series /
XINGLIGHT,
XINGLIGHT

5mm RGB LED module with a common cathode
configuration and transparent lens for vibrant multi-
color illumination. Combines red, green, and blue LEDs
in a single through-hole package, enabling a wide
range of colors through color mixing. Ideal for indicator
panels, Arduino projects, DIY electronics, decorative
lighting, visual feedback systems, and educational
applications.

Manufacturer: XINGLIGHT Model No.: XL-A524SURSYGC Package: Plugin, D
= 5mm Forward Current (mA): 20 Color Temperature: - Peak Wavelength (nm):
640 (Red) 572 (Green: Yellow) Luminous Intensity (mcd): 600 (Red) 550
(Green: Yellow) Lens Color: Colorless Transparent Diode Configuration:
Common Cathode Wavelength – Dominant (nm): 635–640 (Red) 565–575
(Green: Yellow) Operating Temperature (°C): -20 ~ +85 Illumination Color: Red,
Green-Yellow Viewing Angle: 30° Lamp Holder Type: 5mm Round Head Power
(mW): 50 Forward Voltage (Vf): 2.3V (Red) 2.4V (Green: Yellow) Mounting
Type: Through Hole Compliance: RoHS

RGB LED • 5mm LED •
Common Cathode LED •
Indicator LED • Through
Hole LED

EDD-
00003-B

RGB LED
Module

ED - Electronic Device
Jameco ValuePro,
Jameco ValuePro,
Adafruit Industries

5mm high-brightness RGB LED module with a common
anode configuration. Emits red, green, and blue light,
allowing a wide range of colors through color mixing.
Suitable for status indicators, Arduino projects,
decorative lighting, educational experiments, displays,
and DIY electronics. Easy to interface with
microcontrollers for dynamic lighting and visual effects.

Manufacturer: Generic Model Type: Common Anode RGB LED Package: 5mm
Round (Clear Lens) Color: Red, Green, Blue Configuration: Common Anode
Brightness: High Current Consumption: Low Operating Voltage: 2.0–3.2V (per
color) Forward Current (mA): 20 (per channel) Power Efficiency: High
Luminous Output, Low Heat Material: Epoxy Resin, Gold Wire Leads Mounting
Type: Through Hole Item Size: 5mm Shipping Weight: 0.001 kg Shipping
Dimensions (L × W × H): 1 × 1 × 1 cm

RGB LED • 5mm LED •
Indicator LED • Through
Hole LED • Common Anode
LED

EDD-
00004-B

7 Segment
Display

ED - Electronic Device
Kingbright, Lite-On,
Everlight, Broadcom

The Single Digit Common Anode 7-Segment Display is
an LED display used to show numeric digits in
electronic circuits. It offers bright, low-power number
display and is easy to interface with microcontrollers. It
is commonly used in Arduino projects, counters, timers,
clocks, calculators, and control systems.

Display Type: 1 Digit 7 Segment LED Display Configuration: Common Anode
Operating Voltage: 1.8V – 2.2V per Segment Number of Pins: 10 Pins Digit
Height: 0.36 Inch – 0.56 Inch

Numeric Display • 7
segment display • common
anode display • single digit
display • LED display

EDK-
00001-A

Capacitor ED - Electronic Device
Nichicon, Panasonic,
Rubycon, Nippon
Chemi-Con

The Electrolytic Capacitor is a polarized component
used for energy storage, voltage filtering, smoothing,
and power supply stabilization. Its high capacitance
makes it ideal for power supplies, amplifiers, motor
drivers, Arduino projects, industrial electronics, and
embedded systems.

Capacitor Type: Aluminum Electrolytic Capacitor Capacitance Range: 1µF –
10000µF Voltage Rating: 6.3V – 450V Operating Temperature: -40°C to
+105°C

electrolytic capacitor •
aluminum capacitor •
polarized capacitor • filtering
capacitor

EDK-
00005-A

Switch Kit ED - Electronic Device Omron, C&K, E-Switch

The Electronic Switch Kit is a collection of assorted
switches, including push buttons, tactile, toggle, slide,
and rocker switches. It provides reliable circuit control
and user input for Arduino projects, robotics,
embedded systems, IoT devices, DIY electronics, and
prototyping applications.

Product Type: Electronic Switch Assortment Kit Switch Types: Push Button,
Toggle, Slide, Rocker, Tactile Operating Voltage: 3V – 250V Current Rating:
Up to 5A

Tactile Switch • switch kit •
push button switch • toggle
switch • slide switch • rocker
switch

EDM-
00002-A

Power switch ED - Electronic Device C&K, Omron

The Power Switch is a mechanical device used to
control electrical power in circuits and electronic
equipment. It provides reliable ON/OFF operation for
safely connecting or disconnecting power. Commonly
used in power supplies, embedded systems, control
panels, DIY electronics, and consumer devices.

Switch Type: SPST (Single Pole Single Throw) Rated Voltage: 125V – 250V
AC / 12–24V DC Rated Current: 3A – 10A

toggle switch • rocker switch
• power switch • on off
switch • SPST switch •
electrical switch

EDM-
00002-B

Power switch ED - Electronic Device C&K, Omron

The On/Off Power Switch is a mechanical switch used
to control the flow of electrical power in electronic
circuits and devices. It provides a simple and reliable
way to turn equipment ON or OFF. Commonly used in
power supplies, embedded systems, control panels,
DIY electronics, and consumer devices for convenient
manual power control.

Switch Type: SPST (Single Pole Single Throw) Rated Voltage: 125V – 250V
AC / 12–24V DC Rated Current: 3A – 10A

toggle switch • rocker switch
• power switch • SPST
switch • electrical switch •
on/off switch
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EDM-
00003-A

DPDT Toggle
Switch

ED - Electronic Device C&K, E-Switch, Omron

The DPDT (Double Pole Double Throw) Toggle Switch
is a mechanical switch used to control two separate
circuits and switch each between two output paths. It is
commonly used for polarity reversal, motor direction
control, signal routing, power selection, automation,
robotics, and DIY electronics projects.

Switch Type: DPDT (Double Pole Double Throw) Number of Pins: 6 Pins Rated
Voltage: 125V – 250V AC / 12–30V DC Rated Current: 3A – 6A

toggle switch • DPDT switch
• 6 pin switch • polarity
reversing switch • control
switch

EDR-
00001-
100Z

Resistor - 100
Ohm

ED - Electronic Device
Yageo, Vishay, KOA
Speer, TE Connectivity,
Generic

The Carbon Film Resistor Pack includes multiple
resistor values such as 100? and others for
convenience. These resistors offer stable performance
with low noise and are commonly used in Arduino
projects, RF circuits, and general electronic
applications.

Series: – Resistance (Ohm): 100 Tolerance (%): 1 Power Rating: 250mW
Composition: Metal Film Temperature Coefficient: +/-50ppm/°C Operating
Temperature (°C): -40 ~ 150 Case/Package: Axial Length (mm): 6 Mounting
Type: Through Hole Shipping Weight: 0.001 kg Shipping Dimensions: 1 × 1 × 1
cm

resistor • 100ohm • carbon
film • passive component

EDR-
00001-
1K00

Resistor - 1K
Ohm

ED - Electronic Device
Yageo, Vishay, KOA
Speer, TE Connectivity,
Generic

The 1K Ohm Carbon Film Resistor is a passive
component used to limit current and control voltage in
electronic circuits. It offers reliable performance with
good stability and low noise and is commonly used in
Arduino projects, signal processing, and embedded
systems.

Series: – Resistance (Ohm): 1k Tolerance (%): 1 Power Rating: 250mW
Composition: Metal Film Temperature Coefficient: +/-50ppm/°C Operating
Temperature (°C): -40 ~ 150 Case/Package: Axial Length (mm): 6 Mounting
Type: Through Hole Shipping Weight: 0.001 kg Shipping Dimensions: 1 × 1 × 1
cm

carbon film • 0.25w •
passive • 1k resistor

EDR-
00001-
220Z

Resistor - 220
Ohm

ED - Electronic Device
Yageo, Vishay, KOA
Speer, TE Connectivity,
Generic

The 220 Ohm 0.25W Metal Film Resistor is a passive
component used to limit current and control voltage in
electronic circuits. It provides stable, accurate
resistance with low noise and high reliability. It is
commonly used in LED circuits, Arduino projects, and
embedded systems.

Series: – Resistance (Ohm: 220 Tolerance (%): 1 Power Rating: 250mW
Composition: Metal Film Temperature Coefficient: +/-50ppm/°C Operating
Temperature (°C): -40 ~ 150 Case/Package: Axial Length (mm): 6 Mounting
Type: Through Hole Shipping Weight: 0.001 kg Shipping Dimensions: 1 × 1 × 1
cm

EDR-
00001-
330Z

Resistor - 330
Ohm

ED - Electronic Device
Yageo, Vishay, KOA
Speer, TE Connectivity,
Generic

The 330 Ohm 0.25W Metal Film Resistor is a passive
component used to limit current and control voltage in
electronic circuits. It offers stable, accurate resistance
with low noise and is commonly used in LED circuits,
Arduino projects, and embedded systems.

Series: – Resistance (Ohm): 330 Tolerance (%): 1 Power Rating: 250mW
Composition: Metal Film Temperature Coefficient: +/-50ppm/°C Operating
Temperature (°C): -40 ~ 150 Case/Package: Axial Length (mm): 6 Mounting
Type: Through Hole Shipping Weight: 0.001 kg Shipping Dimensions: 1 × 1 × 1
cm

EDR-
00001-
680Z

Resistor - 680
Ohm

ED - Electronic Device
Yageo, Vishay, KOA
Speer, TE Connectivity,
Generic

The 680 Ohm 0.25W Metal Film Resistor is a passive
component used to limit current and control voltage in
electronic circuits. It offers stable, precise resistance
with low noise and is commonly used in LED circuits,
Arduino projects, and embedded systems.

Series: – Resistance (Ohm): 680 Tolerance (%): 1 Power Rating: 250mW
Composition: Metal Film Temperature Coefficient: +/-50ppm/°C Operating
Temperature (°C): -40 ~ 150 Case/Package: Axial Length (mm): 6 Mounting
Type: Through Hole Shipping Weight: 0.001 kg Shipping Dimensions: 1 × 1 × 1
cm

resistor • carbon film •
0.25w • passive • axial •
680ohm

No Image
EDS-
00003-A

Temperature
Sensor

ED - Electronic Device
Maxim Integrated,
Dallas Semiconductor,
Adafruit, SparkFun

The DS18B20 Temperature Sensor is a digital
temperature sensor that provides accurate temperature
measurements using the One-Wire communication
protocol. It allows multiple sensors to share a single
data line and delivers calibrated digital readings. The
sensor is widely used in weather stations, automation
systems, industrial monitoring, IoT devices, and
Arduino projects.

Sensor Type: Digital Temperature Sensor Communication: One-Wire Interface
Operating Voltage: 3.0V – 5.5V Temperature Range: -55°C to +125°C

Temperature Sensor •
digital sensor • DS18B20 •
one wire sensor • Arduino
temperature sensor

No Image
EDT-
00001-F

CO Gas
Sensor

ED - Electronic Device
Hanwei Electronics,
Winsen, Figaro
Engineering

The Carbon Monoxide Sensor is a gas detection device
used to detect and monitor carbon monoxide (CO)
levels in the air. It helps identify hazardous CO
concentrations and improve safety. It is widely used in
gas alarm systems, air quality monitoring, smart
homes, industrial safety, and IoT applications.

Sensor Type: Carbon Monoxide (CO) Gas Sensor Target Gas: CO (Carbon
Monoxide) Operating Voltage: 5V DC Warm: up Time: 20–48 hours initial, few
minutes per cycle Detection Range: ~20–2000 ppm (typical)

Carbon Monoxide Sensor •
CO Sensor • Gas Detector •
MQ-7 sensor • toxic gas
sensor
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EDT-
00004-A

Speaker ED - Electronic Device
CUI Devices, PUI
Audio, Soberton,
Visaton

The Speaker is an electronic audio output device used
to convert electrical audio signals into audible sound. It
is commonly used in embedded systems, multimedia
devices, alarms, robotics, IoT applications, and
educational projects. The module can reproduce tones,
voice, music, and alert sounds, making it suitable for
audio feedback, notifications, and sound generation in
electronic systems.

Operating Voltage: 3V – 12V Speaker Type: Dynamic Speaker Impedance: 4? /
8? Power Rating: 0.5W – 3W Frequency Range: 300Hz – 20KHz

Sound Module • speaker •
audio output • buzzer
speaker • multimedia
speaker • embedded audio
device

No Image
EMA-
00002-A

OLED Display
EM - Electronic-
Electrical Modules

Solomon Systech,
SparkFun, DFRobot

The SSD1306 0.96-inch I2C OLED Display is a
compact monochrome graphical display module widely
used with Arduino, ESP32, Raspberry Pi, and other
microcontrollers. It features a 128×64 pixel resolution
and uses the SSD1306 OLED driver IC with an I2C
communication interface. The display provides high
contrast, low power consumption, and is ideal for
showing text, graphics, sensor data, and menus.

Product Type: OLED Display Module Display Size: 0.96 inch Driver IC:
SSD1306 Resolution: 128 × 64 Pixels Operating Voltage: 3.3V – 5V DC

SSD1306 OLED Display •
0.96 OLED Module • I2C
OLED Display • OLED
Screen Module

EMC-
00004-A

Bluetooth
Module

EM - Electronic-
Electrical Modules

HC Series / Generic
Compatible,
Waveshare,
KEYESTUDIO,
SunFounder

The HC-05 Bluetooth Module is a 6-pin wireless
communication device used for UART-based data
transfer between microcontrollers and Bluetooth-
enabled devices. Operating in the 2.4GHz ISM band
with GFSK modulation, it supports both Master and
Slave modes. Featuring AT command configuration
and an onboard push button for AT mode access, it is
ideal for wireless control, automation, and IoT projects.

Operating Voltage: 3.6V – 6V DC Input Current: 50 mA Operating Frequency:
2.4 GHz ISM Band Modulation Type: GFSK (Gaussian Frequency Shift Keying)
Emission Power: 4 dBm (Class 2) Receiver Sensitivity: -84 dBm at 0.1% BER
Maximum Range: 10 meters (typical) Interface Pins: EN/KEY, VCC, GND,
TXD, RXD, STATE AT Command Support: Yes Onboard Button: Yes (AT
Mode Selection) Length (mm): 43 Width (mm): 16.5 Height (mm): 7 Weight (g):
5 Shipping Weight: 0.01 kg Shipping Dimensions (cm): 5 × 3 × 1

HC-05 • Bluetooth Module •
UART Bluetooth • 6-Pin
Bluetooth • Master Slave
Module • Arduino Bluetooth

EMP-
00001-A

Adapter
EM - Electronic-
Electrical Modules

Mean Well, Hi-Link,
Delta Electronics

The 9V Wall Power Supply Adapter is an AC-to-DC
adapter that provides a stable 9V DC output for
electronic devices and circuits. It converts AC mains
power into regulated DC power and is commonly used
for Arduino boards, sensors, routers, audio devices,
and DIY electronics projects.

Product Type: AC to DC Power Adapter Output Voltage: 9V DC Input Voltage:
100V – 240V AC Output Current: 500mA / 1A / 2A Frequency: 50/60 Hz

Wall Power Supply •
Arduino Power Adapter • 9V
Power Adapter • 9V DC
Adapter • 9V SMPS Adapter

EMS-
00002-A

Temp Humidity
Sensor

EM - Electronic-
Electrical Modules

EM Series / Generic
Compatible,
KEYESTUDIO,
SunFounder, DFRobot

Digital temperature and humidity sensor module with
calibrated single-wire serial output for easy interfacing.
Features an onboard pull-up resistor and LED status
indicator for reliable operation. Suitable for weather
stations, environmental monitoring, smart home
systems, Arduino projects, and IoT applications
requiring accurate temperature and humidity
measurements.

Item Type: Sensor Model: DHT11 Temperature and Humidity Sensor
Measuring Temperature Range (°C): 0 – 50 Temperature Accuracy: ± 2 °C
Humidity Range: 20 – 95 % RH Humidity Accuracy: ± 5 % RH Resolution: 16
bit Output Form: Digital Output (Single Wire Serial) Operating Voltage (VDC): 3
– 5 Operating Current (mA): ? 2.5 Dimensions (L × W × H mm): 31 × 14 × 7.5
Weight (g): 5 Shipping Weight: 0.01 kg Shipping Dimensions (L × W × H cm): 5
× 5 × 2

DHT11 • Temperature
Sensor • Humidity Sensor •
Digital Temp Sensor •
Arduino Climate Sensor

EMS-
00003-A

Accelerometer
EM - Electronic-
Electrical Modules

InvenSense, Generic
Electronics, DFRobot,
SparkFun Electronics

The GY-521 Accelerometer Module is a 6-axis motion
tracking sensor board based on the MPU6050 MEMS
sensor IC. It combines a 3-axis accelerometer and a 3-
axis gyroscope in a single compact module, allowing
accurate measurement of acceleration, tilt, rotation,
vibration, and motion.

Product Type: Accelerometer + Gyroscope Module Model: GY-521 Main IC:
MPU6050 Communication: I2C Operating Voltage: 3V – 5V DC

GY-521 Accelerometer
Module • MPU6050 Sensor
Module • 6DOF Motion
Sensor • Gyroscope
Accelerometer Module

EMS-
00006-A

PIR Sensor
EM - Electronic-
Electrical Modules

HC, DFRobot,
SparkFun, Keyestudio

The PIR Motion Sensor is a passive infrared detection
module used to detect human movement and body
heat by sensing changes in infrared radiation. The
commonly used HC-SR501 PIR sensor combines a
pyroelectric infrared sensor with a Fresnel lens to
detect motion within its sensing range. It is widely used
in security systems, automatic lighting, smart homes,
robotics, and Arduino projects.

Product Type: PIR Motion Sensor Model: HC-SR501 Sensor Type: Passive
Infrared Operating Voltage: 5V – 20V DC Detection Distance: 3 – 7 meters

Motion Detection Sensor •
PIR Motion Sensor • HC-
SR501 PIR Sensor • Human
Motion Sensor
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No Image
EMS-
00007-A

Temperature
Sensor

EM - Electronic-
Electrical Modules

Maxim Integrated,
DFRobot, SparkFun

The DS18B20 Temperature Sensor Module is a digital
temperature sensor that uses the 1-Wire
communication protocol for accurate readings.
Developed by Dallas Semiconductor, it provides
calibrated digital output with high precision and
supports multiple sensors on a single data line. It is
widely used in weather stations, automation systems,
industrial monitoring, and Arduino projects.

Product Type: Digital Temperature Sensor Model: DS18B20 Communication
Protocol: 1-Wire Operating Voltage: 3V – 5.5V DC Temperature Range: -55°C
to +125°C Accuracy: ±0.5°C

DS18B20 Temperature
Sensor • Waterproof
Temperature Sensor •
Digital Temperature Sensor
• One Wire Temperature
Sensor

EMS-
00025-A

Encoder
Module

EM - Electronic-
Electrical Modules

Broadcom, Generic
Electronics, Omron,
AMS

Encoder sensor modules are used to detect rotation,
speed, direction, and position in robotics, automation,
motor control, CNC machines, and Arduino projects.
They provide digital pulse outputs for accurate motion
tracking and feedback. Available in rotary, optical, and
magnetic types, they are ideal for precise control and
positioning systems.

Product Type: Encoder Sensor Module Encoder Type: Rotary / Optical /
Magnetic Operating Voltage: 3.3V – 5V DC Output Type: Digital Pulse

Encoder Sensor Module •
Rotary Encoder Module •
Optical Encoder Sensor •
Speed Sensor • Position
Sensor • KY-040 Encoder •
Arduino Encoder

EQE-
00001-A

Vernier Caliper
EQ -
Equipment/Instrument

Mitutoyo, INSIZE,
Baker Gauges, iGaging

Digital vernier calipers are precision tools used to
measure internal, external, depth, and step dimensions
accurately. They feature an LCD display for quick and
easy digital readings with high precision. Commonly
used in engineering, electronics, machining,
woodworking, labs, robotics, and DIY projects for
accurate measurement tasks.

Product Type: Digital Vernier Caliper Measuring Range: 0 – 150 mm
Resolution: 0.01 mm Accuracy: ±0.02 mm Display Type: LCD Digital Display

DIY Measuring Tool • Digital
Vernier Caliper • Electronic
Caliper • LCD Caliper •
Precision Measuring Tool •
Digital Measuring Tool •
Stainless Steel Caliper

EQM-
00001-A

3D Printer
EQ -
Equipment/Instrument

Tiertime Official
Website, Cetus 3D
Official Website, UP3D
/ Tiertime, Tiertime
Europe

The Cetus MK3 is a compact FDM/FFF 3D printer used
for education, prototyping, STEM labs, and hobby
projects. It features Wi-Fi connectivity, touchscreen
control, and support for multiple nozzle sizes with
modular upgrades. It delivers reliable print quality and
supports PLA, PETG, TPU, and other filaments,
making it ideal for learning and rapid prototyping.

Product Type: FDM / FFF 3D Printer Model: Cetus MK3 Printing Technology:
MEM / FDM Build Volume: 180 × 180 × 180 mm Layer Resolution: 50 – 350
Micron Nozzle Sizes: 0.2 / 0.4 / 0.6 mm Filament Diameter: 1.75 mm

FDM Printer • Educational
3D Printer • Cetus MK3 •
Cetus 3D Printer • DIY 3D
Printer • Compact 3D
Printer • Tiertime Printer

MMD-
00003-A

Micro gear
motor

MM - Mechanical
Module

Pololu, DFRobot,
Adafruit, SparkFun

N20 micro gear motors are compact DC motors with
integrated metal gearboxes that provide low-speed,
high-torque performance in a small size. They are
widely used in robotics, smart cars, line follower robots,
automation systems, and DIY electronics projects.
Their compact design makes them ideal for space-
constrained and educational applications requiring
precise and reliable motion control.

Product Type: Micro Gear Motor Operating Voltage: 3V – 12V DC Rated
Voltage: 6V DC Speed Range: 15RPM – 1000RPM Shaft Diameter: 3 mm

Mini Motor • Arduino Motor •
Robotics Motor • Metal Gear
Motor • N20 Motor • Micro
Gear Motor • DC Gear
Motor

MMD-
00003-B

150 RPM
Geared Motor

MM - Mechanical
Module

Johnson Motor,
DFRobot, Robu.in,
FlyRobo

The 150 RPM 12V geared DC motor is a high-torque
motor with an integrated gearbox for efficient and
controlled motion. It reduces speed while increasing
torque, making it suitable for robotics, smart vehicles,
automation systems, conveyor mechanisms, and DIY
projects. It is ideal for Arduino-based applications
requiring precise and reliable movement.

Product Type: DC Geared Motor Rated Voltage: 12V DC Speed: 150 RPM
Gearbox Type: Metal Gearbox Shaft Diameter: 6 mm Current Consumption:
100mA – 500mA

150RPM Motor • Geared
DC Motor • 12V Gear Motor
• High Torque Motor •
Robotics Motor • DIY Motor
• Metal Gear Motor

MMP-
00001-A

Spacers
MM - Mechanical
Module

Keystone Electronics,
Adafruit, DFRobot,
Pro'sKit

Spacers are mechanical components used to maintain
precise distance between PCBs, panels, enclosures,
and mounted parts in electronics, robotics, Arduino,
and DIY projects. They provide support, alignment, and
insulation, preventing unwanted contact between
components. Available in nylon, brass, aluminum, and
stainless steel variants for different applications.

Product Type: Spacer / Standoff Thread Size: M3 Length Options: 5mm –
50mm

PCB Spacer • Mounting
Spacer • DIY Hardware •
Spacer • Nylon Spacer •
Brass Spacer • Standoff
Spacer
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MMP-
00004-A

Standoffs set
MM - Mechanical
Module

Adafruit, Keystone
Electronics, DFRobot,
Pro'sKit

Standoff sets are threaded spacers used for mounting
and separating PCBs, Arduino boards, Raspberry Pi
boards, electronic enclosures, and DIY projects. They
provide mechanical support, insulation spacing, and
secure assembly for electronics hardware.

Product Type: Brass Standoff Set Thread Type: M2 / M2.5 / M3 Length
Options: 5mm – 50mm Shape: Hexagonal

Brass Standoff • PCB
Spacer • Hex Standoff •
Mounting Spacer • PCB
Mount Kit • Threaded
Spacer • DIY Hardware

TLC-
00001-A

Cutting mat TL - Tools
OLFA, Deli, Fiskars,
Pro'sKit

An A2 cutting mat is a self-healing protective work
surface used for cutting paper, vinyl, fabric, PCB
sheets, foam, leather, and craft materials. It protects
tables and blades while providing printed measurement
grids for accurate cutting in DIY, electronics, art, and
workshop applications.

Product Type: Self Healing Cutting Mat Size: A2 Dimensions: Approx. 600 ×
450 mm Material: PVC Multi-layer Thickness: 2 mm – 3 mm

Cutting Mat • A2 Cutting
Mat • Self Healing Mat •
Craft Mat • DIY Cutting
Board • Precision Cutting
Mat • Workshop Mat

TLM-
00004-C

Mini hacksaw TL - Tools Stanley, Taparia, Lenox

A mini hacksaw is a compact hand tool used for cutting
metal rods, PVC pipes, plastic sheets, bolts, and small
materials with precision. Its lightweight and ergonomic
design makes it easy to use in tight spaces. Commonly
used in electronics labs, robotics projects, plumbing,
maintenance work, and DIY applications, it provides
reliable and controlled cutting performance for
everyday tasks.

Blade Length: 150 mm / 6 inch / 10 inch Handle Type: Ergonomic Grip / ABS
Handle Weight: Approx. 70g – 250g Usage: DIY, Electronics, Plumbing,
Workshop Cutting Material: Metal, PVC, Plastic, Aluminum

DIY Tool • Mini Hacksaw •
Junior Hacksaw • Hand Saw
• Metal Cutter • Compact
Saw • Precision Cutting
Tool

TLP-
00004-A

Cordless
Power Drill

TL - Tools
Bosch, Robert Bosch
GmbH

The Professional is a compact 12V cordless impact drill
designed for drilling and screwdriving in wood, metal,
and masonry. It features variable speed control,
reverse rotation, and impact drilling for versatile use.
Lightweight and durable, it is easy to handle and ideal
for professional work, home repairs, and DIY projects
requiring reliable and portable power tool performance.

Voltage: 12V Battery Type: Lithium-Ion No Load Speed: 0–400 / 0–1500 RPM
Chuck Capacity: 10 mm Max Torque: 30 Nm Impact Rate: Up to 22,500 BPM

DIY Tool • Cordless Drill •
Impact Drill • 12V Drill •
Power Tool • Electric Drill •
Professional Drill • Bosch
Tool


