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No Image
COC-
00001-A

Filament Tape CO - Consumables
Dowell, 3M, Advance
Tapes, Deta Electrical

The Insulation Filament Tape (25mm x 50m) is a high-
strength adhesive tape reinforced with fiberglass for
excellent tensile strength and tear resistance. It is used
for bundling, sealing, reinforcing, and securing loads. It
offers strong adhesion, heat resistance, and insulation
properties, making it suitable for electrical, industrial, and
DIY applications.

Operating Temperature: -18°C to +105°C Voltage Rating: Up to
600V Thickness: 0.178mm Flame Retardant: Yes

PVC Tape • Electrical Tape •
Binding Tape • Insulation Tape •
Cable Tape • Wire Management •
Electronics Tape

No Image
COC-
00001-B

Foam Tape CO - Consumables
3M, Tesa, Nitto Denko,
Avery Dennison, Hi-Bond

The Foam Tape Roll (50mm x 6mm) is a durable
adhesive foam tape used for sealing, mounting,
insulation, and vibration damping. It provides strong
adhesion with cushioning that absorbs shocks and
reduces noise. It is widely used in DIY projects,
automotive work, electronics mounting, and professional
installations.

Color: Black Thickness: 6mm Material: EVA Foam Length: 5 Meter
Width: 50mm

Foam Tape • Double Sided Tape •
EVA Foam Tape • PE Foam Tape
• Acrylic Foam Tape

COC-
00003-A

Hot Glue
Sticks 7 mm

CO - Consumables Stanley, Surebonder

The Thermoplastic Adhesive Glue Sticks are used with
hot glue guns for crafting, DIY projects, electronics
assembly, and repairs. They melt quickly to form a strong
bond on materials like plastic, wood, paper, and fabric.
They are commonly used in workshops, prototyping, and
educational projects for fast and durable adhesion.

Glue Stick Diameter: 7mm Melting Temperature: 120°C – 180°C
Compatibility: 7mm Mini Glue Guns Stick Length: 100mm –
300mm

Hot Melt Adhesive • hot glue stick •
glue gun stick • adhesive stick •
7mm glue stick • craft glue

COC-
00004-A

Desoldering
Wick

CO - Consumables Generic
Desoldering wick is a copper braid used to remove solder
from electronic joints. It works with a soldering iron to
absorb molten solder for clean PCB repair and rework.

Item Type: Desoldering Wick Material: Suitable for Comfortable
Desoldering Length: 1.5 m Width: 1.85 mm Thickness: Suitable for
Comfortable Desoldering Application: Faster & Cleaner Electronics
Desoldering Shipping Weight: 0.008 kg Shipping Dimensions (L ×
W × H): 6 × 5 × 1 cm

Desoldering Wick • Solder Braid •
PCB Repair • 100% Copper •
Solder Removal • Flux-Assisted •
Electronics Rework • 1.5m

EDD-
00005-A

Voltage
Regulator

ED - Electronic Device

Texas Instruments,
STMicroelectronics, ON
Semiconductor, Fairchild
Semiconductor

The LM7805 Voltage Regulator is a fixed-output regulator
that provides a stable 5V DC supply from a higher input
voltage. It includes built-in thermal overload and short-
circuit protection for reliable operation. It is widely used in
Arduino projects, IoT devices, sensor circuits, power
supplies, and embedded systems.

Device Type: Linear Voltage Regulator Output Voltage: 5V DC
Package Type: TO-92 Input Voltage Range: 7V – 20V Output
Current: Up to 100mA

LM7805 • voltage regulator • 5V
regulator • TO-92 regulator • linear
regulator • power supply IC

EDD-
00005-B

Voltage
Regulator

ED - Electronic Device

Texas Instruments,
STMicroelectronics, ON
Semiconductor, Fairchild
Semiconductor

The LM7812 Voltage Regulator is a fixed-output regulator
that provides a stable 12V DC supply from a higher input
voltage. It includes built-in thermal overload and short-
circuit protection for safe operation. It is widely used in
power supplies, robotics, Arduino projects, communication
modules, and embedded systems.

Device Type: Linear Voltage Regulator Output Voltage: 12V DC
Package Type: TO-92 Input Voltage Range: 14V – 30V Output
Current: Up to 100mA

voltage regulator • TO-92 regulator
• linear regulator • power supply IC
• LM7812 • 12V regulator

EDD-
00005-C

Voltage
Regulator

ED - Electronic Device

Texas Instruments,
STMicroelectronics, ON
Semiconductor, Fairchild
Semiconductor

The LM7806 Voltage Regulator is a fixed-output regulator
that provides a stable 6V DC supply from a higher input
voltage. It includes built-in thermal and short-circuit
protection. It is widely used in Arduino projects, robotics,
sensor circuits, battery-powered devices, and embedded
systems requiring regulated power.

Device Type: Linear Voltage Regulator Output Voltage: 6V DC
Package Type: TO-92 Input Voltage Range: 8V – 20V Output
Current: Up to 100mA

voltage regulator • TO-92 regulator
• linear regulator • power supply IC
• LM7806 • 6V regulator
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EDK-
00001-A

Capacitor ED - Electronic Device
Nichicon, Panasonic,
Rubycon, Nippon Chemi-
Con

The Electrolytic Capacitor is a polarized component used
for energy storage, voltage filtering, smoothing, and
power supply stabilization. Its high capacitance makes it
ideal for power supplies, amplifiers, motor drivers, Arduino
projects, industrial electronics, and embedded systems.

Capacitor Type: Aluminum Electrolytic Capacitor Capacitance
Range: 1µF – 10000µF Voltage Rating: 6.3V – 450V Operating
Temperature: -40°C to +105°C

electrolytic capacitor • aluminum
capacitor • polarized capacitor •
filtering capacitor

EDK-
00002-A

Capacitor Kit ED - Electronic Device
Generic, Murata, TDK,
KEMET

The Capacitor Kit is a set of passive electronic
components used to store electrical energy. It includes
multiple capacitor values and is commonly used for
filtering, smoothing, timing, and energy storage in
electronic circuits. It is widely used in Arduino projects,
power supplies, and embedded systems.

Quantity: 100pcs (5 each per Value) Voltage: 50V
Electronics • passive • capacitor •
ceramic • capacitor set

EDK-
00005-A

Switch Kit ED - Electronic Device Omron, C&K, E-Switch

The Electronic Switch Kit is a collection of assorted
switches, including push buttons, tactile, toggle, slide, and
rocker switches. It provides reliable circuit control and
user input for Arduino projects, robotics, embedded
systems, IoT devices, DIY electronics, and prototyping
applications.

Product Type: Electronic Switch Assortment Kit Switch Types:
Push Button, Toggle, Slide, Rocker, Tactile Operating Voltage: 3V
– 250V Current Rating: Up to 5A

Tactile Switch • switch kit • push
button switch • toggle switch • slide
switch • rocker switch

EDK-
00006-A

Diode
Transistor Set

ED - Electronic Device

ON Semiconductor,
Vishay,
STMicroelectronics,
Fairchild Semiconductor

The Diode and Transistor Kit is a collection of essential
semiconductor components, including diodes and
NPN/PNP transistors, used for switching, amplification,
rectification, and voltage regulation. It is ideal for
electronics prototyping, circuit development, learning,
testing, repair work, and embedded projects.

Kit Type: Semiconductor Assortment Kit Components Included:
Diodes (Rectifier, Signal, Zener), NPN & PNP Transistors Max
Voltage: Up to 1000V (depending on component) Max Current: Up
to 3A (depending on component)

transistor kit • NPN transistor •
semiconductor kit • diode kit •
rectifier diode • Zener diode

EDM-
00001-A

Tactile Switch ED - Electronic Device OMRON, E-Switch

This tactile push button switch kit includes 12×12×7.3mm
momentary ON-OFF switches for reliable circuit input.
Rated for 12V DC and 120mA, they provide good tactile
feedback. The kit includes 25 color-coded keycaps and a
storage box, making it ideal for Arduino projects,
prototyping, DIY electronics, and educational use.

Item Type: Micro Switch Model: Tactile Push Button Switch
Operation Mode: ON-OFF Contact Type: Momentary Current
Rating: 120mA Operating Voltage: 12V DC Switch Type: Push
Button Material: Metal and Plastic Mounting Type: Surface Mount
Button Size (mm): 12×12×7.3 Operating Temperature (°C): -25 to
+70 Lifespan: ~1000 Cycles Box Dimensions (mm): 127.1 × 68.3 ×
21.9 Weight (g): 55 Shipping Weight: 0.06 kg Shipping
Dimensions (L × W × H): 13 × 7 × 3 cm

Tactile Switch • Push Button •
12x12mm Switch • Momentary
Switch • Arduino Button Kit

EDM-
00003-A

DPDT Toggle
Switch

ED - Electronic Device C&K, E-Switch, Omron

The DPDT (Double Pole Double Throw) Toggle Switch is
a mechanical switch used to control two separate circuits
and switch each between two output paths. It is
commonly used for polarity reversal, motor direction
control, signal routing, power selection, automation,
robotics, and DIY electronics projects.

Switch Type: DPDT (Double Pole Double Throw) Number of Pins:
6 Pins Rated Voltage: 125V – 250V AC / 12–30V DC Rated
Current: 3A – 6A

toggle switch • DPDT switch • 6 pin
switch • polarity reversing switch •
control switch

EDM-
00004-A

Alligator clips ED - Electronic Device
Pomona Electronics,
Mueller Electric, E-Z-Hook,
Klein Tools

The Alligator Clips are spring-loaded metal clips used for
temporary electrical connections in testing, prototyping,
and electronics projects. They provide quick, secure
contact with wires, batteries, sensors, and circuit terminals
without soldering. Widely used in Arduino, robotics,
educational kits, and troubleshooting applications.

Clip Type: Alligator / Crocodile Clip Material: Nickel Plated Steel
Opening Width: 5mm – 15mm Electrical Rating: Low Voltage (

alligator clip • crocodile clip • test
clip • battery clip • jumper clip •
electronics clip • prototyping clip

EDM-
00009-A

PCB Prototype
Board

ED - Electronic Device

Bud Industries, Twin
Industries, BusBoard
Prototype Systems,
Keyestudio, Generic / OEM

The 4×6 cm Universal PCB Prototype Board is a durable
prototyping board used for building and testing electronic
circuits. It features a HASL finish and precision drilled
holes for easy soldering. It is commonly used in Arduino
projects, embedded systems, and DIY electronics
development.

Item Type: PCB Prototype Board Dimensions: 4 × 6 cm Length: 60
mm Width: 40 mm Board Thickness: 1.6 mm Copper Thickness:
1–4 oz Minimum Hole Size: 0.3 mm Weight (Unit): 6 g Pack
Quantity: 2 Pieces Shipping Weight: 0.01 kg Shipping Dimensions:
7 × 5 × 1 cm

Double-Sided PCB • 4x6 cm • FR4
• Prototype Board • 2.54mm Pitch •
DIY Electronics
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EDR-
00001-
100Z

Resistor - 100
Ohm

ED - Electronic Device
Yageo, Vishay, KOA
Speer, TE Connectivity,
Generic

The Carbon Film Resistor Pack includes multiple resistor
values such as 100? and others for convenience. These
resistors offer stable performance with low noise and are
commonly used in Arduino projects, RF circuits, and
general electronic applications.

Series: – Resistance (Ohm): 100 Tolerance (%): 1 Power Rating:
250mW Composition: Metal Film Temperature Coefficient: +/-
50ppm/°C Operating Temperature (°C): -40 ~ 150 Case/Package:
Axial Length (mm): 6 Mounting Type: Through Hole Shipping
Weight: 0.001 kg Shipping Dimensions: 1 × 1 × 1 cm

resistor • 100ohm • carbon film •
passive component

EDR-
00001-
10K0

Resistor - 10K
Ohm

ED - Electronic Device
Yageo, Vishay, KOA
Speer, TE Connectivity,
Generic

The Carbon Film Resistor Pack is a set of resistors with
multiple values like 10?, 100?, and 1K?. They offer stable
performance, low noise, and are widely used in Arduino
projects, embedded systems, and general electronic
circuits.

Power: 1/4 W Resistance: 100 ? Resistance Tolerance: 5% Type:
Carbon Film Resistors

Through Hole • carbon film • 10k
resistor • 0.25w • passive • axial

EDR-
00002-
10K0

Potentiometer ED - Electronic Device
ED Series / Generic
Compatible, Bourns,
Alpha, Omega

10K? rotary potentiometer used for adjusting voltage,
current, and signal levels in electronic circuits. Features
smooth single-turn rotation, a durable 15mm shaft, and
through-hole mounting for easy installation. Ideal for audio
volume control, Arduino analog inputs, sensor calibration,
circuit tuning, embedded systems, prototyping, and
educational electronics projects.

Manufacturer: Generic Resistance (Ohm): 10K Tolerance (%): 20
Temperature Coefficient: ±100ppm/°C Operating Temperature
(°C): -40 to 80 Mounting Type: Through Hole Shaft Type: 15mm
Rotary Shaft Adjustment Type: Single Turn Length (mm): 20 Width
(mm): 17 (Body Diameter) Height (mm): 24 Weight (g): 6 Shipping
Weight: 0.001 kg Shipping Dimensions (L × W × H): 1 × 1 × 1 cm

10K Potentiometer • Rotary Pot •
Variable Resistor • WH148
Potentiometer • 3-Pin Pot

EDS-
00004-A

LM35 Sensor ED - Electronic Device
Texas Instruments,
National Semiconductor,
STMicroelectronics

The LM35 Temperature Sensor Module is an analog
temperature sensor that provides a voltage output directly
proportional to temperature in degrees Celsius. It offers
accurate temperature measurement and easy interfacing
with Arduino and other microcontrollers. It is widely used
in weather stations, industrial control systems, robotics,
IoT devices, and educational projects.

Sensor Type: Analog Temperature Sensor Output: Linear Analog
Voltage (10mV/°C) Operating Voltage: 4V – 30V Temperature
Range: 0°C to 100°C (typical)

Arduino Sensor • Temperature
Sensor • analog sensor • LM35 •
thermal sensor • IoT sensor

EDT-
00001-C

Methane Gas
Sensor

ED - Electronic Device
Hanwei Electronics,
Winsen, Figaro
Engineering

The Methane Gas Sensor is a gas detection device used
to detect methane (CH?), CNG, and natural gas leaks. It
provides an analog output proportional to gas
concentration and can be easily interfaced with Arduino
and other microcontrollers. It is widely used in gas leak
detection, industrial safety, smart homes, and IoT
monitoring systems.

Sensor Type: Methane / CNG Gas Sensor Target Gas: CH?
(Methane), CNG, Natural Gas Operating Voltage: 5V DC Warm:
up Time: 20–60 seconds Detection Range: ~200–10000 ppm
(typical)

methane sensor • CNG sensor •
MQ-4 sensor • gas leak detector •
natural gas sensor

EDT-
00001-D

Gas Leakage
Sensor

ED - Electronic Device
Hanwei Electronics,
Winsen, Figaro
Engineering

The Gas Leakage Sensor is a gas detection device used
to identify LPG, propane, butane, smoke, and natural gas
leaks in the environment. It monitors gas concentration
levels and helps provide early warning of hazardous
conditions. The sensor is widely used in gas leakage
alarm systems, smart home safety devices, industrial
safety monitoring, and IoT-based environmental
monitoring applications.

Sensor Type: LPG / Natural Gas Sensor Target Gas: LPG
(Propane, Butane), Natural Gas, Smoke Operating Voltage: 5V
DC Warm: up Time: 20–60 seconds Detection Range:
~200–10000 ppm (typical)

MQ-2 Sensor • LPG Sensor •
Propane Sensor • gas leak
detector • natural gas sensor

EDT-
00001-E

LPG Gas
Sensor

ED - Electronic Device
Hanwei Electronics,
Winsen, Figaro
Engineering

The LPG Gas Sensor is a gas detection device used to
detect LPG, butane, and propane gas leaks. It provides
an analog output based on gas concentration and can be
easily interfaced with Arduino and other microcontrollers.
It is widely used in gas leak alarms, smart home safety
systems, industrial monitoring, and IoT projects.

Sensor Type: LPG / Butane Gas Sensor Target Gas: LPG,
Butane, Propane Operating Voltage: 5V DC Warm: up Time:
20–60 seconds Detection Range: ~200–10000 ppm (typical)

LPG Sensor • Propane Sensor •
Butane Sensor • gas leak detector
• MQ-6 sensor

EDT-
00005-A

Humidity
Device

ED - Electronic Device
Aosong Electronics,
Aosong Electronics,
Bosch, Sensirion

The Humidity Sensor Module is a digital sensor used to
measure relative humidity and moisture levels in the air. It
provides reliable environmental data for weather stations,
IoT systems, greenhouse monitoring, automation, and
embedded electronics projects. It helps monitor climate
conditions and supports applications requiring humidity
control and environmental sensing.

Operating Voltage: 3.3V – 5V Humidity Range: 0% – 100% RH
Humidity Accuracy: ±2% RH to ±5% RH Operating Temperature: -
40°C to +125°C

Humidity Sensor • RH sensor •
environmental sensor • digital
sensor • air moisture sensor
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EDT-
00006-A

FSR Round
Module

EM - Electronic-
Electrical Modules

Interlink Electronics,
SparkFun Electronics,
DFRobot, Adafruit
Industries, Ohmite,
Tekscan

The Round Force Sensitive Resistor (FSR) is a pressure
sensor with a 0.5-inch sensing area that changes
resistance based on applied force. It detects pressure in
the 100g to 10kg range and can be easily interfaced with
microcontrollers using a voltage divider circuit. It is widely
used in touch sensing, load detection, robotics, and
Arduino projects.

Diameter: 1.8 cm Max Pressure: 10 Kg Min Pressure: 100 gm
Sensing area: 1.4 cm (Dia.) Shape: Circular Length: 6 cm

FSR Sensor • Force Sensor •
Pressure Sensor • Round Force
Sensor • Force Sensitive Resistor

EDT-
00006-B

Force Sensor
EM - Electronic-
Electrical Modules

Interlink Electronics,
SparkFun Electronics,
DFRobot, Adafruit
Industries, Ohmite

The Force Sensitive Resistor (FSR) is a pressure sensor
that changes resistance based on applied force. It detects
pressure in the range of 100g to 10kg and is commonly
used with voltage divider circuits. It is widely used in touch
sensing, load detection, robotics, and Arduino-based
projects.

Actuation Force: 0.1 N Clock Speed: 16MHz
FSR Sensor • Pressure Sensor •
Force Sensitive Resistor • Square
Force Sensor • Touch Sensor

EMC-
00001-A

RF Module Kit
EM - Electronic-
Electrical Modules

HopeRF, Wireless Tag

The RF 433/315 MHz Transmitter and Receiver Module
Kit is a wireless communication system used to send and
receive data using radio frequency signals. It operates at
433 MHz or 315 MHz and is commonly used in remote
controls, home automation, wireless sensors, and Arduino
projects.

Product Type: RF Wireless Communication Module Frequency:
433 MHz / 315 MHz Operating Voltage: 3V – 5V DC Data Rate:
Up to ~10 kbps (typical) Range: 20m – 100m (depends on
antenna & environment)

RF 433MHz Module • 315MHz RF
Module • Wireless Transmitter
Receiver Kit • RF Communication
Module • Arduino RF Module •
ASK RF Module • Wireless
Remote Module • 433MHz RF Pair
Kit

EMP-
00001-A

Adapter
EM - Electronic-
Electrical Modules

Mean Well, Hi-Link, Delta
Electronics

The 9V Wall Power Supply Adapter is an AC-to-DC
adapter that provides a stable 9V DC output for electronic
devices and circuits. It converts AC mains power into
regulated DC power and is commonly used for Arduino
boards, sensors, routers, audio devices, and DIY
electronics projects.

Product Type: AC to DC Power Adapter Output Voltage: 9V DC
Input Voltage: 100V – 240V AC Output Current: 500mA / 1A / 2A
Frequency: 50/60 Hz

Wall Power Supply • Arduino
Power Adapter • 9V Power
Adapter • 9V DC Adapter • 9V
SMPS Adapter

EMP-
00001-B

Power Adapter
EM - Electronic-
Electrical Modules

Mean Well, Hi-Link, Delta
Electronics

The 5V Wall Power Supply Adapter is an AC-to-DC
adapter that provides a stable 5V DC output for electronic
devices and circuits. It converts mains AC power into low-
voltage DC and is commonly used for Arduino boards,
sensors, IoT devices, LED systems, and other electronics
projects.

Product Type: AC to DC Power Adapter Output Voltage: 5V DC
Input Voltage: 100V – 240V AC Output Current: 1A / 2A / 3A
Power Supply Type: SMPS

SMPS Adapter • 5V Power
Adapter • 5V DC Adapter • Wall
Power Supply • Arduino Power
Adapter

EMP-
00001-C

Power Supply
Adapter

EM - Electronic-
Electrical Modules

Generic / OEM, Mean
Well, Delta Electronics,
LEICKE

The 12V 2A SMPS Power Adapter is a regulated power
supply that converts 100–240V AC to 12V DC output. It
provides stable power up to 2A and is commonly used for
Arduino projects, routers, DC motors, LCDs, and other
electronic devices.

Input Voltage: 100–240V AC Output Voltage: 12V DC Maximum
Output Current: 2A Output Connector Size: 5.5 × 2.5 mm Polarity:
Center Positive Operating Temperature: -25°C to +60°C Shipping
Weight: 0.02 kg Shipping Dimensions: 10 × 6 × 6 cm

12V Adapter • 12V 2A Power
Supply • SMPS Adapter • AC-DC
Adapter • 5.5x2.5mm Power
Adapter

EMS-
00010-A

Smoke Gas
Sensor

EM - Electronic-
Electrical Modules

Hanwei Electronics,
Winsen Electronics,
SparkFun Electronics,
DFRobot

The MQ-2 Gas Sensor Module is used to detect
combustible gases like LPG, methane, propane,
hydrogen, alcohol, and smoke. It works using an SnO?
sensing layer that changes resistance when gas is
present. It provides analog and digital outputs and is
commonly used in gas leak detection, safety systems, air
quality monitoring, and Arduino projects.

Product Type: Gas & Smoke Sensor Model: MQ-2 Detectable
Gases: LPG, Methane, Butane, Smoke Detection Range: 200 –
10000 ppm Operating Voltage: 5V DC

LPG Gas Sensor • methane
sensor • Arduino Gas Sensor •
MQ-2 Gas Sensor • Smoke Sensor
Module • Butane Gas Detector •
MQ2 Smoke Detector • Flammable
Gas Sensor

EMS-
00010-C

MQ-4 Gas
Sensor

EM - Electronic-
Electrical Modules

Hanwei Electronics,
Winsen Electronics,
Waveshare

The MQ-4 Gas Sensor Module is used to detect methane
(CH?), CNG, and natural gas leaks. It provides analog
and adjustable digital outputs for gas detection. It is
widely used in gas leakage alarms, safety systems, and
IoT monitoring applications.

Model: MQ-4 Detecting range: 200 to 10000 ppm. Operating
Voltage: 3 ~ 5 V Length: 3.1 cm Height: 2.1 cm Width: 1.9 cm

Arduino Compatible • gas sensor •
MQ-4 • methane sensor • CNG
detector
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EMS-
00010-F

MQ-7 Sensor
EM - Electronic-
Electrical Modules

Hanwei Electronics,
Zhengzhou Winsen
Electronics, DFRobot

The MQ-7 Carbon Monoxide Sensor Module is a gas
sensor used to detect carbon monoxide (CO) in the air. It
measures changes in conductivity to provide analog and
digital outputs. It is widely used in safety systems, air
quality monitoring, and IoT projects.

Model: MQ-7 Ambient temperature: -20 ~ + 50 °C Characteristic
gas: 100 ppm CO Heating current: ? 180 mA Heating power:
approx. 350 mW Heating resistance: ± 31 ? Heating voltage: 5.0V
± 2V / 1.5 ± 1V Humidity: ? 95% RH Operating Voltage: 5 V
Oxygen content: 21%. Range: 10 ~ 1000 ppm Return time: ? 30 s
Sensitivity: ? 3%. Length: 3.5 cm Height: 1.1 cm Width: 2 cm

arduino • MQ7 • Carbon Monoxide
Sensor • CO Sensor • Gas
Detector • Air Quality Sensor

No Image
EMS-
00010-G

MQ-135
Sensor

EM - Electronic-
Electrical Modules

Hanwei Electronics,
Zhengzhou Winsen
Electronics, Futurlec

The MQ-135 Air Quality Sensor Module is used to detect
harmful gases and monitor air pollution levels. It changes
its conductivity based on gas concentration and provides
an analog output. It is sensitive to gases like ammonia,
benzene, smoke, and other pollutants. It is widely used in
air quality monitoring, IoT systems, and environmental
safety projects.

Model: MQ-135 Detecting range: 100ppm to 1000ppm Operating
current: 150 mA Operating Voltage: 5 V Length: 3.2 cm Height: 2.7
cm Width: 2 cm

Air Quality Sensor • MQ135 •
Ammonia Sensor • NOx Sensor •
CO2 Sensor • Smoke Sensor

EMS-
00010-H

Hydrogen
Sensor

EM - Electronic-
Electrical Modules

SparkFun Electronics,
Hanwei Electronics,
Winsen Electronics,
SparkFun

The MQ-8 Hydrogen Gas Sensor is a semiconductor
sensor used to detect hydrogen (H?) gas in the range of
100 ppm to 10,000 ppm. It works using a SnO? sensing
layer that changes resistance when exposed to hydrogen.
It provides analog and digital outputs and is used in safety
systems, gas monitoring, and Arduino/ESP32 projects.

Product Type: Hydrogen Gas Sensor Model: MQ-8 SparkFun
SKU: SEN-10916 Detectable Gas: Hydrogen (H?) Detection
Range: 100 – 10,000 ppm Operating Voltage: 5V DC

MQ-8 Gas Sensor • Hydrogen Gas
Sensor • H2 Gas Detector • MQ8
Sensor Module • Hydrogen
Detection Sensor • Arduino Gas
Sensor • ESP32 Hydrogen Sensor
• Gas Leakage Sensor

EQE-
00001-A

Vernier Caliper
EQ -
Equipment/Instrument

Mitutoyo, INSIZE, Baker
Gauges, iGaging

Digital vernier calipers are precision tools used to
measure internal, external, depth, and step dimensions
accurately. They feature an LCD display for quick and
easy digital readings with high precision. Commonly used
in engineering, electronics, machining, woodworking,
labs, robotics, and DIY projects for accurate
measurement tasks.

Product Type: Digital Vernier Caliper Measuring Range: 0 – 150
mm Resolution: 0.01 mm Accuracy: ±0.02 mm Display Type: LCD
Digital Display

DIY Measuring Tool • Digital
Vernier Caliper • Electronic Caliper
• LCD Caliper • Precision
Measuring Tool • Digital Measuring
Tool • Stainless Steel Caliper

MMD-
00001-B

BO Motor Dual
Shaft

MM - Mechanical
Module

Generic Robotics, Robu.in,
FlyRobo, DFRobot,
Keyestudio

The BO2 Side Shaft Plastic Gear Motor is a lightweight
DC geared motor used in robotics, smart cars, line
follower robots, obstacle avoidance robots, STEM kits,
and Arduino projects. It features a plastic gearbox with
dual side shafts for easy wheel mounting and smooth
power transmission. It provides low-speed, high-torque
performance, making it ideal for educational and DIY
applications.

Product Type: Plastic Geared DC Motor Motor Type: BO2 Side
Shaft Motor Operating Voltage: 3V – 12V DC Rated Voltage: 6V
DC Speed Range: 60RPM – 300RPM

Arduino Motor • BO Motor • DC
Gear Motor • BO2 Gear Motor •
Plastic Gear Motor • Side Shaft
Motor • Robot Motor

MMD-
00003-A

Micro gear
motor

MM - Mechanical
Module

Pololu, DFRobot, Adafruit,
SparkFun

N20 micro gear motors are compact DC motors with
integrated metal gearboxes that provide low-speed, high-
torque performance in a small size. They are widely used
in robotics, smart cars, line follower robots, automation
systems, and DIY electronics projects. Their compact
design makes them ideal for space-constrained and
educational applications requiring precise and reliable
motion control.

Product Type: Micro Gear Motor Operating Voltage: 3V – 12V DC
Rated Voltage: 6V DC Speed Range: 15RPM – 1000RPM Shaft
Diameter: 3 mm

Mini Motor • Arduino Motor •
Robotics Motor • Metal Gear Motor
• N20 Motor • Micro Gear Motor •
DC Gear Motor

MMD-
00003-B

150 RPM
Geared Motor

MM - Mechanical
Module

Johnson Motor, DFRobot,
Robu.in, FlyRobo

The 150 RPM 12V geared DC motor is a high-torque
motor with an integrated gearbox for efficient and
controlled motion. It reduces speed while increasing
torque, making it suitable for robotics, smart vehicles,
automation systems, conveyor mechanisms, and DIY
projects. It is ideal for Arduino-based applications
requiring precise and reliable movement.

Product Type: DC Geared Motor Rated Voltage: 12V DC Speed:
150 RPM Gearbox Type: Metal Gearbox Shaft Diameter: 6 mm
Current Consumption: 100mA – 500mA

150RPM Motor • Geared DC Motor
• 12V Gear Motor • High Torque
Motor • Robotics Motor • DIY
Motor • Metal Gear Motor
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MMD-
00004-A

Vibrating
Motor

MM - Mechanical
Module

Precision Microdrives,
Adafruit, Jinlong
Machinery, Generic
Motors, DFRobot

DC vibrating motors are compact motors with an off-
center weight that creates vibration when the motor
rotates. They are widely used in mobile phones,
wearables, robotics, alert systems, haptic feedback
devices, and Arduino projects. Lightweight and easy to
use, they are ideal for DIY electronics and interactive
applications.

Product Type: Vibrating DC Motor Operating Voltage: 1.5V – 5V
DC Speed: 8000 – 12000 RPM Current Consumption: 60mA –
100mA

Mini Motor • Arduino Motor •
Vibration Motor • Vibrating Motor •
Coin Motor • DC Vibration Motor •
Haptic Motor

MMD-
00005-A

Mini Water
Pump

MM - Mechanical
Module

Adafruit, SunFounder,
DFRobot, Generic Pump
Manufacturer

Mini submersible water pumps are compact DC-powered
pumps used for water circulation in fountains, aquariums,
hydroponics, cooling systems, and automatic watering
projects. They operate fully submerged and provide
smooth, low-noise, continuous water flow. Lightweight
and easy to install, they are ideal for Arduino, DIY, and
educational applications.

Product Type: Mini Submersible Water Pump Operating Voltage:
3V – 6V DC Rated Voltage: 5V DC Current Consumption: 100mA
– 220mA Flow Rate: 80 – 120 L/H Outlet Diameter: 7mm – 8mm

Mini Water Pump • Submersible
Pump • DC Water Pump •
Aquarium Pump • DIY Pump •
Arduino Water Pump • Micro Pump

MMM-
00001-A

BO Motor
MM - Mechanical
Module

FlyRobo, RoboticsDNA,
RoboElements

The 100 RPM Dual Shaft BO Motor is a low-voltage DC
geared motor used for robotics and motion control. It
provides good torque at 3–6V and features a dual shaft
for easy wheel mounting. It is widely used in robot cars,
DIY projects, and educational kits.

Gearbox Shape: Straight Operating Voltage: 3 ~ 6 V Rated Speed
After Reduction: 100 RPM Shaft Diameter: 0.55 cm (Double) Shaft
Length: 0.85 cm Dimensions (LxWxH): 7 x 2.3 x 1.9 cm

robotics • arduino • BO Motor •
Gear Motor • Smart Car

MMP-
00003-A

Screw Pack
MM - Mechanical
Module

EFT EPOWER, EFT
EPOWER, EFT EPOWER,
Generic / OEM

The M6×60 Screw Pack is used for assembling and
securing drone arms in EFT drone models. It provides
strong fastening and structural stability for motors,
propeller mounts, and frame assemblies. It is compatible
with E416P, E616P, and E410P models and ensures
durable and reliable drone construction and repair.

Outer Diameter: 6 mm Length: 60 mm Standard: M6 × 60 Weight:
100 g Shipping Weight: 0.11 kg Shipping Dimensions: 10 × 8 × 3
cm

M6×60 Screw • Drone Arm Screw •
EFT Spare Part

TLK-
00001-A

Tool Kit TL - Tools
Pro'sKit, Pro'sKit, Pro'sKit,
Pro'sKit

Professional Tool Kits are complete sets for electronics
repair, PCB assembly, networking, electrical work, mobile
servicing, robotics, and DIY projects. They include
screwdrivers, pliers, cutters, tweezers, soldering tools,
and precision instruments. Durable, accurate, and ideal
for professionals, students, and hobbyists for all repair
and assembly tasks.

Product Type: Professional Tool Kit Tool Count: 25 pcs – 100 pcs
Included Tools: Screwdrivers, Pliers, Cutters

Professional Tool Kit • Electronics
Tool Kit • Repair Tool Kit • DIY
Tool Kit • Maintenance Kit •
Technician Tool Set


