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Category

CO -
Consumables

ED - Electronic
Device

ED - Electronic
Device

ED - Electronic
Device

ED - Electronic
Device

ED - Electronic
Device

EM - Electronic-
Electrical
Modules

Manufacturer

Panasonic

Lite-On Technology,
Kingbright, Generic /
OEM

OMRON, E-Switch

MWoduino / Generic

Arduino, Keyes,
DFRobot, Seeed Studio,
Generic

Bud Industries, Twin
Industries, BusBoard
Prototype Systems,
Keyestudio, Generic /
OEM

Panasonic, Maxell,
Energizer, Sony

Description

The Panasonic CR2025 is a 3V lithium coin cell battery
designed for compact electronic devices. It offers long-lasting,
stable power and is commonly used in key remotes, watches,
calculators, medical devices, and small electronics.

The 0.56" 1-Digit 7-Segment LED Display is a single-digit
numeric display (0-9) using seven LED segments. It has a
common cathode configuration with bright visibility. It is widely
used in counters, clocks, meters, Arduino projects, and
embedded systems.

This tactile push button switch kit includes 12x12x7.3mm
momentary ON-OFF switches for reliable circuit input. Rated
for 12V DC and 120mA, they provide good tactile feedback.
The kit includes 25 color-coded keycaps and a storage box,
making it ideal for Arduino projects, prototyping, DIY
electronics, and educational use.

Complete prototyping kit with 400-point solderless breadboard
and T-type GPIO breakout module. Includes 40-pin flat ribbon
cable for clean and organized Raspberry Pi GPIO access.
Ideal for Raspberry Pi projects, circuit prototyping, and
educational experimentation.

The Arduino UNO ProtoShield is an expansion board for
Arduino UNO that breaks out all I/O pins for easy prototyping.
It allows building custom circuits using soldering or a mini
breadboard and supports both through-hole and SMD
components. It is widely used for circuit testing, prototyping,
and embedded system development.

The 4x6 cm Universal PCB Prototype Board is a durable
prototyping board used for building and testing electronic
circuits. It features a HASL finish and precision drilled holes for
easy soldering. It is commonly used in Arduino projects,
embedded systems, and DIY electronics development.

The CR2032 3V Lithium Coin Battery is a compact, long-
lasting power source used in small electronic devices like
watches, calculators, remotes, toys, and embedded systems. It
provides a stable 3V output and is widely used in low-power
applications due to its long shelf life and reliability.

Specification

Battery Type: Lithium Coin Cell Battery Size: CR2025 Chemistry: Lithium
Manganese Dioxide (LiMnO?) Nominal Voltage: 3 V Nominal Capacity: 165
mAh Diameter: 20 mm Height: 2.5 mm Termination Style: Pressure Contacts
Operating Temperature: —30°C to +60°C Weight (Unit): 2.3 g Shipping Weight:
0.008 kg Shipping Dimensions: 9.2 x 7.5 x 1 cm

Model: 7 Segment LED Display Digit Count: 1 Digit Display Size: 0.56 Inch
Configuration Type: Common Cathode Emitting Color: Red Face Color: Black
Number of Pins: 10 Forward Voltage (V): 1.8 — 2.2 (Typical for Red LED)
Forward Current (mA): 20 (Typical) Mounting Type: PCB Through Hole
Characteristics: High Brightness, Low Current Consumption, Easy to Use
Length (Inch): 0.56 Shipping Weight: 0.02 kg Shipping Dimensions (L x W x H
cm): 6 x4 x 2

Item Type: Micro Switch Model: Tactile Push Button Switch Operation Mode:
ON-OFF Contact Type: Momentary Current Rating: 120mA Operating Voltage:
12V DC Switch Type: Push Button Material: Metal and Plastic Mounting Type:
Surface Mount Button Size (mm): 12x12x7.3 Operating Temperature (°C): -25
to +70 Lifespan: ~1000 Cycles Box Dimensions (mm): 127.1 x 68.3 x 21.9
Weight (g): 55 Shipping Weight: 0.06 kg Shipping Dimensions (L x W x H): 13
x7x3cm

Item Type: Cable Model: GPIO Compatibility: Raspberry Pi 3 Model B/B+ T:
Connector Dimensions (mm): 72 x 59 x 12 T: Connector Weight (g): 13 Pitch
(mm): 2.54 Cable Length (cm): 20 (Flat Ribbon) No. of Pins: 40 Width of Cable
(cm): 5.5 Additional Specs (mm): 84 x 55 x 8.5 (L x W x H) No. of Tie Points:
400 Weight (g): 40 Material: ABS Plastic Shipping Weight: 0.06 kg Shipping
Dimensions (L x W x H): 10 x 7 x 7 cm

Breadboard Points: 170 Breadboard Size: 4.8x3.4 cm Shield Size: 7x5.4 cm

Item Type: PCB Prototype Board Dimensions: 4 x 6 cm Length: 60 mm Width:
40 mm Board Thickness: 1.6 mm Copper Thickness: 1-4 0z Minimum Hole
Size: 0.3 mm Weight (Unit): 6 g Pack Quantity: 2 Pieces Shipping Weight:
0.01 kg Shipping Dimensions: 7 x 5 x 1 cm

Battery Type: Lithium Coin Cell Battery Size: CR2025 Chemistry: Lithium
Manganese Dioxide (LiMnO?) Nominal Voltage: 3 V Nominal Capacity: 165
mAh Diameter: 20 mm Height: 2.5 mm Termination Style: Pressure Contacts
Operating Temperature: —30°C to +60°C Weight (Unit): 2.3 g Shipping Weight:
0.008 kg Shipping Dimensions: 9.2 x 7.5 x 1 cm

CR2025 Battery « 3V Coin
Cell « Lithium Battery ¢
Panasonic Battery « Button
Cell

Arduino Compatible « 0.56" 7-
Segment « 1 Digit Display «
Red LED ¢« Common Cathode
* 5161AS * Through Hole «
Numeric Display

Tactile Switch « Push Button ¢
12x12mm Switch ¢
Momentary Switch ¢ Arduino
Button Kit

Breadboard 400 Point « GPIO
Breakout Board « Raspberry
Pi GPIO « T-Type Adapter ¢
40 Pin Ribbon Cable

DIY « Electronics ¢ pcb «
arduino shield « prototyping
shield  uno shield ¢
development

Double-Sided PCB « 4x6 cm
FR4 « Prototype Board ¢
2.54mm Pitch « DIY
Electronics

CR2025 Battery * 3V Coin
Cell « Lithium Battery «
Panasonic Battery  Button
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ED Series / Generic
Compatible,
KEYESTUDIO

Nuvoton Technology
Corporation, Generic /
OEM

SIMCom, DFRobot, Itead
Studio

EM Series / Generic
Compatible,
KEYESTUDIO,
SunFounder, DFRobot

MWoduino / Generic,
Elecfreaks,
KEYESTUDIO,
SunFounder

Generic OEM
Manufacturer,
Keyestudio, HiLetgo,
Elegoo, SunFounder

EM Series / Generic
Compatible,
KEYESTUDIO

Passive buzzer module for generating variable tones using
PWM or frequency control. Operates on 1.5V-15V DC and
produces sound in the 1.5-2.5 kHz range. Ideal for alarms,
alerts, educational projects, Arduino applications, and
microcontroller-based sound generation. Compact, reliable,
and easy to interface with electronic circuits and development
boards.

The ISD1820 Voice Recording & Playback Module supports up
to 10 seconds of audio recording stored in non-volatile
memory. It features an onboard electret microphone, push-
button recording and playback controls, and support for
external triggering through a microcontroller. Ideal for Arduino
projects, voice prompts, alarms, interactive electronics,
educational kits, and sound playback applications.

The SIM900A GSM Module is a wireless communication
module used for SMS, voice, and data applications over GSM
networks. It supports UART communication and SIM card
integration for microcontrollers like Arduino. It is widely used in
0T systems, remote monitoring, automation, and embedded
communication projects.

Digital temperature and humidity sensor module with
calibrated single-wire serial output for easy interfacing.
Features an onboard pull-up resistor and LED status indicator
for reliable operation. Suitable for weather stations,
environmental monitoring, smart home systems, Arduino
projects, and loT applications requiring accurate temperature
and humidity measurements.

Ultrasonic distance sensor module that uses 40kHz sound
waves for accurate, non-contact distance measurement.
Operates on 3.3-5.5V DC and features a simple 4-pin
interface (VCC, Trig, Echo, GND) for easy integration. Ideal for
robotics, obstacle avoidance, automation systems, parking
sensors, distance measurement, and Arduino-based projects.

The Infrared Obstacle Avoidance Sensor Module is used to
detect nearby objects using infrared light reflection. It provides
a digital output when an obstacle is detected. It is commonly
used in robotics, Arduino smart cars, and obstacle detection
systems.

The LDR Module detects ambient light intensity and provides a
digital output based on the surrounding brightness level. It
features an onboard potentiometer for adjusting sensitivity and
threshold settings. Ideal for automatic lighting systems,
day/night detection, Arduino projects, smart automation,
security systems, and other light-controlled electronic
applications.

Model: Passive Buzzer Module Operating Voltage (VDC): 1.5 — 15 Max
Operating Current (mA): 25 Tone Generator Frequency Range (kHz): 1.5 -2.5
Mounting Type: PCB Mount Pin Pitch: 2.54 mm Compatibility: Arduino /
Microcontrollers Length (mm): 15 Width (mm): 19.7 Height (mm): 10 Weight
(9): 1 (approx.) Shipping Weight: 0.01 kg Shipping Dimensions (L x W x H): 6
x4 x2cm

IC Chip: 1SD1820 Operating Voltage (VDC): 3 — 5 Recording Duration: Up to
10 seconds Memory Type: Non-Volatile Analog Flash Microphone: Onboard
Electret Microphone Speaker: 8 ?, 0.5W Speaker Cable Length (cm): 20
Speaker Diameter (mm): 40 Control Options: Push Buttons or Microcontroller
Digital Pin Interface: 2.54 mm Header Pins Length (mm): 42 Width (mm): 33.5
Height (mm): 11.5 Weight (g): 20 Shipping Weight: 0.022 kg Shipping
Dimensions (L x W x H cm): 8 x 6 x 3

Frequency bands: Dual-band GPRS connectivity: GPRS multi-slot class 10
(default) , GPRS multi-slot class 8 (option) Operating Temperature Range: -30
to 80 °C Supply Voltage: 3.4 — 4.5 V Dimensions (LxWxH): 8.5x5.7x2cm
(approx)

Item Type: Sensor Model: DHT11 Temperature and Humidity Sensor
Measuring Temperature Range (°C): 0 — 50 Temperature Accuracy: + 2 °C
Humidity Range: 20 — 95 % RH Humidity Accuracy: + 5 % RH Resolution: 16
bit Output Form: Digital Output (Single Wire Serial) Operating Voltage (VDC):
3 — 5 Operating Current (mA): ? 2.5 Dimensions (L x W x H mm): 31 x 14 x
7.5 Weight (g): 5 Shipping Weight: 0.01 kg Shipping Dimensions (L x W x H
cm):5x5x2

Power Supply (V): +5V DC Working Current (mA): 15 mA Output Signal:
Electrical frequency signal Ranging Distance: 2 cm — 400 cm Distance
Resolution: 0.3 cm Measuring Angle: 30° Operating Voltage Range (V): 3.3V —
5.5V Interface Type: 4-pin (VCC, Trig, Echo, GND) Shipping Weight: 0.007 kg
Shipping Dimensions (L x W x H): 9 x 6 x 2 cm

Sensor Type: Infrared Reflective Obstacle Sensor Operating Voltage: 3.6V -
5V DC Output Type: Digital (Active Low) Main IC: LM393 Comparator Average
Current Consumption: 0.06 mA Detection Angle: 35° Detection Distance: 2 cm
— 30 cm (adjustable) Interface Pins: VCC, GND, OUT Indicator LED: Yes
(Obstacle Detection Indicator) Sensitivity Adjustment: Onboard Potentiometer
Dimensions (mm): 48 x 14 x 8 Weight (g): 5 Shipping Weight: 0.01 kg
Shipping Dimensions (cm): 5 x 4 x 1

Model: Light Dependent Resistor Module Operating Voltage (V): 3.3 -5
Operating Current (mA): 15 Output Type: Digital (DO) Adjustable Threshold:
Yes (via Potentiometer) Sensor Type: Photoresistor (LDR) Mounting Hole: M3
Indicator LEDs: Power LED, Status LED Pin Configuration: VCC, GND, DO
Length (mm): 36 Width (mm): 14 Height (mm): 8 Weight (g): 3 Shipping
Weight: 0.005 kg Shipping Dimensions (L x W x H): 4 x 3 x 2 cm
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The Soil Moisture Sensor Module (YL-69 + FC-28) measures
water content in soil using resistive sensing technology. It
provides both analog (AO) and digital (DO) outputs, with
adjustable sensitivity through an onboard LM393 comparator.
Ideal for smart irrigation systems, plant monitoring, Arduino
projects, greenhouse automation, and loT-based
environmental monitoring applications.

The Compact 3—6V DC Mini Motor is a small low-voltage
motor used in robotics and DIY electronics projects. It provides
smooth rotation for lightweight applications. It is commonly
used in mini robots, Arduino cars, and educational kits for
driving wheels and simple mechanisms.

Compact 9g micro servo motor with 180° rotation for precise
position control. Provides 1.2-1.6 kg-cm torque and fast
response, making it ideal for robotics, RC models, automation,
and educational projects. Compatible with Arduino and other
microcontrollers using standard PWM signals. Lightweight,
reliable, and easy to integrate into DIY and prototyping
applications.

An A2 cutting mat is a self-healing protective work surface
used for cutting paper, vinyl, fabric, PCB sheets, foam, leather,
and craft materials. It protects tables and blades while
providing printed measurement grids for accurate cutting in
DIY, electronics, art, and workshop applications.

A desoldering pump is a handy tool used to remove molten
solder from PCBs during repairs and component replacement.
It uses a spring-loaded plunger and heat-resistant nozzle to
create strong suction, quickly clearing solder from joints.
Lightweight, portable, and easy to use, it helps ensure clean
desoldering while reducing the risk of damage to delicate
electronic components.

A diagonal wire cutter is a precision hand tool designed for
clean and accurate cutting of electrical wires, component
leads, and soft metals. It features ergonomic non-slip grip
handles for comfort and a spring-loaded mechanism that
reduces hand fatigue during extended use. Compact, durable,
and easy to handle, it is ideal for electronics assembly, repairs,
prototyping, and DIY projects.

A 40W hot melt glue gun is a versatile tool designed for
bonding, crafting, repairs, and DIY projects. It features a
standard operating temperature, ergonomic trigger mechanism
for precise glue flow control, and an integrated ON/OFF switch
for added safety and convenience. Compatible with standard
glue sticks, it delivers strong adhesion and reliable
performance for various materials.

A soldering iron kit is a complete toolset used for electronics
assembly and repair. It includes essential tools for general-
purpose soldering and is ideal for beginners, hobbyists, and
professionals working on DIY electronics, college projects, and
repair work.

Sensor Type: Resistive Soil Moisture Sensor Operating Voltage: 3.3V — 5V DC
Output Type: Analog (AO) and Digital (DO) Digital Output: 0 or 1 (TTL Logic)
Measurement Principle: Resistance-based conductivity measurement
Sensitivity Adjustment: Onboard Potentiometer (for digital threshold) Probe
Dimension: Approx. 6 cm x 3 cm Cable Length: 20 cm Interface Pins: VCC,
GND, DO, AO Shipping Weight: 0.02 kg Shipping Dimensions (cm): 8 x 6 x 3

Motor Size: 38 x 20 x 15 mm Shaft Diameter: 2 mm Shaft Length (Axial): 9
mm Operating Voltage: 3V — 6V Motor Type: DC Motor

Item Type: TowerPro Servo Motor Model Series: SG Series Model No.: SG90
Rotation (Degree): 180° Torque Rating (kg-cm): 1.2 to 1.6 Operating Voltage
(VDC): 3.0 — 7.2 Operating Speed @ 4.8V: 0.10 sec/60° Stall Torque @ 4.8V
(kg-cm): 1.2 Stall Torque @ 6.6V (kg-cm): 1.6 Operating Temperature (°C): -
30 to 60 Gear Type: Glass Fiber Servo Plug Type: JR Cable Length (cm): 25
Length (mm): 22.8 Width (mm): 12.6 Height (mm): 34.5 Weight (g): 9 Shipping
Weight: 0.014 kg Shipping Dimensions (L x W x H): 8 x 6 x 4 cm

Product Type: Self Healing Cutting Mat Size: A2 Dimensions: Approx. 600 x
450 mm Material: PVC Multi-layer Thickness: 2 mm — 3 mm

Item Type: Desoldering Pump Body Material: Aluminum or Plastic Tip Material:
Heat-resistant Teflon Color: Blue / Silver Length: 190 mm Width: 30 mm
Height: 30 mm Weight: 29 g Shipping Weight: 0.03 kg Shipping Dimensions:
17 x12x3cm

Item Type: Diagonal Wire Cutter Material: High-Carbon Steel Blade with ABS
Handle Color: Blue Length (mm): 185 Width (mm): 95 Height (mm): 15 Weight:
60 g Shipping Weight: 0.062 kg Shipping Dimensions: 19 x 10 x 2 cm

Item Type: Hot Melt Glue Gun Color: Black Operating Voltage: 110-220 V AC
Power Consumption: 40 W Melting Point: 190°C (+10°C) Compatible Glue
Stick Diameter: 7 mm Weight: 180 g Shipping Weight: 0.2 kg Shipping
Dimensions: 27 x 16 x 5 cm

Item Type: Kit Soldering Iron Power: 25 Watt Suitable For: Beginner to
Professional Shipping Weight: 0.4 kg Shipping Dimensions: 20 x 7 x 6 cm
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S A TLP- Soldering

The 25W Soldering Iron Stand is used to safely hold soldering
Q«, %, 00003-A fronStand |- 100!S

Generic / OEM, Pro’sKit, irons during work. It has a stable metal base and a spring Suitable Wattage: 25 Watt (Max) Material: Metal Base with Steel Spring ag:gz:'?%i:?g;;syvs' Irirr(])n
Velleman, Goot, Noel holder for secure placement. It is commonly used in Holder Shipping Weight: 0.3 kg Shipping Dimensions: 20 x 6 x 3 cm Holder pring
electronics labs, DIY projects, and repair workstations.



