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MM -
Mechanical
Module

MM -
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ED - Electronic
Device

CO -
Consumables
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Manufacturer

Generic / OEM,
KEYESTUDIO

MWduino

Belkin, UGREEN,
CableCreation, StarTech

Amphenol, TE
Connectivity, Molex

Dowell, 3M, Advance
Tapes, Deta Electrical

MWoduino / Generic

Molex, Harwin

Description

10-pin jumper wire set featuring insulated alligator (crocodile)
clips on one end and female Dupont connectors on the other.
Designed for quick and secure temporary electrical
connections in DIY projects, prototyping, and laboratory
testing. Widely used in school physics labs, breadboard
testing, circuit assembly, and component holding during
soldering.

USB Type-A to Type-B data cable designed for Arduino UNO
and other compatible development boards. Provides reliable
data transfer and stable 5V power for programming,
debugging, and communication. Features a compact 30cm
length and durable construction, making it ideal for students,
hobbyists, prototyping, embedded systems development, and
educational electronics projects.

The RJ11 4P4C Male-to-Male Telephone Extension Cable is
used for telephone and low-speed communication systems. It
provides reliable wired connectivity for landline phones,
modems, intercoms, and fax machines. It is also used in
networking experiments and electronics projects.

The RJ11 4P4C Female Connector is a modular socket used
for telephone and communication wiring applications. It
provides a secure connection for telephone cables, modems,
intercom systems, and low-speed data communication lines. It
is widely used in landline networks, 10T projects, electronics
prototyping, and communication systems.

The Insulation Filament Tape (25mm x 50m) is a high-strength
adhesive tape reinforced with fiberglass for excellent tensile
strength and tear resistance. It is used for bundling, sealing,
reinforcing, and securing loads. It offers strong adhesion, heat
resistance, and insulation properties, making it suitable for
electrical, industrial, and DIY applications.

Complete prototyping kit with 400-point solderless breadboard
and T-type GPIO breakout module. Includes 40-pin flat ribbon
cable for clean and organized Raspberry Pi GPIO access.
Ideal for Raspberry Pi projects, circuit prototyping, and
educational experimentation.

The Right Angle Header Pins are 90-degree PCB connectors
used for board-to-wire and board-to-board connections. Their
angled design allows horizontal cable attachment, making
them ideal for compact and space-saving PCB layouts. They
are widely used in Arduino shields, embedded systems,
robotics, prototyping, and electronic projects.

Specification

Item Type: Electronics Accessory Jumper Type: Female Clip Length: 22.6 mm
Cable Length: 20 cm Material: Copper with Plastic Insulation Shipping Weight:
0.04 kg Shipping Dimensions: 7 x 4 x 2 cm

Item Type: Data Cable Color: Blue Cable Length: 30 cm USB Type: Type-A to
Type-B Weight: 19 g Shipping Weight: 0.025 kg Shipping Dimensions (L x W x
H):9x7x2cm

Connector Type: RJ-11 4P4C Male to Male Cable Type: Telephone Extension
Cable Number of Conductors: 4P4C Cable Length: 1m — 10m

Connector Type: RJ-11 4P4C Female Jack Number of Contacts: 4 Pin (4P4C)
Material: Thermoplastic Housing with Metal Contacts Rated Voltage: Low
Voltage Signal (

Operating Temperature: -18°C to +105°C Voltage Rating: Up to 600V
Thickness: 0.178mm Flame Retardant: Yes

Item Type: Cable Model: GPIO Compatibility: Raspberry Pi 3 Model B/B+ T:
Connector Dimensions (mm): 72 x 59 x 12 T: Connector Weight (g): 13 Pitch
(mm): 2.54 Cable Length (cm): 20 (Flat Ribbon) No. of Pins: 40 Width of Cable
(cm): 5.5 Additional Specs (mm): 84 x 55 x 8.5 (L x W x H) No. of Tie Points:
400 Weight (g): 40 Material: ABS Plastic Shipping Weight: 0.06 kg Shipping
Dimensions (L x W x H): 10 x 7 x 7 cm

Connector Type: Right Angle Pin Header (90°) Pin Pitch: 2.54mm (Standard)
Pin Count: 1x1 to multi-pin strips

Alligator Clip Wire » Dupont
Jumper Wire « 10 Pin Jumper
Crocodile Clip Cable « 20cm
Test Lead

USB Cable « USBAtoB «
Arduino Cable ¢ Printer Cable «
UNO Programming Cable

RJ11 cable « 4P4AC cable «
telephone extension cable ¢
male to male cable ¢
communication cable

RJ11 connector « 4P4C female
jack  telephone adapter
modular connector ¢
communication jack

PVC Tape « Electrical Tape *
Binding Tape ¢ Insulation Tape
« Cable Tape » Wire
Management ¢ Electronics
Tape

Breadboard 400 Point « GPIO
Breakout Board * Raspberry Pi
GPIO « T-Type Adapter « 40
Pin Ribbon Cable

Pin Header « PCB Connector ¢
90 degree header * right angle
header ¢ Arduino header pins
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Nuvoton Technology
Corporation, Generic /
OEM

Sensor Probe
Manufacturer,
Comparator Module
Manufacturer, IC
Manufacturer

Arduino, Elegoo,
HiLetgo, Keyestudio

MWoduino / Generic

Male-to-Male Jumper
Wire (20 cm, Pack of 20)

TWIN INDUSTRIES

TowerPro, MWduino
Compatible, Generic

SparkFun, Adafruit,
Pololu, Generic

The 1SD1820 Voice Recording & Playback Module supports up
to 10 seconds of audio recording stored in non-volatile
memory. It features an onboard electret microphone, push-
button recording and playback controls, and support for
external triggering through a microcontroller. Ideal for Arduino
projects, voice prompts, alarms, interactive electronics,
educational kits, and sound playback applications.

The Soil Moisture Sensor Module (YL-69 + FC-28) measures
water content in soil using resistive sensing technology. It
provides both analog (AO) and digital (DO) outputs, with
adjustable sensitivity through an onboard LM393 comparator.
Ideal for smart irrigation systems, plant monitoring, Arduino
projects, greenhouse automation, and loT-based
environmental monitoring applications.

The Arduino Uno R3 is a microcontroller development board
based on the ATmega328P, designed for building interactive
electronics projects. It features 14 digital I/O pins, 6 analog
inputs, a 16 MHz clock, USB interface, and operates at 5V. Itis
widely used in education, prototyping, robotics, and embedded
system development.

20cm male-to-female jumper wires designed for flexible and
reliable circuit connections. Includes 20 multi-color wires with
2.54mm male pins and female header connectors for easy
interfacing. Ideal for Arduino, Raspberry Pi, sensors, modules,
breadboards, prototyping, testing, and educational electronics
projects.

20cm male-to-male jumper wires designed for quick and
reliable circuit connections. Includes 20 multi-color flexible
wires with standard 2.54mm male header pins for easy
interfacing. Ideal for breadboards, Arduino, Raspberry Pi,
sensors, modules, prototyping, circuit testing, and educational
electronics projects.

20 cm Female-to-Female jumper wires for reliable connections
between pins or headers. &nbsp;Pack of 20 flexible, color-
coded wires compatible with breadboards and Arduino
projects. &nbsp;ldeal for prototyping, testing, educational use,
and sensor connections.

Compact 9g micro servo motor with 180° rotation for precise
position control. Provides 1.2-1.6 kg-cm torque and fast
response, making it ideal for robotics, RC models, automation,
and educational projects. Compatible with Arduino and other
microcontrollers using standard PWM signals. Lightweight,
reliable, and easy to integrate into DIY and prototyping
applications.

The Jumper Wire Kit is a set of male-to-male, male-to-female,
and female-to-female wires used for breadboard prototyping
and circuit connections. It enables easy, solder-free
connections between components, sensors, and
microcontrollers. It is widely used in Arduino projects, robotics,
10T systems, educational kits, and DIY electronics.

IC Chip: 1ISD1820 Operating Voltage (VDC): 3 — 5 Recording Duration: Up to
10 seconds Memory Type: Non-Volatile Analog Flash Microphone: Onboard
Electret Microphone Speaker: 8 ?, 0.5W Speaker Cable Length (cm): 20
Speaker Diameter (mm): 40 Control Options: Push Buttons or Microcontroller
Digital Pin Interface: 2.54 mm Header Pins Length (mm): 42 Width (mm): 33.5
Height (mm): 11.5 Weight (g): 20 Shipping Weight: 0.022 kg Shipping
Dimensions (L x W x H cm): 8 x 6 x 3

Sensor Type: Resistive Soil Moisture Sensor Operating Voltage: 3.3V — 5V DC
Output Type: Analog (AO) and Digital (DO) Digital Output: 0 or 1 (TTL Logic)
Measurement Principle: Resistance-based conductivity measurement
Sensitivity Adjustment: Onboard Potentiometer (for digital threshold) Probe
Dimension: Approx. 6 cm x 3 cm Cable Length: 20 cm Interface Pins: VCC,
GND, DO, AO Shipping Weight: 0.02 kg Shipping Dimensions (cm): 8 x 6 x 3

Board Type: Uno With Cable: Yes Operating Voltage: 5 V Input Voltage
Range: 6 — 20 V Analog I/0 Pins: 6 Digital I/0 Pins: 14 (6 x PWM) DC Current
per 1/0O Pin: 40 mA Clock Speed: 16 MHz SRAM: 2 KB EEPROM: 1 KB Flash
Memory: 32 KB Dimensions (L x W x H): 75 x 54 x 12 mm Weight: 28 g
(without cable), 54 g (with cable)

Item Type: Jumper Wire Cable Type: Male to Female Cable Length (cm): 20
Quantity (pcs): 20 Connector Type: Male Pin ? Female Header Color Coding:
Multi-color (10-20 assorted colors) Compatibility: Breadboards, Arduino,
Raspberry Pi, Sensors Weight (g): 16 Shipping Weight: 0.016 kg Shipping
Dimensions (L x W x H): 10 x 7.5 x 2 cm

Item Type: Jumper Wire Cable Type: Male to Male Cable Length (cm): 20
Quantity (pcs): 20 Connector Type: Male Header Pins Color Coding: Multi-
color (10-20 assorted colors) Compatibility: Breadboards, Arduino, Raspberry
Pi, Sensors Weight (g): 16 Shipping Weight: 0.016 kg Shipping Dimensions (L
x W x H): 10.5x 7.5 x 2cm

Cable Type: Female to Female Cable Length (cm): 20 Quantity (pcs): 20
Connector Type: Female Header ? Female Header Color Coding: Multi-color
(10-20 assorted colors) Compatibility: Breadboards, Arduino, Raspberry Pi,
Sensors Weight (g): 17 Shipping Weight: 0.017 kg Shipping Dimensions (L x
W x H): 10 x 7.5 x 2 cm

Item Type: TowerPro Servo Motor Model Series: SG Series Model No.: SG90
Rotation (Degree): 180° Torque Rating (kg-cm): 1.2 to 1.6 Operating Voltage
(VDC): 3.0 — 7.2 Operating Speed @ 4.8V: 0.10 sec/60° Stall Torque @ 4.8V
(kg-cm): 1.2 Stall Torque @ 6.6V (kg-cm): 1.6 Operating Temperature (°C): -30
to 60 Gear Type: Glass Fiber Servo Plug Type: JR Cable Length (cm): 25
Length (mm): 22.8 Width (mm): 12.6 Height (mm): 34.5 Weight (g): 9 Shipping
Weight: 0.014 kg Shipping Dimensions (L x W x H): 8 x 6 x 4 cm

Cable Types: Male-Female, Male-Male, Female-Female Quantity: 80 MF, 80
MM, 80 FF Wire Length: 10cm — 30cm Conductor Material: Copper

Arduino Compatible « ISD1820
Module « Voice Recorder « 10s
Audio * Playback Module ¢
Onboard Mic « 8? Speaker ¢
Sound Board

Arduino Compatible « Soil
Moisture Sensor « YL-69 « FC-
28 « LM393 « Resistive Soil
Sensor « Irrigation Sensor

ATmega328P « 5V Board * 16
MHz Crystal « USB Interface ¢
Microcontroller « Educational
Kit « Open-Source Hardware «
Breadboard Compatible

Breadboard Wire ¢ Arduino
Wire « Prototyping Cable «
Jumper Wire » Male to Female

Breadboard Wire ¢ Arduino
Wire « Prototyping Cable «
Jumper Wire « Male to Male

Female-to-Female Jumper ¢
Breadboard Wire ¢ Arduino
Wire  Prototyping Cable ¢
20cm « Multi-color

SG90 Servo * 9g Servo Motor
« Micro Servo « RC Servo «
Arduino Servo

Breadboard Wire « jumper
wires « Dupont cable « MF
cable « MM cable « FF cable



