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EMS-
00010-F

MQ-7
Sensor

EM -
Electronic-
Electrical
Modules

Hanwei Electronics,
Zhengzhou Winsen
Electronics, DFRobot

The MQ-7 Carbon Monoxide Sensor Module is a gas sensor
used to detect carbon monoxide (CO) in the air. It measures
changes in conductivity to provide analog and digital outputs. It
is widely used in safety systems, air quality monitoring, and IoT
projects.

Model: MQ-7 Ambient temperature: -20 ~ + 50 °C Characteristic gas: 100
ppm CO Heating current: ? 180 mA Heating power: approx. 350 mW
Heating resistance: ± 31 ? Heating voltage: 5.0V ± 2V / 1.5 ± 1V
Humidity: ? 95% RH Operating Voltage: 5 V Oxygen content: 21%.
Range: 10 ~ 1000 ppm Return time: ? 30 s Sensitivity: ? 3%. Length: 3.5
cm Height: 1.1 cm Width: 2 cm

arduino • MQ7 • Carbon Monoxide
Sensor • CO Sensor • Gas Detector •
Air Quality Sensor

EMS-
00016-A

Water
Flow
Sensor

EM -
Electronic-
Electrical
Modules

YF Electronics,
DFRobot, FlyRobo,
Robocraze

YF-G1 Water Flow Sensor is a hall-effect based flow meter used
to measure the flow rate of water and other non-corrosive liquids
in pipelines. It uses a magnetic rotor that spins with water flow,
and a hall sensor generates pulse signals proportional to flow
rate. It is widely used in automation, water monitoring, and
Arduino projects.

Product Type: Water Flow Sensor Model: YF-G1 Sensor Type: Hall Effect
Flow Meter Operating Voltage: 5V – 18V DC Working Current: ? 15 mA
Flow Range: 1 – 30 L/min

Water Flow Sensor • Hall Effect Flow
Sensor • Liquid Flow Meter • Flow
Rate Sensor • YF-G1 Sensor •
Industrial Water Flow Sensor •
Arduino Flow Sensor • Pipe Flow
Detection Module


