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No Image
EMC-
00006-B

GSM
Module

EM -
Electronic-
Electrical
Modules

SIMCom, DFRobot,
Itead Studio

The SIM900A GSM Module is a wireless communication module
used for SMS, voice, and data applications over GSM networks. It
supports UART communication and SIM card integration for
microcontrollers like Arduino. It is widely used in IoT systems,
remote monitoring, automation, and embedded communication
projects.

Frequency bands: Dual-band GPRS connectivity: GPRS multi-slot class 10 (default) , GPRS
multi-slot class 8 (option) Operating Temperature Range: -30 to 80 ºC Supply Voltage: 3.4 –
4.5 V Dimensions (LxWxH): 8.5×5.7x2cm (approx)

GSM Module •
GPRS Module •
SMS Module • IoT
Module • Arduino
GSM • SIM900A

MMD-
00002-B

Servo
Motor

MM -
Mechanical
Module

TowerPro, MWduino
Compatible, Generic

Compact 9g micro servo motor with 180° rotation for precise
position control. Provides 1.2–1.6 kg·cm torque and fast response,
making it ideal for robotics, RC models, automation, and
educational projects. Compatible with Arduino and other
microcontrollers using standard PWM signals. Lightweight, reliable,
and easy to integrate into DIY and prototyping applications.

Item Type: TowerPro Servo Motor Model Series: SG Series Model No.: SG90 Rotation
(Degree): 180° Torque Rating (kg·cm): 1.2 to 1.6 Operating Voltage (VDC): 3.0 – 7.2
Operating Speed @ 4.8V: 0.10 sec/60° Stall Torque @ 4.8V (kg·cm): 1.2 Stall Torque @
6.6V (kg·cm): 1.6 Operating Temperature (°C): -30 to 60 Gear Type: Glass Fiber Servo Plug
Type: JR Cable Length (cm): 25 Length (mm): 22.8 Width (mm): 12.6 Height (mm): 34.5
Weight (g): 9 Shipping Weight: 0.014 kg Shipping Dimensions (L × W × H): 8 × 6 × 4 cm

SG90 Servo • 9g
Servo Motor • Micro
Servo • RC Servo •
Arduino Servo


