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Category

CO-
Consumables

CO -
Consumables

CO-
Consumables

EM - Electronic-
Electrical
Modules

Manufacturer

Generic

Noel Solder Wire,
Hakko, Velleman,
Pro’sKit

Panasonic

Panasonic, Maxell,
Energizer, Sony

Description

Desoldering wick is a copper braid used to remove solder from
electronic joints. It works with a soldering iron to absorb molten
solder for clean PCB repair and rework.

Desoldering Wick (Solder Braid) is a copper mesh used to
absorb and remove molten solder from PCB joints. It is
commonly used for desoldering components, cleaning pads,
and circuit repair in electronics work.

The Panasonic CR2025 is a 3V lithium coin cell battery
designed for compact electronic devices. It offers long-lasting,
stable power and is commonly used in key remotes, watches,
calculators, medical devices, and small electronics.

The CR2032 3V Lithium Coin Battery is a compact, long-lasting
power source used in small electronic devices like watches,
calculators, remotes, toys, and embedded systems. It provides
a stable 3V output and is widely used in low-power applications
due to its long shelf life and reliability.

Specification

Item Type: Desoldering Wick Material: Suitable for Comfortable Desoldering
Length: 1.5 m Width: 1.85 mm Thickness: Suitable for Comfortable
Desoldering Application: Faster & Cleaner Electronics Desoldering Shipping
Weight: 0.008 kg Shipping Dimensions (L x W x H): 6 x 5 x 1 cm

Material: Copper (Braided with Flux Coating) Width: 2.5 mm Usage: PCB
Desoldering / Rework Shipping Weight: 0.008 kg Shipping Dimensions: 8 x 5
x2cm

Battery Type: Lithium Coin Cell Battery Size: CR2025 Chemistry: Lithium
Manganese Dioxide (LiMnO?) Nominal Voltage: 3 V Nominal Capacity: 165
mAh Diameter: 20 mm Height: 2.5 mm Termination Style: Pressure Contacts
Operating Temperature: —=30°C to +60°C Weight (Unit): 2.3 g Shipping
Weight: 0.008 kg Shipping Dimensions: 9.2 x 7.5 x 1 cm

Battery Type: Lithium Coin Cell Battery Size: CR2025 Chemistry: Lithium
Manganese Dioxide (LiMnO?) Nominal Voltage: 3 V Nominal Capacity: 165
mAh Diameter: 20 mm Height: 2.5 mm Termination Style: Pressure Contacts
Operating Temperature: —30°C to +60°C Weight (Unit): 2.3 g Shipping
Weight: 0.008 kg Shipping Dimensions: 9.2 x 7.5 x 1 cm

Desoldering Wick ¢ Solder Braid
* PCB Repair « 100% Copper *
Solder Removal * Flux-Assisted
« Electronics Rework « 1.5m

Desoldering Wick « Solder Braid
* 2.5mm ¢ Copper ¢ Flux Coated
* PCB Rework ¢« DIY ¢ Repair *
Lab Use

CR2025 Battery * 3V Coin Cell
« Lithium Battery « Panasonic
Battery « Button Cell

CR2025 Battery « 3V Coin Cell
« Lithium Battery « Panasonic
Battery  Button Cell



