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EMA-
00008-A

1
Channel
Relay

EM -
Electronic-
Electrical
Modules

Single Relay,
Generic / OEM

The Single Channel 12V Relay Module is used to control high-
voltage AC/DC devices using low-voltage microcontrollers. It
supports high/low-level triggering and includes LED indicators. It
is commonly used in home automation, IoT, and motor control
applications.

Model: Relay Module Number of Channels: 1 Operating Voltage (VDC): 12 Trigger
Type: High-Level / Low-Level Trigger Relay Contact Rating (AC): 10A @ 250V AC
Relay Contact Rating (AC Alternate): 15A @ 125V AC Contact Type: COM, NO
(Normally Open), NC (Normally Closed) Interface: 2.54 mm Header Pins Output
Connection: 3-Pin Screw Terminal Indicators: Power LED + Relay Status LED
Length (mm): 50 Width (mm): 25 Height (mm): 20 Weight (g): 16 Shipping Weight:
0.025 kg Shipping Dimensions (L × W × H cm): 7 × 4 × 3

Arduino Compatible • 12V Relay
Module • Single Channel Relay •
High/Low Trigger • Songle SRD-
12VDC-SL-C • SPDT Relay •
10A 250VAC • IoT Switching
Module

MMC-
00004-A

USB A to
B Cable

MM -
Mechanical
Module

MWduino

USB Type-A to Type-B data cable designed for Arduino UNO
and other compatible development boards. Provides reliable
data transfer and stable 5V power for programming, debugging,
and communication. Features a compact 30cm length and
durable construction, making it ideal for students, hobbyists,
prototyping, embedded systems development, and educational
electronics projects.

Item Type: Data Cable Color: Blue Cable Length: 30 cm USB Type: Type-A to Type-
B Weight: 19 g Shipping Weight: 0.025 kg Shipping Dimensions (L × W × H): 9 × 7 ×
2 cm

USB Cable • USB A to B •
Arduino Cable • Printer Cable •
UNO Programming Cable


