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EDM-
00001-A

Tactile
Switch

ED - Electronic
Device

OMRON, E-Switch

This tactile push button switch kit includes 12×12×7.3mm
momentary ON-OFF switches for reliable circuit input. Rated for
12V DC and 120mA, they provide good tactile feedback. The kit
includes 25 color-coded keycaps and a storage box, making it
ideal for Arduino projects, prototyping, DIY electronics, and
educational use.

Item Type: Micro Switch Model: Tactile Push Button Switch Operation Mode:
ON-OFF Contact Type: Momentary Current Rating: 120mA Operating Voltage:
12V DC Switch Type: Push Button Material: Metal and Plastic Mounting Type:
Surface Mount Button Size (mm): 12×12×7.3 Operating Temperature (°C): -25
to +70 Lifespan: ~1000 Cycles Box Dimensions (mm): 127.1 × 68.3 × 21.9
Weight (g): 55 Shipping Weight: 0.06 kg Shipping Dimensions (L × W × H): 13 ×
7 × 3 cm

Tactile Switch • Push Button •
12x12mm Switch •
Momentary Switch • Arduino
Button Kit

EDM-
00005-A

Prototype
Board

ED - Electronic
Device

MWduino / Generic

Complete prototyping kit with 400-point solderless breadboard
and T-type GPIO breakout module. Includes 40-pin flat ribbon
cable for clean and organized Raspberry Pi GPIO access. Ideal
for Raspberry Pi projects, circuit prototyping, and educational
experimentation.

Item Type: Cable Model: GPIO Compatibility: Raspberry Pi 3 Model B/B+ T:
Connector Dimensions (mm): 72 × 59 × 12 T: Connector Weight (g): 13 Pitch
(mm): 2.54 Cable Length (cm): 20 (Flat Ribbon) No. of Pins: 40 Width of Cable
(cm): 5.5 Additional Specs (mm): 84 × 55 × 8.5 (L × W × H) No. of Tie Points:
400 Weight (g): 40 Material: ABS Plastic Shipping Weight: 0.06 kg Shipping
Dimensions (L × W × H): 10 × 7 × 7 cm

Breadboard 400 Point • GPIO
Breakout Board • Raspberry
Pi GPIO • T-Type Adapter •
40 Pin Ribbon Cable

EMS-
00013-A

IR
Obstacle
Sensor

EM -
Electronic-
Electrical
Modules

Generic OEM
Manufacturer,
Keyestudio, HiLetgo,
Elegoo, SunFounder

The Infrared Obstacle Avoidance Sensor Module is used to
detect nearby objects using infrared light reflection. It provides a
digital output when an obstacle is detected. It is commonly used
in robotics, Arduino smart cars, and obstacle detection systems.

Sensor Type: Infrared Reflective Obstacle Sensor Operating Voltage: 3.6V - 5V
DC Output Type: Digital (Active Low) Main IC: LM393 Comparator Average
Current Consumption: 0.06 mA Detection Angle: 35° Detection Distance: 2 cm –
30 cm (adjustable) Interface Pins: VCC, GND, OUT Indicator LED: Yes
(Obstacle Detection Indicator) Sensitivity Adjustment: Onboard Potentiometer
Dimensions (mm): 48 × 14 × 8 Weight (g): 5 Shipping Weight: 0.01 kg Shipping
Dimensions (cm): 5 × 4 × 1

IR Obstacle Sensor • Infrared
Reflective Module • LM393
Comparator • Active Low
Output • Proximity Sensor •
Arduino Compatible • Robot
Sensor

TLM-
00002-A

Wire
Cutter

TL - Tools
Generic / OEM,
Pro’sKit, Knipex

A diagonal wire cutter is a precision hand tool designed for clean
and accurate cutting of electrical wires, component leads, and
soft metals. It features ergonomic non-slip grip handles for
comfort and a spring-loaded mechanism that reduces hand
fatigue during extended use. Compact, durable, and easy to
handle, it is ideal for electronics assembly, repairs, prototyping,
and DIY projects.

Item Type: Diagonal Wire Cutter Material: High-Carbon Steel Blade with ABS
Handle Color: Blue Length (mm): 185 Width (mm): 95 Height (mm): 15 Weight:
60 g Shipping Weight: 0.062 kg Shipping Dimensions: 19 × 10 × 2 cm

Diagonal Cutter • Wire Cutter
• Cutting Pliers • Side Cutter •
Electrical Tool


