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Prototype
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Ultrasonic
Sensor

Touch
Sensor

Soldering
Iron Stand

Category

ED - Electronic
Device

EM -
Electronic-
Electrical
Modules

EM -
Electronic-
Electrical
Modules

TL - Tools

Manufacturer

Bud Industries, Twin Industries,
BusBoard Prototype Systems,
Keyestudio, Generic / OEM

MWduino / Generic, Elecfreaks,
KEYESTUDIO, SunFounder

Tontek Design Technology,
Shenzhen Tontek (Tontek IC),
Generic Module Manufacturer,
Waveshare (Module Vendor),
Keyestudio (Arduino Vendor)

Generic / OEM, Pro’sKit, Velleman,
Goot, Noel

Description

The 4x6 cm Universal PCB Prototype Board is a durable
prototyping board used for building and testing electronic circuits. It
features a HASL finish and precision drilled holes for easy
soldering. It is commonly used in Arduino projects, embedded
systems, and DIY electronics development.

Ultrasonic distance sensor module that uses 40kHz sound waves
for accurate, non-contact distance measurement. Operates on
3.3-5.5V DC and features a simple 4-pin interface (VCC, Trig,
Echo, GND) for easy integration. Ideal for robotics, obstacle
avoidance, automation systems, parking sensors, distance
measurement, and Arduino-based projects.

The TTP223B Capacitive Touch Key Sensor Module is a touch
switch that replaces mechanical buttons. It outputs a HIGH signal
when touched and works in low-power mode. It is commonly used
in Arduino projects, smart switches, hidden controls, and
automation systems.

The 25W Soldering Iron Stand is used to safely hold soldering
irons during work. It has a stable metal base and a spring holder
for secure placement. It is commonly used in electronics labs, DIY
projects, and repair workstations.

Specification

Item Type: PCB Prototype Board Dimensions: 4 x 6 cm Length: 60
mm Width: 40 mm Board Thickness: 1.6 mm Copper Thickness: 1-4
0z Minimum Hole Size: 0.3 mm Weight (Unit): 6 g Pack Quantity: 2
Pieces Shipping Weight: 0.01 kg Shipping Dimensions: 7 x 5 x 1 cm

Power Supply (V): +5V DC Working Current (mA): 15 mA Output
Signal: Electrical frequency signal Ranging Distance: 2 cm — 400 cm
Distance Resolution: 0.3 cm Measuring Angle: 30° Operating Voltage
Range (V): 3.3V — 5.5V Interface Type: 4-pin (VCC, Trig, Echo, GND)
Shipping Weight: 0.007 kg Shipping Dimensions (L x W x H): 9 x 6 x
2cm

Item Type: Electronic Switch Model: Touch Switch IC Chip: TTP223B
Operating Voltage: 2V — 5.5V Output High (VOH): 0.8 x VCC Output
Low (VOL): 0.3 x VCC Response Time (Low Power Mode): 220 ms
Response Time (Touch Mode): 60 ms Length: 24 mm Width: 24 mm
Height: 2 mm Weight: 0.6 g Shipping Weight: 0.085 kg Shipping
Dimensions: 3 x 3 x 1 cm

Suitable Wattage: 25 Watt (Max) Material: Metal Base with Steel
Spring Holder Shipping Weight: 0.3 kg Shipping Dimensions: 20 x 6 x
3cm

Double-Sided PCB «
4x6 cm ¢ FR4 »
Prototype Board
2.54mm Pitch « DIY
Electronics

Ultrasonic Sensor « HC-
SR04+ « Distance
Sensor « Arduino
Sensor « Obstacle
Detection Module

arduino « touch ¢
TTP223B « capacitive
sensor

Soldering Stand « 25W
« Iron Holder « Metal
Base * Spring Holder



