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MMD-
00001-B

BO Motor
Dual Shaft

MM -
Mechanical
Module

Generic Robotics, Robu.in,
FlyRobo, DFRobot,
Keyestudio

The BO2 Side Shaft Plastic Gear Motor is a lightweight DC geared motor used in
robotics, smart cars, line follower robots, obstacle avoidance robots, STEM kits, and
Arduino projects. It features a plastic gearbox with dual side shafts for easy wheel
mounting and smooth power transmission. It provides low-speed, high-torque
performance, making it ideal for educational and DIY applications.

Product Type: Plastic Geared DC Motor Motor
Type: BO2 Side Shaft Motor Operating Voltage:
3V – 12V DC Rated Voltage: 6V DC Speed
Range: 60RPM – 300RPM

Arduino Motor • BO Motor •
DC Gear Motor • BO2 Gear
Motor • Plastic Gear Motor •
Side Shaft Motor • Robot
Motor

MMD-
00003-A

Micro gear
motor

MM -
Mechanical
Module

Pololu, DFRobot, Adafruit,
SparkFun

N20 micro gear motors are compact DC motors with integrated metal gearboxes that
provide low-speed, high-torque performance in a small size. They are widely used in
robotics, smart cars, line follower robots, automation systems, and DIY electronics
projects. Their compact design makes them ideal for space-constrained and educational
applications requiring precise and reliable motion control.

Product Type: Micro Gear Motor Operating
Voltage: 3V – 12V DC Rated Voltage: 6V DC
Speed Range: 15RPM – 1000RPM Shaft
Diameter: 3 mm

Mini Motor • Arduino Motor •
Robotics Motor • Metal Gear
Motor • N20 Motor • Micro
Gear Motor • DC Gear Motor

MMD-
00003-B

150 RPM
Geared
Motor

MM -
Mechanical
Module

Johnson Motor, DFRobot,
Robu.in, FlyRobo

The 150 RPM 12V geared DC motor is a high-torque motor with an integrated gearbox
for efficient and controlled motion. It reduces speed while increasing torque, making it
suitable for robotics, smart vehicles, automation systems, conveyor mechanisms, and
DIY projects. It is ideal for Arduino-based applications requiring precise and reliable
movement.

Product Type: DC Geared Motor Rated Voltage:
12V DC Speed: 150 RPM Gearbox Type: Metal
Gearbox Shaft Diameter: 6 mm Current
Consumption: 100mA – 500mA

150RPM Motor • Geared DC
Motor • 12V Gear Motor • High
Torque Motor • Robotics Motor
• DIY Motor • Metal Gear
Motor

MMD-
00004-A

Vibrating
Motor

MM -
Mechanical
Module

Precision Microdrives,
Adafruit, Jinlong Machinery,
Generic Motors, DFRobot

DC vibrating motors are compact motors with an off-center weight that creates vibration
when the motor rotates. They are widely used in mobile phones, wearables, robotics,
alert systems, haptic feedback devices, and Arduino projects. Lightweight and easy to
use, they are ideal for DIY electronics and interactive applications.

Product Type: Vibrating DC Motor Operating
Voltage: 1.5V – 5V DC Speed: 8000 – 12000
RPM Current Consumption: 60mA – 100mA

Mini Motor • Arduino Motor •
Vibration Motor • Vibrating
Motor • Coin Motor • DC
Vibration Motor • Haptic Motor

MMM-
00001-A

BO Motor
MM -
Mechanical
Module

FlyRobo, RoboticsDNA,
RoboElements

The 100 RPM Dual Shaft BO Motor is a low-voltage DC geared motor used for robotics
and motion control. It provides good torque at 3–6V and features a dual shaft for easy
wheel mounting. It is widely used in robot cars, DIY projects, and educational kits.

Gearbox Shape: Straight Operating Voltage: 3 ~ 6
V Rated Speed After Reduction: 100 RPM Shaft
Diameter: 0.55 cm (Double) Shaft Length: 0.85
cm Dimensions (LxWxH): 7 x 2.3 x 1.9 cm

robotics • arduino • BO Motor •
Gear Motor • Smart Car


