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COC-
00003-B

HotGlue Sticks
11mm

CO - Consumables
Generic / OEM, Pro’sKit,
Stanley, Bosch

Hot melt glue sticks are versatile adhesives designed for
DIY projects, electronics, crafts, packaging, and repair
work. Compatible with standard temperature glue guns and
11mm glue stick slots, they deliver strong, fast-setting
bonds on plastic, wood, fabric, paper, cardboard, and other
lightweight materials. Easy to use and reliable, they are
ideal for both hobby and professional applications.

Item Type: Hot Melt Glue Sticks Stick Diameter: 11 mm Pack
Quantity: 5 Pieces Shipping Weight: 0.2 kg Shipping Dimensions: 4 ×
4 × 4 cm

Glue Sticks • 11mm Glue Stick •
Hot Melt Adhesive • Glue Gun
Refill • DIY Adhesive

No Image
COC-
00001-B

Foam Tape CO - Consumables
3M, Tesa, Nitto Denko,
Avery Dennison, Hi-
Bond

The Foam Tape Roll (50mm x 6mm) is a durable adhesive
foam tape used for sealing, mounting, insulation, and
vibration damping. It provides strong adhesion with
cushioning that absorbs shocks and reduces noise. It is
widely used in DIY projects, automotive work, electronics
mounting, and professional installations.

Color: Black Thickness: 6mm Material: EVA Foam Length: 5 Meter
Width: 50mm

Foam Tape • Double Sided
Tape • EVA Foam Tape • PE
Foam Tape • Acrylic Foam Tape

COC-
00006-A

Sandpaper
Sheet

CO - Consumables 3M, Norton Abrasives

The Abrasive Sandpaper Sheet is used for smoothing,
polishing, finishing, and surface preparation. It works on
wood, metal, plastic, and other materials. It is commonly
used in DIY projects, fabrication, electronics enclosures,
and industrial finishing.

Product Type: Abrasive Sandpaper Sheet Abrasive Material:
Aluminum Oxide / Silicon Carbide Grit Range: 60 – 3000 Grit Sheet
Size: Standard 9x11 Inch

sandpaper • abrasive paper •
sanding sheet • polishing paper
• surface finishing

COE-
00003-A

Hook-Up Wire CO - Consumables
Alpha Wire, Belden,
Adafruit

The Single Strand Hook-Up Wire is an electrical conductor
used for circuit connections in prototyping, PCB wiring,
robotics, and embedded systems. It provides reliable
conductivity and flexible routing for low-voltage applications.
It is commonly used in Arduino projects, DIY electronics,
control circuits, and signal/power connections.

Wire Type: Single Strand Hook Up Wire Conductor Material: Copper
Wire Gauge: 22AWG – 26AWG Rated Voltage: 300V Temperature
Rating: 80°C

Breadboard Wire • Jumper Wire
• hook up wire • single core wire
• copper wire • PCB wire

No Image
EDD-
00004-A

7 Segment
Display

ED - Electronic Device
Lite-On Technology,
Kingbright, Generic /
OEM

The 0.56” 1-Digit 7-Segment LED Display is a single-digit
numeric display (0–9) using seven LED segments. It has a
common cathode configuration with bright visibility. It is
widely used in counters, clocks, meters, Arduino projects,
and embedded systems.

Model: 7 Segment LED Display Digit Count: 1 Digit Display Size: 0.56
Inch Configuration Type: Common Cathode Emitting Color: Red Face
Color: Black Number of Pins: 10 Forward Voltage (V): 1.8 – 2.2
(Typical for Red LED) Forward Current (mA): 20 (Typical) Mounting
Type: PCB Through Hole Characteristics: High Brightness, Low
Current Consumption, Easy to Use Length (Inch): 0.56 Shipping
Weight: 0.02 kg Shipping Dimensions (L × W × H cm): 6 × 4 × 2

Arduino Compatible • 0.56" 7-
Segment • 1 Digit Display • Red
LED • Common Cathode •
5161AS • Through Hole •
Numeric Display

EDD-
00004-B

7 Segment
Display

ED - Electronic Device
Kingbright, Lite-On,
Everlight, Broadcom

The Single Digit Common Anode 7-Segment Display is an
LED display used to show numeric digits in electronic
circuits. It offers bright, low-power number display and is
easy to interface with microcontrollers. It is commonly used
in Arduino projects, counters, timers, clocks, calculators,
and control systems.

Display Type: 1 Digit 7 Segment LED Display Configuration:
Common Anode Operating Voltage: 1.8V – 2.2V per Segment
Number of Pins: 10 Pins Digit Height: 0.36 Inch – 0.56 Inch

Numeric Display • 7 segment
display • common anode display
• single digit display • LED
display
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EDM-
00001-A

Tactile Switch ED - Electronic Device OMRON, E-Switch

This tactile push button switch kit includes 12×12×7.3mm
momentary ON-OFF switches for reliable circuit input.
Rated for 12V DC and 120mA, they provide good tactile
feedback. The kit includes 25 color-coded keycaps and a
storage box, making it ideal for Arduino projects,
prototyping, DIY electronics, and educational use.

Item Type: Micro Switch Model: Tactile Push Button Switch Operation
Mode: ON-OFF Contact Type: Momentary Current Rating: 120mA
Operating Voltage: 12V DC Switch Type: Push Button Material: Metal
and Plastic Mounting Type: Surface Mount Button Size (mm):
12×12×7.3 Operating Temperature (°C): -25 to +70 Lifespan: ~1000
Cycles Box Dimensions (mm): 127.1 × 68.3 × 21.9 Weight (g): 55
Shipping Weight: 0.06 kg Shipping Dimensions (L × W × H): 13 × 7 ×
3 cm

Tactile Switch • Push Button •
12x12mm Switch • Momentary
Switch • Arduino Button Kit

EDM-
00008-A

Female
Connector

ED - Electronic Device
Amphenol, TE
Connectivity, Molex

The RJ11 4P4C Female Connector is a modular socket
used for telephone and communication wiring applications.
It provides a secure connection for telephone cables,
modems, intercom systems, and low-speed data
communication lines. It is widely used in landline networks,
IoT projects, electronics prototyping, and communication
systems.

Connector Type: RJ-11 4P4C Female Jack Number of Contacts: 4
Pin (4P4C) Material: Thermoplastic Housing with Metal Contacts
Rated Voltage: Low Voltage Signal (

RJ11 connector • 4P4C female
jack • telephone adapter •
modular connector •
communication jack

No Image
EDS-
00003-A

Temperature
Sensor

ED - Electronic Device
Maxim Integrated, Dallas
Semiconductor, Adafruit,
SparkFun

The DS18B20 Temperature Sensor is a digital temperature
sensor that provides accurate temperature measurements
using the One-Wire communication protocol. It allows
multiple sensors to share a single data line and delivers
calibrated digital readings. The sensor is widely used in
weather stations, automation systems, industrial monitoring,
IoT devices, and Arduino projects.

Sensor Type: Digital Temperature Sensor Communication: One-Wire
Interface Operating Voltage: 3.0V – 5.5V Temperature Range: -55°C
to +125°C

Temperature Sensor • digital
sensor • DS18B20 • one wire
sensor • Arduino temperature
sensor

EMA-
00003-A

RGB LED Strip
EM - Electronic-
Electrical Modules

Worldsemi, APA
Electronics, Pololu

The Programmable RGB 60 LED Strip is an addressable
LED strip with 60 individually controllable RGB LEDs per
meter. Based on devices such as WS2812B or SK6812,
each LED can display independent colors and brightness
levels. It is widely used for lighting effects, animations,
smart lighting, decorative displays, and Arduino projects.

Product Type: Programmable RGB LED Strip LED Type: WS2812B /
WS2811 LEDs Per Meter: 60 LED Colors: RGB Full Color Operating
Voltage: 5V DC (WS2812B) / 12V (WS2811)

Programmable RGB LED Strip •
WS2812B LED Strip • NeoPixel
LED Strip • Addressable RGB
Strip

EMA-
00009-A

Audio
Playback

EM - Electronic-
Electrical Modules

Nuvoton Technology
Corporation, Generic /
OEM

The ISD1820 Voice Recording & Playback Module supports
up to 10 seconds of audio recording stored in non-volatile
memory. It features an onboard electret microphone, push-
button recording and playback controls, and support for
external triggering through a microcontroller. Ideal for
Arduino projects, voice prompts, alarms, interactive
electronics, educational kits, and sound playback
applications.

IC Chip: ISD1820 Operating Voltage (VDC): 3 – 5 Recording
Duration: Up to 10 seconds Memory Type: Non-Volatile Analog Flash
Microphone: Onboard Electret Microphone Speaker: 8 ?, 0.5W
Speaker Cable Length (cm): 20 Speaker Diameter (mm): 40 Control
Options: Push Buttons or Microcontroller Digital Pin Interface: 2.54
mm Header Pins Length (mm): 42 Width (mm): 33.5 Height (mm):
11.5 Weight (g): 20 Shipping Weight: 0.022 kg Shipping Dimensions
(L × W × H cm): 8 × 6 × 3

Arduino Compatible • ISD1820
Module • Voice Recorder • 10s
Audio • Playback Module •
Onboard Mic • 8? Speaker •
Sound Board

No Image
EMC-
00003-A

NodeMcu
EM - Electronic-
Electrical Modules

Espressif Systems, Ai-
Thinker, NodeMCU

The ESP8266 NodeMCU CH340 board is a WiFi-enabled
microcontroller based on the ESP8266 chip for IoT
applications. It offers onboard processing, GPIO support,
and built-in wireless connectivity. It is widely used in IoT
projects, smart devices, automation systems, and wireless
sensor applications.

Processor: L106 32 bit Processor speed: 80MHz to 160MHz Flash
memory: 4MB Analog to digital: 1 input with 1024 resolution
Maximum concurrent TCP connection: 5 GPIOs: 17 Transfer rate:
110 Kbps to 460800 Kbps Input voltage supply: 4.5V to 9V
Communication interface voltage: 3.3V Current consumption: 10uA-
170mA

NodeMCU • ESP8266 • WiFi
Module • IoT Development
Board • ESP8266EX • Wireless
Module

No Image
EMC-
00008-A

IR Receiver
module

EM - Electronic-
Electrical Modules

Vishay Semiconductors,
Sharp Corporation,
Keyestudio, DFRobot,
SparkFun Electronics

The KY-022 IR Receiver Module is a 38kHz infrared sensor
used to detect and decode signals from IR remote controls.
It provides a digital output with an indicator LED when an IR
signal is received. It is commonly used in Arduino projects,
robotics, home automation, and remote-control decoding
applications.

Current consumption: 1.5mA peak Frequency: 38kHz Operating
Voltage: 3.3V to 5V Pulse Duration: 400µs to 800µs Range: 17m
Wavelength: 940 nm

IR Receiver • Infrared Sensor •
TSOP1838 • Remote Receiver •
Arduino IR Sensor • 38kHz IR
Module • IR Decoder
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EMS-
00002-A

Temp Humidity
Sensor

EM - Electronic-
Electrical Modules

EM Series / Generic
Compatible,
KEYESTUDIO,
SunFounder, DFRobot

Digital temperature and humidity sensor module with
calibrated single-wire serial output for easy interfacing.
Features an onboard pull-up resistor and LED status
indicator for reliable operation. Suitable for weather
stations, environmental monitoring, smart home systems,
Arduino projects, and IoT applications requiring accurate
temperature and humidity measurements.

Item Type: Sensor Model: DHT11 Temperature and Humidity Sensor
Measuring Temperature Range (°C): 0 – 50 Temperature Accuracy: ±
2 °C Humidity Range: 20 – 95 % RH Humidity Accuracy: ± 5 % RH
Resolution: 16 bit Output Form: Digital Output (Single Wire Serial)
Operating Voltage (VDC): 3 – 5 Operating Current (mA): ? 2.5
Dimensions (L × W × H mm): 31 × 14 × 7.5 Weight (g): 5 Shipping
Weight: 0.01 kg Shipping Dimensions (L × W × H cm): 5 × 5 × 2

DHT11 • Temperature Sensor •
Humidity Sensor • Digital Temp
Sensor • Arduino Climate
Sensor

EMS-
00003-A

Accelerometer
EM - Electronic-
Electrical Modules

InvenSense, Generic
Electronics, DFRobot,
SparkFun Electronics

The GY-521 Accelerometer Module is a 6-axis motion
tracking sensor board based on the MPU6050 MEMS
sensor IC. It combines a 3-axis accelerometer and a 3-axis
gyroscope in a single compact module, allowing accurate
measurement of acceleration, tilt, rotation, vibration, and
motion.

Product Type: Accelerometer + Gyroscope Module Model: GY-521
Main IC: MPU6050 Communication: I2C Operating Voltage: 3V – 5V
DC

GY-521 Accelerometer Module •
MPU6050 Sensor Module •
6DOF Motion Sensor •
Gyroscope Accelerometer
Module

No Image
EMS-
00007-A

Temperature
Sensor

EM - Electronic-
Electrical Modules

Maxim Integrated,
DFRobot, SparkFun

The DS18B20 Temperature Sensor Module is a digital
temperature sensor that uses the 1-Wire communication
protocol for accurate readings. Developed by Dallas
Semiconductor, it provides calibrated digital output with
high precision and supports multiple sensors on a single
data line. It is widely used in weather stations, automation
systems, industrial monitoring, and Arduino projects.

Product Type: Digital Temperature Sensor Model: DS18B20
Communication Protocol: 1-Wire Operating Voltage: 3V – 5.5V DC
Temperature Range: -55°C to +125°C Accuracy: ±0.5°C

DS18B20 Temperature Sensor •
Waterproof Temperature Sensor
• Digital Temperature Sensor •
One Wire Temperature Sensor

EMS-
00011-A

GPS module
EM - Electronic-
Electrical Modules

u-blox, Quectel,
DFRobot, SparkFun

The GPS Module is a satellite-based positioning and
navigation device used to determine real-time location,
speed, altitude, and time information. Most embedded and
Arduino projects use the Neo-6M GPS module, which
communicates through a UART serial interface and
receives signals from GPS satellites. It is widely used in
vehicle tracking, navigation systems, drones, mapping, and
IoT applications.

Product Type: GPS Navigation Module Model: Neo-6M Operating
Voltage: 3V – 5V DC Baud Rate: 9600 bps

GPS Module • Neo-6M GPS •
GNSS Receiver • Arduino GPS
Module • ESP32 GPS Module •
Satellite Navigation Module •
UART GPS Sensor • Location
Tracking Module

EQE-
00001-A

Vernier Caliper
EQ -
Equipment/Instrument

Mitutoyo, INSIZE, Baker
Gauges, iGaging

Digital vernier calipers are precision tools used to measure
internal, external, depth, and step dimensions accurately.
They feature an LCD display for quick and easy digital
readings with high precision. Commonly used in
engineering, electronics, machining, woodworking, labs,
robotics, and DIY projects for accurate measurement tasks.

Product Type: Digital Vernier Caliper Measuring Range: 0 – 150 mm
Resolution: 0.01 mm Accuracy: ±0.02 mm Display Type: LCD Digital
Display

DIY Measuring Tool • Digital
Vernier Caliper • Electronic
Caliper • LCD Caliper •
Precision Measuring Tool •
Digital Measuring Tool •
Stainless Steel Caliper

MMC-
00005-A

Male-to-Male
Cable

MM - Mechanical
Module

Belkin, UGREEN,
CableCreation, StarTech

The RJ11 4P4C Male-to-Male Telephone Extension Cable
is used for telephone and low-speed communication
systems. It provides reliable wired connectivity for landline
phones, modems, intercoms, and fax machines. It is also
used in networking experiments and electronics projects.

Connector Type: RJ-11 4P4C Male to Male Cable Type: Telephone
Extension Cable Number of Conductors: 4P4C Cable Length: 1m –
10m

RJ11 cable • 4P4C cable •
telephone extension cable •
male to male cable •
communication cable

No Image
MMC-
00006-A

DC Jack
Connector

MM - Mechanical
Module

CUI Devices, Kycon,
SparkFun, Adafruit

The 9V DC Jack Connector is a power connector used to
supply DC power to electronic circuits and devices. It
provides a secure connection between power adapters and
systems. It is commonly used in Arduino projects, robotics,
embedded systems, and DIY electronics for stable power
delivery.

Connector Type: DC Barrel Jack Input Voltage: 9V DC Connector
Size: 5.5mm x 2.1mm

DC jack • 9V connector • barrel
jack • power connector • DC
socket • Arduino power jack

MMD-
00002-A

Metal Gear
Servo

MM - Mechanical
Module

TowerPro, DFRobot,
Adafruit, SparkFun,
Robocraze

The MG995 360° High Torque Servo Motor is a continuous
rotation servo used in robotics, RC vehicles, robotic arms,
automation systems, smart wheel drives, and Arduino
projects. It features metal gears, PWM control, and high
torque for strong and reliable performance. Its continuous
rotation makes it ideal for motion control and automation
applications.

Product Type: Digital Servo Motor Model: MG995 Rotation Type:
360° Continuous Rotation Operating Voltage: 4.8V – 7.2V DC Stall
Torque: 9kg·cm – 13kg·cm

Arduino Servo • Digital Servo
Motor • Metal Gear Servo • High
Torque Servo • Robotics Servo •
MG995 Servo • 360° Servo
Motor
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MMD-
00002-C

Micro Metal
Servo

MM - Mechanical
Module

TowerPro, DFRobot,
Adafruit, SparkFun,
Waveshare

The MG90S Metal Gear Micro Servo Motor is a compact,
high-torque servo used in robotics, RC vehicles, robotic
arms, drones, pan-tilt systems, and Arduino projects. It
features durable metal gears for improved strength and
long life. Operating at 4.8V–6V with around 180° rotation, it
provides precise and reliable motion control in a lightweight
design.

Product Type: Metal Gear Micro Servo Model: MG90S Operating
Voltage: 4.8V – 6V DC Rotation Angle: 180° Stall Torque: 1.8kg·cm –
2.2kg·cm

Arduino Servo • Metal Gear
Servo • High Torque Servo •
Robotics Servo • MG90S Servo
• Micro Servo Motor • PWM
Servo

MMD-
00002-D

Digital Servo
Motor

MM - Mechanical
Module

TowerPro, Probots,
DFRobot, Adafruit,
SparkFun

The MG996R 360° Digital Servo Motor is a high-torque
continuous rotation servo used in robotics, robotic arms, RC
vehicles, automation systems, pan-tilt platforms, and
Arduino projects. It features strong metal gears and PWM
control for smooth and reliable operation. Its full 360°
continuous rotation makes it ideal for applications requiring
controlled motion and high torque.

Product Type: Digital Servo Motor Model: MG996R Rotation Type:
360° Continuous Rotation Operating Voltage: 4.8V – 7.2V DC Rated
Voltage: 6V DC Stall Torque: 10kg·cm – 13kg·cm

Arduino Servo • MG996R Servo
• 360 Degree Servo • Digital
Servo Motor • Metal Gear Servo
• High Torque Servo • Robotics
Servo

MMK-
00001-A

Jumper Wire
Kit

MM - Mechanical
Module

SparkFun, Adafruit,
Pololu, Generic

The Jumper Wire Kit is a set of male-to-male, male-to-
female, and female-to-female wires used for breadboard
prototyping and circuit connections. It enables easy, solder-
free connections between components, sensors, and
microcontrollers. It is widely used in Arduino projects,
robotics, IoT systems, educational kits, and DIY electronics.

Cable Types: Male-Female, Male-Male, Female-Female Quantity: 80
MF, 80 MM, 80 FF Wire Length: 10cm – 30cm Conductor Material:
Copper

Breadboard Wire • jumper wires
• Dupont cable • MF cable • MM
cable • FF cable

MMM-
00001-A

BO Motor
MM - Mechanical
Module

FlyRobo, RoboticsDNA,
RoboElements

The 100 RPM Dual Shaft BO Motor is a low-voltage DC
geared motor used for robotics and motion control. It
provides good torque at 3–6V and features a dual shaft for
easy wheel mounting. It is widely used in robot cars, DIY
projects, and educational kits.

Gearbox Shape: Straight Operating Voltage: 3 ~ 6 V Rated Speed
After Reduction: 100 RPM Shaft Diameter: 0.55 cm (Double) Shaft
Length: 0.85 cm Dimensions (LxWxH): 7 x 2.3 x 1.9 cm

robotics • arduino • BO Motor •
Gear Motor • Smart Car

MMP-
00001-A

Spacers
MM - Mechanical
Module

Keystone Electronics,
Adafruit, DFRobot,
Pro'sKit

Spacers are mechanical components used to maintain
precise distance between PCBs, panels, enclosures, and
mounted parts in electronics, robotics, Arduino, and DIY
projects. They provide support, alignment, and insulation,
preventing unwanted contact between components.
Available in nylon, brass, aluminum, and stainless steel
variants for different applications.

Product Type: Spacer / Standoff Thread Size: M3 Length Options:
5mm – 50mm

PCB Spacer • Mounting Spacer
• DIY Hardware • Spacer •
Nylon Spacer • Brass Spacer •
Standoff Spacer

MMP-
00003-A

Screw Pack
MM - Mechanical
Module

EFT EPOWER, EFT
EPOWER, EFT
EPOWER, Generic /
OEM

The M6×60 Screw Pack is used for assembling and
securing drone arms in EFT drone models. It provides
strong fastening and structural stability for motors, propeller
mounts, and frame assemblies. It is compatible with E416P,
E616P, and E410P models and ensures durable and
reliable drone construction and repair.

Outer Diameter: 6 mm Length: 60 mm Standard: M6 × 60 Weight:
100 g Shipping Weight: 0.11 kg Shipping Dimensions: 10 × 8 × 3 cm

M6×60 Screw • Drone Arm
Screw • EFT Spare Part

TLP-
00001-A

Hot Melt Glue
Gun

TL - Tools
Generic / OEM, Stanley,
Bosch, Pro’sKit

A 40W hot melt glue gun is a versatile tool designed for
bonding, crafting, repairs, and DIY projects. It features a
standard operating temperature, ergonomic trigger
mechanism for precise glue flow control, and an integrated
ON/OFF switch for added safety and convenience.
Compatible with standard glue sticks, it delivers strong
adhesion and reliable performance for various materials.

Item Type: Hot Melt Glue Gun Color: Black Operating Voltage:
110–220 V AC Power Consumption: 40 W Melting Point: 190°C
(±10°C) Compatible Glue Stick Diameter: 7 mm Weight: 180 g
Shipping Weight: 0.2 kg Shipping Dimensions: 27 × 16 × 5 cm

Compatible with 11mm diameter
glue sticks and suitable for DIY
projects • electronics work •
furniture repair • decoration •
packaging • and household
fixes.


