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Name Category Manufacturer Description Specification Tags

COE-
00001-C

Panasonic
Battery

CO -
Consumables

Panasonic

The Panasonic CR2025 is a 3V lithium coin cell battery
designed for compact electronic devices. It offers long-
lasting, stable power and is commonly used in key remotes,
watches, calculators, medical devices, and small electronics.

Battery Type: Lithium Coin Cell Battery Size: CR2025 Chemistry: Lithium Manganese Dioxide
(LiMnO?) Nominal Voltage: 3 V Nominal Capacity: 165 mAh Diameter: 20 mm Height: 2.5 mm
Termination Style: Pressure Contacts Operating Temperature: –30°C to +60°C Weight (Unit): 2.3
g Shipping Weight: 0.008 kg Shipping Dimensions: 9.2 × 7.5 × 1 cm

CR2025 Battery •
3V Coin Cell •
Lithium Battery •
Panasonic Battery •
Button Cell

EDD-
00003-A

RGB LED
Module

ED - Electronic
Device

ED Series /
XINGLIGHT,
XINGLIGHT

5mm RGB LED module with a common cathode
configuration and transparent lens for vibrant multi-color
illumination. Combines red, green, and blue LEDs in a single
through-hole package, enabling a wide range of colors
through color mixing. Ideal for indicator panels, Arduino
projects, DIY electronics, decorative lighting, visual feedback
systems, and educational applications.

Manufacturer: XINGLIGHT Model No.: XL-A524SURSYGC Package: Plugin, D = 5mm Forward
Current (mA): 20 Color Temperature: - Peak Wavelength (nm): 640 (Red) 572 (Green: Yellow)
Luminous Intensity (mcd): 600 (Red) 550 (Green: Yellow) Lens Color: Colorless Transparent
Diode Configuration: Common Cathode Wavelength – Dominant (nm): 635–640 (Red) 565–575
(Green: Yellow) Operating Temperature (°C): -20 ~ +85 Illumination Color: Red, Green-Yellow
Viewing Angle: 30° Lamp Holder Type: 5mm Round Head Power (mW): 50 Forward Voltage (Vf):
2.3V (Red) 2.4V (Green: Yellow) Mounting Type: Through Hole Compliance: RoHS

RGB LED • 5mm
LED • Common
Cathode LED •
Indicator LED •
Through Hole LED

EMA-
00003-E

Coin
Battery

EM - Electronic-
Electrical
Modules

Panasonic, Maxell,
Energizer, Sony

The CR2032 3V Lithium Coin Battery is a compact, long-
lasting power source used in small electronic devices like
watches, calculators, remotes, toys, and embedded
systems. It provides a stable 3V output and is widely used in
low-power applications due to its long shelf life and reliability.

Battery Type: Lithium Coin Cell Battery Size: CR2025 Chemistry: Lithium Manganese Dioxide
(LiMnO?) Nominal Voltage: 3 V Nominal Capacity: 165 mAh Diameter: 20 mm Height: 2.5 mm
Termination Style: Pressure Contacts Operating Temperature: –30°C to +60°C Weight (Unit): 2.3
g Shipping Weight: 0.008 kg Shipping Dimensions: 9.2 × 7.5 × 1 cm

CR2025 Battery •
3V Coin Cell •
Lithium Battery •
Panasonic Battery •
Button Cell

MMM-
00001-A

BO Motor
MM -
Mechanical
Module

FlyRobo,
RoboticsDNA,
RoboElements

The 100 RPM Dual Shaft BO Motor is a low-voltage DC
geared motor used for robotics and motion control. It
provides good torque at 3–6V and features a dual shaft for
easy wheel mounting. It is widely used in robot cars, DIY
projects, and educational kits.

Gearbox Shape: Straight Operating Voltage: 3 ~ 6 V Rated Speed After Reduction: 100 RPM
Shaft Diameter: 0.55 cm (Double) Shaft Length: 0.85 cm Dimensions (LxWxH): 7 x 2.3 x 1.9 cm

robotics • arduino •
BO Motor • Gear
Motor • Smart Car


