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Name Category Manufacturer Description Specification Tags

EDM-
00006-A

Header
Pin Strip

ED -
Electronic
Device

Samtec, Amphenol,
Harwin, TE
Connectivity, Molex

The Break-Away Header Pin Strip is a customizable PCB
connector that can be cut to any length. It is used for through-
hole mounting and provides flexible pin configurations for
electronic circuits. It is commonly used in Arduino projects,
embedded systems, shields, and prototyping applications.

Pitch Size: 2.54mm (0.1 Inch) Connector Type: Male Pin Header Number of Pins:
40 Pins Mounting Type: Through Hole Current Rating: 3A Typical

Male Header • Pin Header •
PCB Connector • Arduino
Header • Breakaway Header •
2.54mm Header

EDM-
00006-B

Right
Angle
Header

ED -
Electronic
Device

Molex, Harwin

The Right Angle Header Pins are 90-degree PCB connectors
used for board-to-wire and board-to-board connections. Their
angled design allows horizontal cable attachment, making them
ideal for compact and space-saving PCB layouts. They are
widely used in Arduino shields, embedded systems, robotics,
prototyping, and electronic projects.

Connector Type: Right Angle Pin Header (90°) Pin Pitch: 2.54mm (Standard) Pin
Count: 1x1 to multi-pin strips

Pin Header • PCB Connector •
90 degree header • right angle
header • Arduino header pins

EDM-
00007-A

Female
Header
Strip

ED -
Electronic
Device

Samtec, Amphenol,
Harwin, TE
Connectivity, Molex

The 2×40 Pin Female Double Row Header Strip is a PCB
connector with two rows of 40 pins used for board-to-board and
module connections. It provides reliable and organized electrical
connectivity and is commonly used in Arduino shields,
Raspberry Pi interfaces, embedded systems, and prototyping
projects.

Pitch Size: 2.54mm (0.1 Inch) Connector Type: Female Header Socket Number of
Pins: 40 Pins Mounting Type: Through Hole Current Rating: 3A Typical

PCB Connector • 2.54mm
Header • Female Header •
Socket Header • Arduino
Connector • Female Pin
Header

EMA-
00008-A

1 Channel
Relay

EM -
Electronic-
Electrical
Modules

Single Relay,
Generic / OEM

The Single Channel 12V Relay Module is used to control high-
voltage AC/DC devices using low-voltage microcontrollers. It
supports high/low-level triggering and includes LED indicators. It
is commonly used in home automation, IoT, and motor control
applications.

Model: Relay Module Number of Channels: 1 Operating Voltage (VDC): 12 Trigger
Type: High-Level / Low-Level Trigger Relay Contact Rating (AC): 10A @ 250V AC
Relay Contact Rating (AC Alternate): 15A @ 125V AC Contact Type: COM, NO
(Normally Open), NC (Normally Closed) Interface: 2.54 mm Header Pins Output
Connection: 3-Pin Screw Terminal Indicators: Power LED + Relay Status LED
Length (mm): 50 Width (mm): 25 Height (mm): 20 Weight (g): 16 Shipping Weight:
0.025 kg Shipping Dimensions (L × W × H cm): 7 × 4 × 3

Arduino Compatible • 12V
Relay Module • Single
Channel Relay • High/Low
Trigger • Songle SRD-12VDC-
SL-C • SPDT Relay • 10A
250VAC • IoT Switching
Module

EMA-
00009-A

Audio
Playback

EM -
Electronic-
Electrical
Modules

Nuvoton Technology
Corporation, Generic
/ OEM

The ISD1820 Voice Recording & Playback Module supports up
to 10 seconds of audio recording stored in non-volatile memory.
It features an onboard electret microphone, push-button
recording and playback controls, and support for external
triggering through a microcontroller. Ideal for Arduino projects,
voice prompts, alarms, interactive electronics, educational kits,
and sound playback applications.

IC Chip: ISD1820 Operating Voltage (VDC): 3 – 5 Recording Duration: Up to 10
seconds Memory Type: Non-Volatile Analog Flash Microphone: Onboard Electret
Microphone Speaker: 8 ?, 0.5W Speaker Cable Length (cm): 20 Speaker Diameter
(mm): 40 Control Options: Push Buttons or Microcontroller Digital Pin Interface:
2.54 mm Header Pins Length (mm): 42 Width (mm): 33.5 Height (mm): 11.5
Weight (g): 20 Shipping Weight: 0.022 kg Shipping Dimensions (L × W × H cm): 8
× 6 × 3

Arduino Compatible • ISD1820
Module • Voice Recorder • 10s
Audio • Playback Module •
Onboard Mic • 8? Speaker •
Sound Board

MMC-
00001-A

M-F
Jumper
Wire

MM -
Mechanical
Module

MWduino / Generic

20cm male-to-female jumper wires designed for flexible and
reliable circuit connections. Includes 20 multi-color wires with
2.54mm male pins and female header connectors for easy
interfacing. Ideal for Arduino, Raspberry Pi, sensors, modules,
breadboards, prototyping, testing, and educational electronics
projects.

Item Type: Jumper Wire Cable Type: Male to Female Cable Length (cm): 20
Quantity (pcs): 20 Connector Type: Male Pin ? Female Header Color Coding:
Multi-color (10–20 assorted colors) Compatibility: Breadboards, Arduino,
Raspberry Pi, Sensors Weight (g): 16 Shipping Weight: 0.016 kg Shipping
Dimensions (L × W × H): 10 × 7.5 × 2 cm

Breadboard Wire • Arduino
Wire • Prototyping Cable •
Jumper Wire • Male to Female

MMC-
00001-B

M-M
Jumper
Wire

MM -
Mechanical
Module

Male-to-Male Jumper
Wire (20 cm, Pack of
20)

20cm male-to-male jumper wires designed for quick and reliable
circuit connections. Includes 20 multi-color flexible wires with
standard 2.54mm male header pins for easy interfacing. Ideal for
breadboards, Arduino, Raspberry Pi, sensors, modules,
prototyping, circuit testing, and educational electronics projects.

Item Type: Jumper Wire Cable Type: Male to Male Cable Length (cm): 20 Quantity
(pcs): 20 Connector Type: Male Header Pins Color Coding: Multi-color (10–20
assorted colors) Compatibility: Breadboards, Arduino, Raspberry Pi, Sensors
Weight (g): 16 Shipping Weight: 0.016 kg Shipping Dimensions (L × W × H): 10.5 ×
7.5 × 2 cm

Breadboard Wire • Arduino
Wire • Prototyping Cable •
Jumper Wire • Male to Male


