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Part

IneggE Number

EDD-
00002-B

EMA-
00009-A

EMC-
00005-A

EMK-
00001-A

EMS-
00010-F

EQE-
00002-A

Green LED

Audio
Playback

RFID
READER
MODULE

RFID
Starter Kit

MQ-7
Sensor

Digital
Multimeter

Category

ED - Electronic Device

EM - Electronic-
Electrical Modules

EM - Electronic-
Electrical Modules

EM - Electronic-
Electrical Modules

EM - Electronic-
Electrical Modules

EQ -
Equipment/Instrument

Manufacturer

Generic

Nuvoton Technology
Corporation, Generic /
OEM

NXP Semiconductors,
Ai-Thinker,
SunFounder,
Keyestudio,
Waveshare

NXP Semiconductors,
Keyestudio, SparkFun,
HiLetgo

Hanwei Electronics,
Zhengzhou Winsen
Electronics, DFRobot

Generic / OEM, YX-
360, Mastech, Victor,
Pro’sKit

Description

Green Light Emitting Diode (LED) used as a visual indicator in
electronic circuits and projects. Features a 3mm round
transparent package that emits bright green light with low
power consumption and long service life. Ideal for TVs,
monitors, telephones, status indicators, DIY electronics,
prototyping, educational experiments, and general-purpose
electronic applications.

The ISD1820 Voice Recording & Playback Module supports up
to 10 seconds of audio recording stored in non-volatile
memory. It features an onboard electret microphone, push-
button recording and playback controls, and support for
external triggering through a microcontroller. Ideal for Arduino
projects, voice prompts, alarms, interactive electronics,
educational kits, and sound playback applications.

The RC522 RFID Reader/Writer Kit is a 13.56MHz RFID
module based on the MFRC522 IC with cards and tags. It uses
SPI communication and supports ISO 14443A/MIFARE
contactless data exchange. It is widely used in access control,
attendance systems, loT projects, and embedded RFID
applications.

The RFID Kit is a wireless identification system used to read
and write data from RFID cards and tags. It usually includes an
RC522 module (13.56 MHz) with SPI communication, along
with cards and key fobs. It is commonly used in access control,
attendance systems, security, and Arduino projects.

The MQ-7 Carbon Monoxide Sensor Module is a gas sensor
used to detect carbon monoxide (CO) in the air. It measures
changes in conductivity to provide analog and digital outputs. It
is widely used in safety systems, air quality monitoring, and loT
projects.

Compact Digital Multimeter for everyday electrical testing.
Measures AC/DC voltage, DC current, resistance, diode,
continuity, transistor hFE, battery condition, and square wave
output. Features an easy-to-read LCD display for accurate
readings. Ideal for students, hobbyists, laboratories, DIY
projects, and technicians for troubleshooting, testing, and
educational applications.

Specification

Case/Package: DIP Diameter (mm): 8 Mounting Type: Through Hole Lens
Appearance: Transparent Color: Green Forward Voltage (V): 3.5 Forward
Current (mA): 30 Shipping Weight: 0.001 kg Shipping Dimensions (L x W
xH):1x1x1cm

IC Chip: ISD1820 Operating Voltage (VDC): 3 — 5 Recording Duration: Up
to 10 seconds Memory Type: Non-Volatile Analog Flash Microphone:
Onboard Electret Microphone Speaker: 8 ?, 0.5W Speaker Cable Length
(cm): 20 Speaker Diameter (mm): 40 Control Options: Push Buttons or
Microcontroller Digital Pin Interface: 2.54 mm Header Pins Length (mm):
42 Width (mm): 33.5 Height (mm): 11.5 Weight (g): 20 Shipping Weight:
0.022 kg Shipping Dimensions (L x W x Hcm): 8 x 6 x 3

Operating Frequency (MHz): 13.56 Reading Distance (m): 2 cm to 5 cm
Supply Voltage (V): 3.3V Operating Current (mA): 13 ~ 26 SPI data rate
(Mbit/s): 10 Length (mm): 60 Width (mm): 39.5 Weight (g): 20

Product Type: RFID Reader Kit Operating Frequency: 13.56 MHz
Operating Voltage: 3.3V Read Range: ~2-5 cm

Model: MQ-7 Ambient temperature: -20 ~ + 50 °C Characteristic gas: 100
ppm CO Heating current: ? 180 mA Heating power: approx. 350 mW
Heating resistance: + 31 ? Heating voltage: 5.0V + 2V /1.5 + 1V
Humidity: ? 95% RH Operating Voltage: 5 V Oxygen content: 21%.
Range: 10 ~ 1000 ppm Return time: ? 30 s Sensitivity: ? 3%. Length: 3.5
cm Height: 1.1 cm Width: 2 cm

Item Type: Multimeter Model Type: Digital Multimeter (DT830D Type)
Probe Length: 60 cm Length: 120 mm Width: 70 mm Height: 27 mm
Weight: 160 g Shipping Weight: 0.18 kg Shipping Dimensions: 15 x 8 x
3.5cm
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