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EDD-
00003-A

RGB LED
Module

ED -
Electronic
Device

ED Series / XINGLIGHT,
XINGLIGHT

5mm RGB LED module with a common cathode
configuration and transparent lens for vibrant multi-color
illumination. Combines red, green, and blue LEDs in a
single through-hole package, enabling a wide range of
colors through color mixing. Ideal for indicator panels,
Arduino projects, DIY electronics, decorative lighting,
visual feedback systems, and educational applications.

Manufacturer: XINGLIGHT Model No.: XL-A524SURSYGC Package: Plugin, D = 5mm
Forward Current (mA): 20 Color Temperature: - Peak Wavelength (nm): 640 (Red) 572
(Green: Yellow) Luminous Intensity (mcd): 600 (Red) 550 (Green: Yellow) Lens Color:
Colorless Transparent Diode Configuration: Common Cathode Wavelength – Dominant
(nm): 635–640 (Red) 565–575 (Green: Yellow) Operating Temperature (°C): -20 ~ +85
Illumination Color: Red, Green-Yellow Viewing Angle: 30° Lamp Holder Type: 5mm
Round Head Power (mW): 50 Forward Voltage (Vf): 2.3V (Red) 2.4V (Green: Yellow)
Mounting Type: Through Hole Compliance: RoHS

RGB LED • 5mm LED •
Common Cathode LED •
Indicator LED • Through Hole
LED

EDT-
00005-A

Humidity
Device

ED -
Electronic
Device

Aosong Electronics,
Aosong Electronics,
Bosch, Sensirion

The Humidity Sensor Module is a digital sensor used to
measure relative humidity and moisture levels in the air.
It provides reliable environmental data for weather
stations, IoT systems, greenhouse monitoring,
automation, and embedded electronics projects. It helps
monitor climate conditions and supports applications
requiring humidity control and environmental sensing.

Operating Voltage: 3.3V – 5V Humidity Range: 0% – 100% RH Humidity Accuracy: ±2%
RH to ±5% RH Operating Temperature: -40°C to +125°C

Humidity Sensor • RH sensor
• environmental sensor •
digital sensor • air moisture
sensor

EMS-
00001-A

MQ-2
Gas
Sensor

EM -
Electronic-
Electrical
Modules

Hanwei Electronics
Group Corporation,
Zhengzhou Winsen
Electronics Technology
Co., Ltd.

The MQ-2 Gas Sensor Module detects combustible
gases such as LPG, methane, hydrogen, alcohol vapor,
and smoke. It uses a SnO? sensing element and
provides both analog and digital outputs with adjustable
sensitivity. Ideal for gas leakage detection, safety
systems, fire alarms, environmental monitoring, smart
home applications, and Arduino-based electronics
projects.

Sensor Model: MQ-2 Detection Range: 300 – 10,000 ppm Detectable Gases: LPG,
Butane, Propane, Methane (CH?), Hydrogen (H?), Alcohol, Smoke, CO Sensing
Material: Tin Dioxide (SnO?) Operating Voltage: 5V DC Digital Output Voltage: 0V or 5V
(TTL Logic) Analog Output: Yes Sensitivity Adjustment: Onboard Potentiometer Preheat
Time: 20 seconds (minimum) Dimensions (mm): 36 × 20 × 21 Weight (g): 8 Shipping
Weight: 0.012 kg Shipping Dimensions (cm): 4 × 4 × 4

Arduino Compatible • MQ-2
Sensor • LPG Gas Sensor •
Smoke Detector • SnO2
Sensor • Combustible Gas
Module • 5V Gas Sensor •
Gas Leakage Detector

TLP-
00004-A

Cordless
Power
Drill

TL - Tools
Bosch, Robert Bosch
GmbH

The Professional is a compact 12V cordless impact drill
designed for drilling and screwdriving in wood, metal,
and masonry. It features variable speed control, reverse
rotation, and impact drilling for versatile use.
Lightweight and durable, it is easy to handle and ideal
for professional work, home repairs, and DIY projects
requiring reliable and portable power tool performance.

Voltage: 12V Battery Type: Lithium-Ion No Load Speed: 0–400 / 0–1500 RPM Chuck
Capacity: 10 mm Max Torque: 30 Nm Impact Rate: Up to 22,500 BPM

DIY Tool • Cordless Drill •
Impact Drill • 12V Drill • Power
Tool • Electric Drill •
Professional Drill • Bosch Tool


