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No Image
MMD-
00001-A

Mini DC
Motor

MM -
Mechanical
Module

Roboman, Rytronics, Singh
Varieties, Ercoms
Robotics, Robiz (OEM)

The Compact 3–6V DC Mini Motor is a small low-voltage motor
used in robotics and DIY electronics projects. It provides
smooth rotation for lightweight applications. It is commonly
used in mini robots, Arduino cars, and educational kits for
driving wheels and simple mechanisms.

Motor Size: 38 × 20 × 15 mm Shaft Diameter: 2 mm Shaft Length (Axial): 9
mm Operating Voltage: 3V – 6V Motor Type: DC Motor

dc motor • Mini Motor • 3V
Motor • Arduino Motor • DIY
Robotics • Smart Car Motor

EDD-
00005-C

Voltage
Regulator

ED -
Electronic
Device

Texas Instruments,
STMicroelectronics, ON
Semiconductor, Fairchild
Semiconductor

The LM7806 Voltage Regulator is a fixed-output regulator that
provides a stable 6V DC supply from a higher input voltage. It
includes built-in thermal and short-circuit protection. It is widely
used in Arduino projects, robotics, sensor circuits, battery-
powered devices, and embedded systems requiring regulated
power.

Device Type: Linear Voltage Regulator Output Voltage: 6V DC Package
Type: TO-92 Input Voltage Range: 8V – 20V Output Current: Up to 100mA

voltage regulator • TO-92
regulator • linear regulator •
power supply IC • LM7806 • 6V
regulator

EMA-
00010-C

L293D
Motor
Driver

EM -
Electronic-
Electrical
Modules

Texas Instruments,
STMicroelectronics,
SparkFun

The L293D Motor Driver IC is a dual H-Bridge driver used to
control the speed and direction of DC and stepper motors. It
acts as an interface between microcontrollers and higher-
current motors, enabling reliable bidirectional motor control. It
is widely used in robotics, automation, and embedded projects.

Product Type: Motor Driver IC Driver Type: Dual H-Bridge Motor Channels: 2
DC Motors / 1 Stepper Motor Logic Voltage: 4.5V – 7V Motor Supply Voltage:
4.5V – 36V

Arduino Motor Driver • Stepper
Motor Driver • Robot Motor
Controller • L293D Motor Driver
• L293D IC • Dual H-Bridge
Driver • DC Motor Driver IC •
L293D Driver Module

No Image
EMA-
00010-D

Dual Motor
Driver

EM -
Electronic-
Electrical
Modules

Texas Instruments,
STMicroelectronics,
SparkFun

The L293D Motor Driver IC is a dual H-Bridge driver used to
control DC and stepper motors with microcontrollers like
Arduino, ESP32, and Raspberry Pi. It enables low-power
circuits to drive higher-current motors safely and supports
bidirectional motor control with built-in protection diodes.

Product Type: Motor Driver IC IC Type: Dual H-Bridge Motor Channels: 2 DC
Motors or 1 Stepper Motor Logic Voltage: 4.5V – 7V Motor Voltage: 4.5V –
36V Output Current: 600mA per channel

Arduino Motor Driver • Stepper
Motor Driver • Robot Motor
Controller • L293D Motor Driver
• L293D IC • Dual H-Bridge
Driver • DC Motor Driver IC •
L293D Driver Module

EMC-
00004-A

Bluetooth
Module

EM -
Electronic-
Electrical
Modules

HC Series / Generic
Compatible, Waveshare,
KEYESTUDIO,
SunFounder

The HC-05 Bluetooth Module is a 6-pin wireless
communication device used for UART-based data transfer
between microcontrollers and Bluetooth-enabled devices.
Operating in the 2.4GHz ISM band with GFSK modulation, it
supports both Master and Slave modes. Featuring AT
command configuration and an onboard push button for AT
mode access, it is ideal for wireless control, automation, and
IoT projects.

Operating Voltage: 3.6V – 6V DC Input Current: 50 mA Operating Frequency:
2.4 GHz ISM Band Modulation Type: GFSK (Gaussian Frequency Shift
Keying) Emission Power: 4 dBm (Class 2) Receiver Sensitivity: -84 dBm at
0.1% BER Maximum Range: 10 meters (typical) Interface Pins: EN/KEY,
VCC, GND, TXD, RXD, STATE AT Command Support: Yes Onboard Button:
Yes (AT Mode Selection) Length (mm): 43 Width (mm): 16.5 Height (mm): 7
Weight (g): 5 Shipping Weight: 0.01 kg Shipping Dimensions (cm): 5 × 3 × 1

HC-05 • Bluetooth Module •
UART Bluetooth • 6-Pin
Bluetooth • Master Slave
Module • Arduino Bluetooth

EMS-
00013-A

IR
Obstacle
Sensor

EM -
Electronic-
Electrical
Modules

Generic OEM
Manufacturer, Keyestudio,
HiLetgo, Elegoo,
SunFounder

The Infrared Obstacle Avoidance Sensor Module is used to
detect nearby objects using infrared light reflection. It provides
a digital output when an obstacle is detected. It is commonly
used in robotics, Arduino smart cars, and obstacle detection
systems.

Sensor Type: Infrared Reflective Obstacle Sensor Operating Voltage: 3.6V -
5V DC Output Type: Digital (Active Low) Main IC: LM393 Comparator
Average Current Consumption: 0.06 mA Detection Angle: 35° Detection
Distance: 2 cm – 30 cm (adjustable) Interface Pins: VCC, GND, OUT
Indicator LED: Yes (Obstacle Detection Indicator) Sensitivity Adjustment:
Onboard Potentiometer Dimensions (mm): 48 × 14 × 8 Weight (g): 5 Shipping
Weight: 0.01 kg Shipping Dimensions (cm): 5 × 4 × 1

IR Obstacle Sensor • Infrared
Reflective Module • LM393
Comparator • Active Low
Output • Proximity Sensor •
Arduino Compatible • Robot
Sensor

No Image
EMX-
00003-A

Arduino
Mega

EM -
Electronic-
Electrical
Modules

Arduino, Elegoo,
RobotDyn, Keyestudio,
DFRobot, Waveshare

The Arduino Mega 2560 is a microcontroller board based on
the ATmega2560. It offers 54 digital I/O pins, 16 analog inputs,
multiple serial ports, and is designed for complex projects
requiring high I/O and memory. It is widely used in robotics,
automation, IoT systems, and large-scale embedded
applications.

Microcontroller Chip: ATmega2560 Analog I/O Pins: 16 Digital I/O Pins: 54 (of
which 14 provide PWM output) Flash Memory: 256 KB of which 8 KB used by
bootloader SRAM: 8 KB EEPROM: 4 KB DC Current per I/O Pin: 40 mA DC
Current for 3.3V Pin: DC Current for 3.3V Pin Operating Voltage: 5V Input
Voltage: 7V to 12V Input Voltage (limit): 6V-20V

Development Board • Arduino
Mega • ATmega2560 •
Embedded Systems • IoT
Board
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MMD-
00001-B

BO Motor
Dual Shaft

MM -
Mechanical
Module

Generic Robotics, Robu.in,
FlyRobo, DFRobot,
Keyestudio

The BO2 Side Shaft Plastic Gear Motor is a lightweight DC
geared motor used in robotics, smart cars, line follower robots,
obstacle avoidance robots, STEM kits, and Arduino projects. It
features a plastic gearbox with dual side shafts for easy wheel
mounting and smooth power transmission. It provides low-
speed, high-torque performance, making it ideal for
educational and DIY applications.

Product Type: Plastic Geared DC Motor Motor Type: BO2 Side Shaft Motor
Operating Voltage: 3V – 12V DC Rated Voltage: 6V DC Speed Range:
60RPM – 300RPM

Arduino Motor • BO Motor • DC
Gear Motor • BO2 Gear Motor •
Plastic Gear Motor • Side Shaft
Motor • Robot Motor

MMD-
00002-B

Servo
Motor

MM -
Mechanical
Module

TowerPro, MWduino
Compatible, Generic

Compact 9g micro servo motor with 180° rotation for precise
position control. Provides 1.2–1.6 kg·cm torque and fast
response, making it ideal for robotics, RC models, automation,
and educational projects. Compatible with Arduino and other
microcontrollers using standard PWM signals. Lightweight,
reliable, and easy to integrate into DIY and prototyping
applications.

Item Type: TowerPro Servo Motor Model Series: SG Series Model No.: SG90
Rotation (Degree): 180° Torque Rating (kg·cm): 1.2 to 1.6 Operating Voltage
(VDC): 3.0 – 7.2 Operating Speed @ 4.8V: 0.10 sec/60° Stall Torque @ 4.8V
(kg·cm): 1.2 Stall Torque @ 6.6V (kg·cm): 1.6 Operating Temperature (°C): -
30 to 60 Gear Type: Glass Fiber Servo Plug Type: JR Cable Length (cm): 25
Length (mm): 22.8 Width (mm): 12.6 Height (mm): 34.5 Weight (g): 9
Shipping Weight: 0.014 kg Shipping Dimensions (L × W × H): 8 × 6 × 4 cm

SG90 Servo • 9g Servo Motor •
Micro Servo • RC Servo •
Arduino Servo

MMD-
00002-C

Micro
Metal
Servo

MM -
Mechanical
Module

TowerPro, DFRobot,
Adafruit, SparkFun,
Waveshare

The MG90S Metal Gear Micro Servo Motor is a compact, high-
torque servo used in robotics, RC vehicles, robotic arms,
drones, pan-tilt systems, and Arduino projects. It features
durable metal gears for improved strength and long life.
Operating at 4.8V–6V with around 180° rotation, it provides
precise and reliable motion control in a lightweight design.

Product Type: Metal Gear Micro Servo Model: MG90S Operating Voltage:
4.8V – 6V DC Rotation Angle: 180° Stall Torque: 1.8kg·cm – 2.2kg·cm

Arduino Servo • Metal Gear
Servo • High Torque Servo •
Robotics Servo • MG90S Servo
• Micro Servo Motor • PWM
Servo

MMD-
00002-D

Digital
Servo
Motor

MM -
Mechanical
Module

TowerPro, Probots,
DFRobot, Adafruit,
SparkFun

The MG996R 360° Digital Servo Motor is a high-torque
continuous rotation servo used in robotics, robotic arms, RC
vehicles, automation systems, pan-tilt platforms, and Arduino
projects. It features strong metal gears and PWM control for
smooth and reliable operation. Its full 360° continuous rotation
makes it ideal for applications requiring controlled motion and
high torque.

Product Type: Digital Servo Motor Model: MG996R Rotation Type: 360°
Continuous Rotation Operating Voltage: 4.8V – 7.2V DC Rated Voltage: 6V
DC Stall Torque: 10kg·cm – 13kg·cm

Arduino Servo • MG996R Servo
• 360 Degree Servo • Digital
Servo Motor • Metal Gear Servo
• High Torque Servo • Robotics
Servo

MMD-
00003-A

Micro gear
motor

MM -
Mechanical
Module

Pololu, DFRobot, Adafruit,
SparkFun

N20 micro gear motors are compact DC motors with integrated
metal gearboxes that provide low-speed, high-torque
performance in a small size. They are widely used in robotics,
smart cars, line follower robots, automation systems, and DIY
electronics projects. Their compact design makes them ideal
for space-constrained and educational applications requiring
precise and reliable motion control.

Product Type: Micro Gear Motor Operating Voltage: 3V – 12V DC Rated
Voltage: 6V DC Speed Range: 15RPM – 1000RPM Shaft Diameter: 3 mm

Mini Motor • Arduino Motor •
Robotics Motor • Metal Gear
Motor • N20 Motor • Micro Gear
Motor • DC Gear Motor

MMD-
00005-A

Mini Water
Pump

MM -
Mechanical
Module

Adafruit, SunFounder,
DFRobot, Generic Pump
Manufacturer

Mini submersible water pumps are compact DC-powered
pumps used for water circulation in fountains, aquariums,
hydroponics, cooling systems, and automatic watering
projects. They operate fully submerged and provide smooth,
low-noise, continuous water flow. Lightweight and easy to
install, they are ideal for Arduino, DIY, and educational
applications.

Product Type: Mini Submersible Water Pump Operating Voltage: 3V – 6V DC
Rated Voltage: 5V DC Current Consumption: 100mA – 220mA Flow Rate: 80
– 120 L/H Outlet Diameter: 7mm – 8mm

Mini Water Pump • Submersible
Pump • DC Water Pump •
Aquarium Pump • DIY Pump •
Arduino Water Pump • Micro
Pump

MMM-
00001-A

BO Motor
MM -
Mechanical
Module

FlyRobo, RoboticsDNA,
RoboElements

The 100 RPM Dual Shaft BO Motor is a low-voltage DC
geared motor used for robotics and motion control. It provides
good torque at 3–6V and features a dual shaft for easy wheel
mounting. It is widely used in robot cars, DIY projects, and
educational kits.

Gearbox Shape: Straight Operating Voltage: 3 ~ 6 V Rated Speed After
Reduction: 100 RPM Shaft Diameter: 0.55 cm (Double) Shaft Length: 0.85
cm Dimensions (LxWxH): 7 x 2.3 x 1.9 cm

robotics • arduino • BO Motor •
Gear Motor • Smart Car


