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Adapter

Power
Adapter

Power
Supply
Adapter

DC Jack
Connector

Category

EM - Electronic-
Electrical
Modules

EM - Electronic-
Electrical
Modules

EM - Electronic-
Electrical
Modules

MM -
Mechanical
Module

Manufacturer

Mean Well, Hi-Link,
Delta Electronics

Mean Well, Hi-Link,
Delta Electronics

Generic / OEM, Mean
Well, Delta Electronics,
LEICKE

CUI Devices, Kycon,
SparkFun, Adafruit

Description

The 9V Wall Power Supply Adapter is an AC-to-DC adapter that provides
a stable 9V DC output for electronic devices and circuits. It converts AC
mains power into regulated DC power and is commonly used for Arduino
boards, sensors, routers, audio devices, and DIY electronics projects.

The 5V Wall Power Supply Adapter is an AC-to-DC adapter that provides
a stable 5V DC output for electronic devices and circuits. It converts mains
AC power into low-voltage DC and is commonly used for Arduino boards,
sensors, loT devices, LED systems, and other electronics projects.

The 12V 2A SMPS Power Adapter is a regulated power supply that
converts 100-240V AC to 12V DC output. It provides stable power up to
2A and is commonly used for Arduino projects, routers, DC motors, LCDs,
and other electronic devices.

The 9V DC Jack Connector is a power connector used to supply DC
power to electronic circuits and devices. It provides a secure connection
between power adapters and systems. It is commonly used in Arduino
projects, robotics, embedded systems, and DIY electronics for stable
power delivery.

Specification

Product Type: AC to DC Power Adapter Output Voltage: 9V DC
Input Voltage: 100V — 240V AC Output Current: 500mA / 1A/ 2A
Frequency: 50/60 Hz

Product Type: AC to DC Power Adapter Output Voltage: 5V DC
Input Voltage: 100V — 240V AC Output Current: 1A/ 2A / 3A
Power Supply Type: SMPS

Input Voltage: 100-240V AC Output Voltage: 12V DC Maximum

Output Current: 2A Output Connector Size: 5.5 x 2.5 mm Polarity:

Center Positive Operating Temperature: -25°C to +60°C Shipping
Weight: 0.02 kg Shipping Dimensions: 10 x 6 x 6 cm

Connector Type: DC Barrel Jack Input Voltage: 9V DC Connector
Size: 5.5mm x 2.1mm

Wall Power Supply « Arduino
Power Adapter « 9V Power
Adapter » 9V DC Adapter » 9V
SMPS Adapter

SMPS Adapter « 5V Power
Adapter « 5V DC Adapter ¢
Wall Power Supply ¢ Arduino
Power Adapter

12V Adapter « 12V 2A Power
Supply « SMPS Adapter » AC-
DC Adapter * 5.5x2.5mm
Power Adapter

DC jack * 9V connector «
barrel jack ¢ power connector
* DC socket » Arduino power
jack



