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EMS-
00003-C

Accelerometer
module

EM - Electronic-
Electrical
Modules

Freescale
Semiconductor,
DFRobot, Elecrow

The MMA7361 Accelerometer Module is a low-power 3-axis analog accelerometer
used to measure acceleration, tilt, vibration, orientation, and motion along the X, Y,
and Z axes. Based on the Freescale/NXP MMA7361L MEMS sensor, it provides
analog voltage outputs proportional to acceleration values. It is widely used in
robotics, motion tracking, gaming devices, and Arduino-based projects.

Product Type: 3-Axis Accelerometer Module
Model: MMA7361L Sensor Type: MEMS
Accelerometer Axes: X, Y, Z Operating Voltage:
3.3V – 5V DC

Tilt Sensor Module • MMA7361
Accelerometer • Triple Axis
Accelerometer • 3-Axis Accelerometer
Module

EMS-
00022-A

Analog Piezo
Module

EM - Electronic-
Electrical
Modules

Generic Electronics,
DFRobot, SparkFun,
Adafruit

The Analog Piezoelectric Vibration Module uses a ceramic disc to detect
vibrations, knocks, and mechanical stress. It generates an analog voltage based
on the strength of the vibration using the piezoelectric effect. Unlike digital
sensors, it measures vibration intensity, making it useful for Arduino projects,
touch sensing, impact detection, and monitoring applications.

Product Type: Analog Vibration Sensor Module
Sensing Element: Piezoelectric Ceramic Disc
Output Type: Analog Voltage Output Operating
Voltage: 3.3V – 5V DC Operating Current: < 1
mA

Shock Sensor • Piezo Vibration Sensor
• Analog Piezo Module • Ceramic
Vibration Sensor • Knock Sensor •
Arduino Piezo Sensor • Vibration
Detection Module


