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Part . S
Image Categor Manufacturer Description Specification
9 Number gory p P
5mm high-brightness RGB LED module with a common anode Manufacturer: Generic Model Type: Common Anode RGB LED Package: 5mm Round
ED- Jameco ValuePro configuration. Emits red, green, and blue light, allowing a wide (Clear Lens) Color: Red, Green, Blue Configuration: Common Anode Brightness: High RGB LED « 5mm LED
NN EDD- RGB LED Electronic Jameco ValueProy range of colors through color mixing. Suitable for status indicators, Current Consumption: Low Operating Voltage: 2.0-3.2V (per color) Forward Current « Indicator LED «

i% 00003-B Module Device Adafruit Industriesy Arduino projects, decorative lighting, educational experiments, (mA): 20 (per channel) Power Efficiency: High Luminous Output, Low Heat Material: Through Hole LED
displays, and DIY electronics. Easy to interface with Epoxy Resin, Gold Wire Leads Mounting Type: Through Hole Item Size: 5mm Shipping Common Anode LED
microcontrollers for dynamic lighting and visual effects. Weight: 0.001 kg Shipping Dimensions (L x W x H): 1 x 1 x 1 cm
The Single Digit Common Anode 7-Segment Display is an LED Numeric Display * 7

7 ED - . ) ; display used to show numeric digits in electronic circuits. It offers Display Type: 1 Digit 7 Segment LED Display Configuration: Common Anode Operating segment display ¢
EDD- . Kingbright, Lite-On, N . . . N X — . C o

Segment Electronic . bright, low-power number display and is easy to interface with Voltage: 1.8V — 2.2V per Segment Number of Pins: 10 Pins Digit Height: 0.36 Inch — common anode
00004-B N R Everlight, Broadcom . . . . . N N -

Display Device microcontrollers. It is commonly used in Arduino projects, counters, 0.56 Inch display  single digit

timers, clocks, calculators, and control systems. display « LED display



