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COC-
00008-A

Desoldering
Wick

CO -
Consumables

Noel Solder Wire, Hakko,
Velleman, Pro’sKit

Desoldering Wick (Solder Braid) is a copper mesh used to absorb and
remove molten solder from PCB joints. It is commonly used for
desoldering components, cleaning pads, and circuit repair in
electronics work.

Material: Copper (Braided with Flux Coating) Width: 2.5 mm Usage:
PCB Desoldering / Rework Shipping Weight: 0.008 kg Shipping
Dimensions: 8 × 5 × 2 cm

Desoldering Wick • Solder
Braid • 2.5mm • Copper •
Flux Coated • PCB Rework •
DIY • Repair • Lab Use

COC-
00004-A

Desoldering
Wick

CO -
Consumables

Generic
Desoldering wick is a copper braid used to remove solder from
electronic joints. It works with a soldering iron to absorb molten solder
for clean PCB repair and rework.

Item Type: Desoldering Wick Material: Suitable for Comfortable
Desoldering Length: 1.5 m Width: 1.85 mm Thickness: Suitable for
Comfortable Desoldering Application: Faster & Cleaner Electronics
Desoldering Shipping Weight: 0.008 kg Shipping Dimensions (L × W
× H): 6 × 5 × 1 cm

Desoldering Wick • Solder
Braid • PCB Repair • 100%
Copper • Solder Removal •
Flux-Assisted • Electronics
Rework • 1.5m

COE-
00002-A

Hookup Wire
Kit

CO -
Consumables

Plusivo

The Assorted 30AWG Silicone Hookup Wire Kit is a flexible wiring set
for electronics and prototyping. It includes multiple colored wires, heat
shrink tubes, and accessories for easy circuit building. It is widely used
in Arduino projects, robotics, and embedded system wiring.

Brand: Plusivo Item Type: Hookup Wire Kit Wire Gauge: 30 AWG
Conductor Material: 0.08 mm Tinned Copper (Stranded) Insulation
Material: Silicone Rated Voltage: 300 V Rated Temperature: 200°C
Wire Length: 20 meters per color (6 colors) Total Wire Length: 120
meters Weight: 285 g Shipping Weight: 0.27 kg Shipping Dimensions
(L × W × H): 15 × 7 × 7 cm

Hookup Wire • Silicone Wire
• Stranded Wire • 30AWG •
Prototyping • Electronics

COE-
00003-A

Hook-Up
Wire

CO -
Consumables

Alpha Wire, Belden,
Adafruit

The Single Strand Hook-Up Wire is an electrical conductor used for
circuit connections in prototyping, PCB wiring, robotics, and
embedded systems. It provides reliable conductivity and flexible
routing for low-voltage applications. It is commonly used in Arduino
projects, DIY electronics, control circuits, and signal/power
connections.

Wire Type: Single Strand Hook Up Wire Conductor Material: Copper
Wire Gauge: 22AWG – 26AWG Rated Voltage: 300V Temperature
Rating: 80°C

Breadboard Wire • Jumper
Wire • hook up wire • single
core wire • copper wire •
PCB wire

EDA-
00002-A

Alligator
Cable

MM -
Mechanical
Module

Generic / OEM,
KEYESTUDIO

10-pin jumper wire set featuring insulated alligator (crocodile) clips on
one end and female Dupont connectors on the other. Designed for
quick and secure temporary electrical connections in DIY projects,
prototyping, and laboratory testing. Widely used in school physics
labs, breadboard testing, circuit assembly, and component holding
during soldering.

Item Type: Electronics Accessory Jumper Type: Female Clip Length:
22.6 mm Cable Length: 20 cm Material: Copper with Plastic
Insulation Shipping Weight: 0.04 kg Shipping Dimensions: 7 × 4 × 2
cm

Alligator Clip Wire • Dupont
Jumper Wire • 10 Pin
Jumper • Crocodile Clip
Cable • 20cm Test Lead

EDM-
00009-A

PCB
Prototype
Board

ED - Electronic
Device

Bud Industries, Twin
Industries, BusBoard
Prototype Systems,
Keyestudio, Generic / OEM

The 4×6 cm Universal PCB Prototype Board is a durable prototyping
board used for building and testing electronic circuits. It features a
HASL finish and precision drilled holes for easy soldering. It is
commonly used in Arduino projects, embedded systems, and DIY
electronics development.

Item Type: PCB Prototype Board Dimensions: 4 × 6 cm Length: 60
mm Width: 40 mm Board Thickness: 1.6 mm Copper Thickness: 1–4
oz Minimum Hole Size: 0.3 mm Weight (Unit): 6 g Pack Quantity: 2
Pieces Shipping Weight: 0.01 kg Shipping Dimensions: 7 × 5 × 1 cm

Double-Sided PCB • 4x6 cm
• FR4 • Prototype Board •
2.54mm Pitch • DIY
Electronics

MMK-
00001-A

Jumper Wire
Kit

MM -
Mechanical
Module

SparkFun, Adafruit, Pololu,
Generic

The Jumper Wire Kit is a set of male-to-male, male-to-female, and
female-to-female wires used for breadboard prototyping and circuit
connections. It enables easy, solder-free connections between
components, sensors, and microcontrollers. It is widely used in
Arduino projects, robotics, IoT systems, educational kits, and DIY
electronics.

Cable Types: Male-Female, Male-Male, Female-Female Quantity: 80
MF, 80 MM, 80 FF Wire Length: 10cm – 30cm Conductor Material:
Copper

Breadboard Wire • jumper
wires • Dupont cable • MF
cable • MM cable • FF cable
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TLM-
00004-A

Metal
Hacksaw
Blade

TL - Tools
Taparia Tools Ltd, Stanley
Tools, Bosch, DeWalt, JK
Files & Tools, Ultra Tools

Metal cutting hacksaw blades are used for cutting steel, iron,
aluminum, copper, pipes, rods, and metal sheets. Made from bi-metal
or HSS, they offer good strength, sharpness, and durability. Higher
TPI gives smoother and more precise cuts. These blades are widely
used in workshops, fabrication, maintenance, and DIY metalworking
projects for reliable cutting performance.

Blade Length: 150 mm / 300 mm Material: Bi-Metal / HSS / Carbon
Steel Application: Metal Cutting, Workshop, DIY

Hacksaw Blade • Metal
Cutting Blade • Bi-Metal
Blade • DIY Tool Blade •
HSS Blade • Steel Cutting
Blade • Hand Saw Blade


