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No Image
EDS-
00003-A

Temperature
Sensor

ED - Electronic
Device

Maxim Integrated,
Dallas Semiconductor,
Adafruit, SparkFun

The DS18B20 Temperature Sensor is a digital temperature
sensor that provides accurate temperature measurements using
the One-Wire communication protocol. It allows multiple sensors
to share a single data line and delivers calibrated digital readings.
The sensor is widely used in weather stations, automation
systems, industrial monitoring, IoT devices, and Arduino projects.

Sensor Type: Digital Temperature Sensor Communication: One-Wire
Interface Operating Voltage: 3.0V – 5.5V Temperature Range: -55°C to
+125°C

Temperature Sensor • digital
sensor • DS18B20 • one wire
sensor • Arduino temperature
sensor

EDT-
00005-A

Humidity
Device

ED - Electronic
Device

Aosong Electronics,
Aosong Electronics,
Bosch, Sensirion

The Humidity Sensor Module is a digital sensor used to measure
relative humidity and moisture levels in the air. It provides reliable
environmental data for weather stations, IoT systems,
greenhouse monitoring, automation, and embedded electronics
projects. It helps monitor climate conditions and supports
applications requiring humidity control and environmental
sensing.

Operating Voltage: 3.3V – 5V Humidity Range: 0% – 100% RH Humidity
Accuracy: ±2% RH to ±5% RH Operating Temperature: -40°C to +125°C

Humidity Sensor • RH sensor
• environmental sensor •
digital sensor • air moisture
sensor

EMS-
00002-A

Temp
Humidity
Sensor

EM -
Electronic-
Electrical
Modules

EM Series / Generic
Compatible,
KEYESTUDIO,
SunFounder, DFRobot

Digital temperature and humidity sensor module with calibrated
single-wire serial output for easy interfacing. Features an
onboard pull-up resistor and LED status indicator for reliable
operation. Suitable for weather stations, environmental
monitoring, smart home systems, Arduino projects, and IoT
applications requiring accurate temperature and humidity
measurements.

Item Type: Sensor Model: DHT11 Temperature and Humidity Sensor
Measuring Temperature Range (°C): 0 – 50 Temperature Accuracy: ± 2 °C
Humidity Range: 20 – 95 % RH Humidity Accuracy: ± 5 % RH Resolution: 16
bit Output Form: Digital Output (Single Wire Serial) Operating Voltage (VDC):
3 – 5 Operating Current (mA): ? 2.5 Dimensions (L × W × H mm): 31 × 14 ×
7.5 Weight (g): 5 Shipping Weight: 0.01 kg Shipping Dimensions (L × W × H
cm): 5 × 5 × 2

DHT11 • Temperature
Sensor • Humidity Sensor •
Digital Temp Sensor •
Arduino Climate Sensor

No Image
EMS-
00007-A

Temperature
Sensor

EM -
Electronic-
Electrical
Modules

Maxim Integrated,
DFRobot, SparkFun

The DS18B20 Temperature Sensor Module is a digital
temperature sensor that uses the 1-Wire communication protocol
for accurate readings. Developed by Dallas Semiconductor, it
provides calibrated digital output with high precision and supports
multiple sensors on a single data line. It is widely used in weather
stations, automation systems, industrial monitoring, and Arduino
projects.

Product Type: Digital Temperature Sensor Model: DS18B20 Communication
Protocol: 1-Wire Operating Voltage: 3V – 5.5V DC Temperature Range: -
55°C to +125°C Accuracy: ±0.5°C

DS18B20 Temperature
Sensor • Waterproof
Temperature Sensor • Digital
Temperature Sensor • One
Wire Temperature Sensor

EMS-
00010-F

MQ-7 Sensor

EM -
Electronic-
Electrical
Modules

Hanwei Electronics,
Zhengzhou Winsen
Electronics, DFRobot

The MQ-7 Carbon Monoxide Sensor Module is a gas sensor
used to detect carbon monoxide (CO) in the air. It measures
changes in conductivity to provide analog and digital outputs. It is
widely used in safety systems, air quality monitoring, and IoT
projects.

Model: MQ-7 Ambient temperature: -20 ~ + 50 °C Characteristic gas: 100
ppm CO Heating current: ? 180 mA Heating power: approx. 350 mW Heating
resistance: ± 31 ? Heating voltage: 5.0V ± 2V / 1.5 ± 1V Humidity: ? 95% RH
Operating Voltage: 5 V Oxygen content: 21%. Range: 10 ~ 1000 ppm Return
time: ? 30 s Sensitivity: ? 3%. Length: 3.5 cm Height: 1.1 cm Width: 2 cm

arduino • MQ7 • Carbon
Monoxide Sensor • CO
Sensor • Gas Detector • Air
Quality Sensor


