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Name Category Manufacturer Description Specification Tags

EDM-
00007-A

Female
Header
Strip

ED -
Electronic
Device

Samtec, Amphenol,
Harwin, TE
Connectivity, Molex

The 2×40 Pin Female Double Row Header Strip is a PCB connector with
two rows of 40 pins used for board-to-board and module connections. It
provides reliable and organized electrical connectivity and is commonly
used in Arduino shields, Raspberry Pi interfaces, embedded systems,
and prototyping projects.

Pitch Size: 2.54mm (0.1 Inch) Connector Type: Female Header Socket
Number of Pins: 40 Pins Mounting Type: Through Hole Current Rating:
3A Typical

PCB Connector • 2.54mm
Header • Female Header •
Socket Header • Arduino
Connector • Female Pin
Header

EDM-
00008-A

Female
Connector

ED -
Electronic
Device

Amphenol, TE
Connectivity, Molex

The RJ11 4P4C Female Connector is a modular socket used for
telephone and communication wiring applications. It provides a secure
connection for telephone cables, modems, intercom systems, and low-
speed data communication lines. It is widely used in landline networks,
IoT projects, electronics prototyping, and communication systems.

Connector Type: RJ-11 4P4C Female Jack Number of Contacts: 4 Pin
(4P4C) Material: Thermoplastic Housing with Metal Contacts Rated
Voltage: Low Voltage Signal (

RJ11 connector • 4P4C female
jack • telephone adapter •
modular connector •
communication jack

EDA-
00002-A

Alligator
Cable

MM -
Mechanical
Module

Generic / OEM,
KEYESTUDIO

10-pin jumper wire set featuring insulated alligator (crocodile) clips on
one end and female Dupont connectors on the other. Designed for quick
and secure temporary electrical connections in DIY projects, prototyping,
and laboratory testing. Widely used in school physics labs, breadboard
testing, circuit assembly, and component holding during soldering.

Item Type: Electronics Accessory Jumper Type: Female Clip Length:
22.6 mm Cable Length: 20 cm Material: Copper with Plastic Insulation
Shipping Weight: 0.04 kg Shipping Dimensions: 7 × 4 × 2 cm

Alligator Clip Wire • Dupont
Jumper Wire • 10 Pin Jumper •
Crocodile Clip Cable • 20cm
Test Lead

MMC-
00001-C

F-F Jumper
Wire

MM -
Mechanical
Module

TWIN INDUSTRIES

20 cm Female-to-Female jumper wires for reliable connections between
pins or headers. &nbsp;Pack of 20 flexible, color-coded wires compatible
with breadboards and Arduino projects. &nbsp;Ideal for prototyping,
testing, educational use, and sensor connections.

Cable Type: Female to Female Cable Length (cm): 20 Quantity (pcs):
20 Connector Type: Female Header ? Female Header Color Coding:
Multi-color (10–20 assorted colors) Compatibility: Breadboards,
Arduino, Raspberry Pi, Sensors Weight (g): 17 Shipping Weight: 0.017
kg Shipping Dimensions (L × W × H): 10 × 7.5 × 2 cm

Female-to-Female Jumper •
Breadboard Wire • Arduino
Wire • Prototyping Cable •
20cm • Multi-color

MMC-
00001-A

M-F Jumper
Wire

MM -
Mechanical
Module

MWduino / Generic

20cm male-to-female jumper wires designed for flexible and reliable
circuit connections. Includes 20 multi-color wires with 2.54mm male pins
and female header connectors for easy interfacing. Ideal for Arduino,
Raspberry Pi, sensors, modules, breadboards, prototyping, testing, and
educational electronics projects.

Item Type: Jumper Wire Cable Type: Male to Female Cable Length
(cm): 20 Quantity (pcs): 20 Connector Type: Male Pin ? Female Header
Color Coding: Multi-color (10–20 assorted colors) Compatibility:
Breadboards, Arduino, Raspberry Pi, Sensors Weight (g): 16 Shipping
Weight: 0.016 kg Shipping Dimensions (L × W × H): 10 × 7.5 × 2 cm

Breadboard Wire • Arduino
Wire • Prototyping Cable •
Jumper Wire • Male to Female

MMK-
00001-A

Jumper
Wire Kit

MM -
Mechanical
Module

SparkFun, Adafruit,
Pololu, Generic

The Jumper Wire Kit is a set of male-to-male, male-to-female, and
female-to-female wires used for breadboard prototyping and circuit
connections. It enables easy, solder-free connections between
components, sensors, and microcontrollers. It is widely used in Arduino
projects, robotics, IoT systems, educational kits, and DIY electronics.

Cable Types: Male-Female, Male-Male, Female-Female Quantity: 80
MF, 80 MM, 80 FF Wire Length: 10cm – 30cm Conductor Material:
Copper

Breadboard Wire • jumper
wires • Dupont cable • MF
cable • MM cable • FF cable


