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Manufacturer

Keyes Electronics,
DFRobot, AZDelivery

Keyes Electronics,
Generic Electronics,
Keyestudio

Generic OEM
Manufacturer,
Keyestudio, HiLetgo,
Elegoo, SunFounder

Generic Electronics,
Generic Electronics,
DFRobot, SparkFun

Sensor Probe
Manufacturer,
Comparator Module
Manufacturer, IC
Manufacturer

Generic Electronics,
DFRobot, SparkFun,
Keyestudio

Generic Electronics,
DFRobot, SparkFun,
FlyRobo

Description

The Sound Detector Module (Blue) is a microphone-based sensor
used to detect surrounding sounds and convert them into electrical
signals. It typically combines an electret microphone with an LM393
comparator to provide both analog and digital outputs. The module
is widely used in sound-activated switches, noise monitoring, voice-
triggered systems, robotics, automation, and Arduino-based
projects.

The KY-036 Metal Touch Sensor Module is used to detect touch
from a human finger or conductive object by sensing changes in
conductivity. It uses an LM393 comparator and a transistor-based
circuit to provide analog and digital outputs. It is commonly used in
touch switches, security systems, automation, and Arduino projects.

The Infrared Obstacle Avoidance Sensor Module is used to detect
nearby objects using infrared light reflection. It provides a digital
output when an obstacle is detected. It is commonly used in
robotics, Arduino smart cars, and obstacle detection systems.

Water Level Sensor Module is used to detect water levels in tanks,
containers, and irrigation systems. It works using conductive tracks
that change resistance when in contact with water. It provides
analog output for level measurement and digital output for
threshold-based detection. It is commonly used in smart irrigation,
tank monitoring, and leak detection systems.

The Soil Moisture Sensor Module (YL-69 + FC-28) measures water
content in soil using resistive sensing technology. It provides both
analog (AO) and digital (DO) outputs, with adjustable sensitivity
through an onboard LM393 comparator. Ideal for smart irrigation
systems, plant monitoring, Arduino projects, greenhouse
automation, and loT-based environmental monitoring applications.

SW-520D Tilt Sensor Module is a simple digital sensor that detects
tilt, orientation change, vibration, or motion using a rolling metal ball
inside a cylindrical switch. When tilted beyond a threshold
(~10-15°), contacts connect/disconnect and produce a digital
HIGH/LOW output. Used in alarms, robotics, and Arduino projects.

SW-420 Vibration Sensor Module is used to detect vibration, shock,
and movement in security systems, robotics, and Arduino projects.
It uses an SW-420 sensor with an LM393 comparator to give a
digital output when vibration is detected. The sensitivity can be
adjusted using an onboard potentiometer.

Specification

Product Type: Sound Detection Sensor Model: KY-038 / KY-037 Main IC:
LM393 Comparator Operating Voltage: 3.3V — 5V DC

Product Type: Metal Touch Sensor Module Model: KY-036 Main IC: LM393
Comparator Operating Voltage: 3.3V -5V DC

Sensor Type: Infrared Reflective Obstacle Sensor Operating Voltage: 3.6V -
5V DC Output Type: Digital (Active Low) Main IC: LM393 Comparator
Average Current Consumption: 0.06 mA Detection Angle: 35° Detection
Distance: 2 cm — 30 cm (adjustable) Interface Pins: VCC, GND, OUT
Indicator LED: Yes (Obstacle Detection Indicator) Sensitivity Adjustment:
Onboard Potentiometer Dimensions (mm): 48 x 14 x 8 Weight (g): 5
Shipping Weight: 0.01 kg Shipping Dimensions (cm): 5 x 4 x 1

Product Type: Water Level Sensor Module Sensor Type: Conductive Water
Sensor Operating Voltage: 3.3V — 5V DC Comparator IC: LM393

Sensor Type: Resistive Soil Moisture Sensor Operating Voltage: 3.3V — 5V
DC Output Type: Analog (AO) and Digital (DO) Digital Output: 0 or 1 (TTL
Logic) Measurement Principle: Resistance-based conductivity measurement
Sensitivity Adjustment: Onboard Potentiometer (for digital threshold) Probe
Dimension: Approx. 6 cm x 3 cm Cable Length: 20 cm Interface Pins: VCC,
GND, DO, AO Shipping Weight: 0.02 kg Shipping Dimensions (cm): 8 x 6 x
3

Product Type: Tilt / Angle Sensor Module Sensor Type: Ball Switch (SW-
520D) Output Type: Digital (0 / 1) Operating Voltage: 3.3V — 5V DC
Comparator IC: LM393

Product Type: Vibration Sensor Module Sensor Model: SW-420 Comparator
IC: LM393 Operating Voltage: 3.3V — 5V DC Output Type: Digital Output

Sound Detector Module « KY-
038 Sound Sensor « LM393
Sound Sensor » Microphone
Sensor Module

KY-036 Metal Touch Sensor ¢
Human Body Touch Sensor ¢
Metal Touch Module « Touch

Detection Sensor

IR Obstacle Sensor ¢ Infrared
Reflective Module « LM393
Comparator « Active Low
Output * Proximity Sensor ¢
Arduino Compatible « Robot
Sensor

Water Detection Sensor ¢
Water Level Sensor « Liquid
Level Sensor « Analog Water
Sensor « Arduino Water
Sensor ¢ Level Detection
Module « Tank Level Sensor

Arduino Compatible ¢ Soil
Moisture Sensor ¢ YL-69 « FC-
28 + LM393 + Resistive Soil
Sensor ¢ Irrigation Sensor

SW-520D Sensor ¢ Tilt Sensor
Module « Angle Sensor « Ball
Switch Sensor ¢ Orientation
Sensor « Digital Tilt Switch ¢
Arduino Tilt Sensor

LM393 Sensor « SW-420
Sensor « Vibration Sensor
Module » Shock Sensor «
Alarm Sensor « Motion
Detection Sensor * Arduino
Vibration Sensor
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Electronic-
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Modules

Manufacturer

Generic Electronics,
DFRobot, SparkFun

Description

Rain Sensor Modules detect rain, water droplets, and moisture for
applications like weather monitoring, smart irrigation, robotics, and
Arduino projects. They include a sensor plate and LM393 module,
providing analog and digital outputs for accurate and adjustable
detection.

Specification

Product Type: Rain Detection Sensor Module Operating Voltage: 3.3V — 5V
DC Comparator IC: LM393 Sensitivity Adjustment: Potentiometer
Compatible Boards: Arduino, ESP32, Raspberry Pi

Rain Sensor Module « Rain
Drop Sensor « FC-37 Sensor *
YL-83 Rain Module « Water
Detection Sensor « Arduino
Rain Sensor « Weather Sensor



