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Category

ED -
Electronic
Device

ED -
Electronic
Device

MM -
Mechanical
Module

MM -
Mechanical
Module

MM -
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Manufacturer

Samtec, Amphenol,
Harwin, TE
Connectivity, Molex

Samtec, Amphenol,
Harwin, TE
Connectivity, Molex

MWduino / Generic

Male-to-Male Jumper
Wire (20 cm, Pack of
20)

TWIN INDUSTRIES

Description

The Break-Away Header Pin Strip is a customizable PCB connector
that can be cut to any length. It is used for through-hole mounting and
provides flexible pin configurations for electronic circuits. It is
commonly used in Arduino projects, embedded systems, shields, and
prototyping applications.

The 2x40 Pin Female Double Row Header Strip is a PCB connector
with two rows of 40 pins used for board-to-board and module
connections. It provides reliable and organized electrical connectivity
and is commonly used in Arduino shields, Raspberry Pi interfaces,
embedded systems, and prototyping projects.

20cm male-to-female jumper wires designed for flexible and reliable
circuit connections. Includes 20 multi-color wires with 2.54mm male
pins and female header connectors for easy interfacing. Ideal for
Arduino, Raspberry Pi, sensors, modules, breadboards, prototyping,
testing, and educational electronics projects.

20cm male-to-male jumper wires designed for quick and reliable
circuit connections. Includes 20 multi-color flexible wires with standard
2.54mm male header pins for easy interfacing. Ideal for breadboards,
Arduino, Raspberry Pi, sensors, modules, prototyping, circuit testing,
and educational electronics projects.

20 cm Female-to-Female jumper wires for reliable connections
between pins or headers. &nbsp;Pack of 20 flexible, color-coded
wires compatible with breadboards and Arduino projects. &nbsp;ldeal
for prototyping, testing, educational use, and sensor connections.

Specification

Pitch Size: 2.54mm (0.1 Inch) Connector Type: Male Pin Header Number of
Pins: 40 Pins Mounting Type: Through Hole Current Rating: 3A Typical

Pitch Size: 2.54mm (0.1 Inch) Connector Type: Female Header Socket
Number of Pins: 40 Pins Mounting Type: Through Hole Current Rating: 3A
Typical

Item Type: Jumper Wire Cable Type: Male to Female Cable Length (cm): 20
Quantity (pcs): 20 Connector Type: Male Pin ? Female Header Color
Coding: Multi-color (10-20 assorted colors) Compatibility: Breadboards,
Arduino, Raspberry Pi, Sensors Weight (g): 16 Shipping Weight: 0.016 kg
Shipping Dimensions (L x W x H): 10 x 7.5 x 2 cm

Item Type: Jumper Wire Cable Type: Male to Male Cable Length (cm): 20
Quantity (pcs): 20 Connector Type: Male Header Pins Color Coding: Multi-
color (10-20 assorted colors) Compatibility: Breadboards, Arduino,
Raspberry Pi, Sensors Weight (g): 16 Shipping Weight: 0.016 kg Shipping
Dimensions (L x W x H): 10.5 x 7.5 x 2 cm

Cable Type: Female to Female Cable Length (cm): 20 Quantity (pcs): 20
Connector Type: Female Header ? Female Header Color Coding: Multi-color
(10-20 assorted colors) Compatibility: Breadboards, Arduino, Raspberry Pi,
Sensors Weight (g): 17 Shipping Weight: 0.017 kg Shipping Dimensions (L x
W x H): 10 x 7.5 x 2.cm
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