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EDK-
00004-A

Resistor
Kit

ED -
Electronic
Device

Generic

This 600-piece metal film resistor kit includes 30 common
values with 20 pieces each. It features 1/4W rating and 1%
tolerance for accurate and reliable performance. It is
commonly used in Arduino projects, prototyping, repairs, and
DIY electronics.

Manufacturer: Generic Model Name: 600 pcs. Metal Film Resistor Assorted kit – 30 Kinds
Power Rating: 1/4W Tolerance (%): 1 Material Type: Metal Film Package Type: Axial Lead
Temperature Stability: High (Better than Carbon Film) Noise Level: Low Frequency
Suitability: Suitable for RF and High-Frequency Applications Number of Values: 30 Total
Quantity: 600 pcs Quantity per Value: 20 pcs Shipping Weight: 0.001 kg Shipping
Dimensions (L × W × H): 1 × 1 × 1 cm

Ideal for prototyping •
learning resistor color
codes • testing • and
circuit experiments.

EDR-
00001-
1M00

Resistor -
1M Ohm

ED -
Electronic
Device

Yageo, Vishay, KOA
Speer, TE
Connectivity, Generic

The 1M Ohm 0.25W Metal Film Resistor is a passive
component used to provide high resistance and control
current in electronic circuits. It offers stable, precise
performance with low noise and is commonly used in signal
conditioning, sensor circuits, Arduino projects, and
embedded systems.

Series: - Resistance (Ohm): 1M Tolerance (%): 1 Power Rating: 250mW Composition: Metal
Film Temperature Coefficient: +/-50ppm/°C Operating Temperature (°C): -40 ~ 150
Case/Package: Axial Length (mm): 6 Mounting Type: Through Hole Shipping Weight: 0.001
kg Shipping Dimensions: 1 × 1 × 1 cm

0.25w • passive • 1m
resistor • metal film

EDR-
00001-
220Z

Resistor -
220 Ohm

ED -
Electronic
Device

Yageo, Vishay, KOA
Speer, TE
Connectivity, Generic

The 220 Ohm 0.25W Metal Film Resistor is a passive
component used to limit current and control voltage in
electronic circuits. It provides stable, accurate resistance
with low noise and high reliability. It is commonly used in
LED circuits, Arduino projects, and embedded systems.

Series: – Resistance (Ohm: 220 Tolerance (%): 1 Power Rating: 250mW Composition: Metal
Film Temperature Coefficient: +/-50ppm/°C Operating Temperature (°C): -40 ~ 150
Case/Package: Axial Length (mm): 6 Mounting Type: Through Hole Shipping Weight: 0.001
kg Shipping Dimensions: 1 × 1 × 1 cm

EDR-
00001-
330Z

Resistor -
330 Ohm

ED -
Electronic
Device

Yageo, Vishay, KOA
Speer, TE
Connectivity, Generic

The 330 Ohm 0.25W Metal Film Resistor is a passive
component used to limit current and control voltage in
electronic circuits. It offers stable, accurate resistance with
low noise and is commonly used in LED circuits, Arduino
projects, and embedded systems.

Series: – Resistance (Ohm): 330 Tolerance (%): 1 Power Rating: 250mW Composition:
Metal Film Temperature Coefficient: +/-50ppm/°C Operating Temperature (°C): -40 ~ 150
Case/Package: Axial Length (mm): 6 Mounting Type: Through Hole Shipping Weight: 0.001
kg Shipping Dimensions: 1 × 1 × 1 cm

EDR-
00001-
470Z

Resistor -
470 Ohm

ED -
Electronic
Device

Yageo, Vishay, KOA
Speer, TE
Connectivity, Generic

The 470 Ohm 0.25W Metal Film Resistor is a passive
component used to limit current and control voltage in
electronic circuits. It provides stable, precise resistance with
low noise and is commonly used in LED circuits, Arduino
projects, and embedded systems.

Power: 1/4 W Resistance: 47k ? Resistance Tolerance: 5% Type: Carbon Film Resistors
resistor • carbon film •
0.25w • passive • axial •
470ohm

EDR-
00001-
680Z

Resistor -
680 Ohm

ED -
Electronic
Device

Yageo, Vishay, KOA
Speer, TE
Connectivity, Generic

The 680 Ohm 0.25W Metal Film Resistor is a passive
component used to limit current and control voltage in
electronic circuits. It offers stable, precise resistance with low
noise and is commonly used in LED circuits, Arduino
projects, and embedded systems.

Series: – Resistance (Ohm): 680 Tolerance (%): 1 Power Rating: 250mW Composition:
Metal Film Temperature Coefficient: +/-50ppm/°C Operating Temperature (°C): -40 ~ 150
Case/Package: Axial Length (mm): 6 Mounting Type: Through Hole Shipping Weight: 0.001
kg Shipping Dimensions: 1 × 1 × 1 cm

resistor • carbon film •
0.25w • passive • axial •
680ohm

EDR-
00001-
100Z

Resistor -
100 Ohm

ED -
Electronic
Device

Yageo, Vishay, KOA
Speer, TE
Connectivity, Generic

The Carbon Film Resistor Pack includes multiple resistor
values such as 100? and others for convenience. These
resistors offer stable performance with low noise and are
commonly used in Arduino projects, RF circuits, and general
electronic applications.

Series: – Resistance (Ohm): 100 Tolerance (%): 1 Power Rating: 250mW Composition:
Metal Film Temperature Coefficient: +/-50ppm/°C Operating Temperature (°C): -40 ~ 150
Case/Package: Axial Length (mm): 6 Mounting Type: Through Hole Shipping Weight: 0.001
kg Shipping Dimensions: 1 × 1 × 1 cm

resistor • 100ohm •
carbon film • passive
component

EDR-
00001-
1K00

Resistor -
1K Ohm

ED -
Electronic
Device

Yageo, Vishay, KOA
Speer, TE
Connectivity, Generic

The 1K Ohm Carbon Film Resistor is a passive component
used to limit current and control voltage in electronic circuits.
It offers reliable performance with good stability and low
noise and is commonly used in Arduino projects, signal
processing, and embedded systems.

Series: – Resistance (Ohm): 1k Tolerance (%): 1 Power Rating: 250mW Composition: Metal
Film Temperature Coefficient: +/-50ppm/°C Operating Temperature (°C): -40 ~ 150
Case/Package: Axial Length (mm): 6 Mounting Type: Through Hole Shipping Weight: 0.001
kg Shipping Dimensions: 1 × 1 × 1 cm

carbon film • 0.25w •
passive • 1k resistor


