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No Image
EDD-
00004-A

7
Segment
Display

ED -
Electronic
Device

Lite-On Technology,
Kingbright, Generic /
OEM

The 0.56” 1-Digit 7-Segment LED Display is a single-digit
numeric display (0–9) using seven LED segments. It has a
common cathode configuration with bright visibility. It is widely
used in counters, clocks, meters, Arduino projects, and
embedded systems.

Model: 7 Segment LED Display Digit Count: 1 Digit Display Size: 0.56 Inch
Configuration Type: Common Cathode Emitting Color: Red Face Color: Black
Number of Pins: 10 Forward Voltage (V): 1.8 – 2.2 (Typical for Red LED) Forward
Current (mA): 20 (Typical) Mounting Type: PCB Through Hole Characteristics: High
Brightness, Low Current Consumption, Easy to Use Length (Inch): 0.56 Shipping
Weight: 0.02 kg Shipping Dimensions (L × W × H cm): 6 × 4 × 2

Arduino Compatible • 0.56" 7-
Segment • 1 Digit Display •
Red LED • Common Cathode •
5161AS • Through Hole •
Numeric Display

No Image
EDM-
00005-D

Arduino
Shield

ED -
Electronic
Device

Arduino, Keyes,
DFRobot, Seeed
Studio, Generic

The Arduino UNO ProtoShield is an expansion board for
Arduino UNO that breaks out all I/O pins for easy prototyping.
It allows building custom circuits using soldering or a mini
breadboard and supports both through-hole and SMD
components. It is widely used for circuit testing, prototyping,
and embedded system development.

Breadboard Points: 170 Breadboard Size: 4.8×3.4 cm Shield Size: 7×5.4 cm

DIY • Electronics • pcb •
arduino shield • prototyping
shield • uno shield •
development

EDM-
00006-A

Header
Pin Strip

ED -
Electronic
Device

Samtec, Amphenol,
Harwin, TE
Connectivity, Molex

The Break-Away Header Pin Strip is a customizable PCB
connector that can be cut to any length. It is used for through-
hole mounting and provides flexible pin configurations for
electronic circuits. It is commonly used in Arduino projects,
embedded systems, shields, and prototyping applications.

Pitch Size: 2.54mm (0.1 Inch) Connector Type: Male Pin Header Number of Pins: 40
Pins Mounting Type: Through Hole Current Rating: 3A Typical

Male Header • Pin Header •
PCB Connector • Arduino
Header • Breakaway Header •
2.54mm Header

EDM-
00007-A

Female
Header
Strip

ED -
Electronic
Device

Samtec, Amphenol,
Harwin, TE
Connectivity, Molex

The 2×40 Pin Female Double Row Header Strip is a PCB
connector with two rows of 40 pins used for board-to-board
and module connections. It provides reliable and organized
electrical connectivity and is commonly used in Arduino
shields, Raspberry Pi interfaces, embedded systems, and
prototyping projects.

Pitch Size: 2.54mm (0.1 Inch) Connector Type: Female Header Socket Number of
Pins: 40 Pins Mounting Type: Through Hole Current Rating: 3A Typical

PCB Connector • 2.54mm
Header • Female Header •
Socket Header • Arduino
Connector • Female Pin
Header


