Parts Export

Generated: 2026-07-25 07:18:55

Total Parts: 10

Part

IneggE Number

COM-
00001-A

COM-
00001-B

COM-
00001-C

COM-
00001-D

COM-
| 00002-A

COM-
00002-B

COM-
00002-C

COM-
00002-D

3D
Filament

3D
Filament

3D
Printing
Filament

3D
Printing
Filament

3D
Printing
Filament

3D
Printing
Filament

3D
Printing
Filament

3D
Printing
Filament

Category

CO - Consumables

CO - Consumables

CO - Consumables

CO - Consumables

CO - Consumables

CO - Consumables

CO - Consumables

CO - Consumables

Manufacturer

Creality, eSUN, Hatchbox

Creality, eSUN, Hatchbox

Creality, eSUN, Hatchbox

Creality, eSUN, Hatchbox

eSUN

eSUN

eSUN

eSUN

Description

High-quality 1.75mm white 3D printing filament designed for FDM/FFF 3D
printers used in prototyping, educational models, robotics, product design,
and engineering applications. It provides smooth extrusion, reliable layer
adhesion, low warping, and consistent print quality for detailed prints and
structural models.

High-quality 1.75mm black 3D printing filament designed for FDM/FFF 3D
printers used in prototyping, robotics, engineering models, product design,
and fabrication applications. It provides smooth extrusion, strong layer
adhesion, low warping, and consistent print quality for detailed and durable
prints.

The 1.75mm Yellow 3D Printing Filament is a material used in FDM/FFF 3D
printers for prototyping and model making. It provides smooth extrusion,
strong layer adhesion, low warping, and consistent print quality. It is
commonly used for robotics, enclosures, mechanical parts, DIY fabrication,
and product development.

The 1.75mm Blue 3D Printing Filament is a material used in FDM/FFF 3D
printers for prototyping and model making. It offers smooth extrusion, strong
layer adhesion, low warping, and consistent print quality. It is commonly
used for robotics, enclosures, mechanical parts, DIY fabrication, and
product development.

The 2.85mm White 3D Printing Filament is a material used in FDM/FFF 3D
printers for prototyping and model making. It provides smooth extrusion,
strong layer adhesion, low warping, and consistent print quality. It is
commonly used for robotics, enclosures, mechanical models, DIY
fabrication, and industrial design projects.

The 2.85mm Black 3D Printing Filament is a material used in FDM/FFF 3D
printing for prototyping and model making. It offers smooth extrusion, strong
layer adhesion, low warping, and consistent print quality. It is commonly
used for robotics, enclosures, mechanical parts, DIY fabrication, and
product development.

The 2.85mm Yellow 3D Printing Filament is a material used in FDM/FFF 3D
printers for prototyping and model making. It offers smooth extrusion, strong
layer adhesion, low warping, and consistent print quality. It is commonly
used for robotics, educational models, enclosures, DIY fabrication, and
product development.

The 2.85mm Blue 3D Printing Filament is a material used in FDM/FFF 3D
printers for prototyping and model making. It offers smooth extrusion, strong
layer adhesion, and consistent print quality. It is commonly used for
robotics, engineering models, enclosures, DIY projects, and product
development.

Specification

Filament Type: PLA / ABS / PETG Filament Diameter:
1.75mm Color: White Spool Weight: 1kg Printing
Temperature: 190°C — 220°C Heated Bed
Temperature: 0°C — 60°C

Filament Type: PLA / ABS / PETG Filament Diameter:
1.75mm Color: Black Printing Temperature: 190°C —
220°C Heated Bed Temperature: 0°C — 60°C

Filament Type: PLA / ABS / PETG Filament Diameter:
1.75mm Color: Yellow Printing Temperature: 190°C —
220°C Heated Bed Temperature: 0°C — 60°C

Filament Type: PLA / ABS / PETG Filament Diameter:
1.75mm Color: Blue Printing Temperature: 190°C —
220°C Heated Bed Temperature: 0°C — 60°C

Filament Type: PLA / ABS / PETG Filament Diameter:
2.85mm Color: White Spool Weight: 750g — 1kg
Printing Temperature: 190°C — 220°C Heated Bed
Temperature: 0°C — 60°C

Filament Type: PLA / ABS / PETG Filament Diameter:
2.85mm Color: Black Spool Weight: 750g — 1kg
Printing Temperature: 190°C — 220°C Heated Bed
Temperature: 0°C — 60°C

Filament Type: PLA / ABS / PETG Filament Diameter:
2.85mm Color: Yellow Spool Weight: 750g — 1kg
Printing Temperature: 190°C — 220°C Heated Bed
Temperature: 0°C — 60°C

Filament Type: PLA / ABS / PETG Filament Diameter:
2.85mm Color: Blue Spool Weight: 750g — 1kg Printing
Temperature: 190°C — 220°C

3D filament « PLA filament ¢
white filament ¢« 1.75mm
filament « FDM filament « 3D
printer material

3D filament « PLA filament «
1.75mm filament « FDM
filament « 3D printer material «
black filament ¢ Spool

3D filament « PLA filament «
1.75mm filament « FDM
filament « 3D printer material *
yellow filament ¢ Spool

3D filament « PLA filament ¢
1.75mm filament « FDM
filament « 3D printer material *
blue filament « Spool

3D filament « PLA filament ¢
white filament « FDM filament «
3D printer material » 2.85mm
filament

3D filament « PLA filament «
FDM filament « 3D printer
material « black filament «
2.85mm filament

3D filament « PLA filament ¢
FDM filament « 3D printer
material  yellow filament ¢
2.85mm filament

3D filament « PLA filament ¢
FDM filament « 3D printer
material * blue filament ¢
2.85mm filament
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Category

EQ -
Equipment/Instrument

EQ -
Equipment/Instrument

Manufacturer

Tiertime Official Website,
Cetus 3D Official Website,
UP3D / Tiertime, Tiertime
Europe

FlashForge USA, Inventor
Technologies, Robotbanao

Description

The Cetus MK3 is a compact FDM/FFF 3D printer used for education,
prototyping, STEM labs, and hobby projects. It features Wi-Fi connectivity,
touchscreen control, and support for multiple nozzle sizes with modular
upgrades. It delivers reliable print quality and supports PLA, PETG, TPU,
and other filaments, making it ideal for learning and rapid prototyping.

The FlashForge Adventurer 3C is a compact FDM 3D printer used for
education, prototyping, STEM labs, and hobby projects. It features a
removable heated build plate, enclosed chamber, Wi-Fi connectivity,
touchscreen control, and easy nozzle replacement. It supports PLA, ABS,
and PETG filaments and offers reliable, user-friendly 3D printing.

Specification

Product Type: FDM / FFF 3D Printer Model: Cetus
MK3 Printing Technology: MEM / FDM Build Volume:
180 x 180 x 180 mm Layer Resolution: 50 — 350
Micron Nozzle Sizes: 0.2 /0.4 /0.6 mm Filament
Diameter: 1.75 mm

Product Type: FDM 3D Printer Model: Adventurer 3C
Printing Technology: FDM (Fused Deposition
Modeling) Build Volume: 150 x 150 x 150 mm Nozzle
Diameter: 0.4 mm Max Nozzle Temperature: 240°C
Filament Diameter: 1.75 mm

FDM Printer « Educational 3D
Printer « Cetus MK3 « Cetus 3D
Printer « DIY 3D Printer «
Compact 3D Printer « Tiertime
Printer

3D Printer « FlashForge Printer
 Adventurer 3C « FDM Printer ¢
DIY Printer « STEM Printer ¢
Educational 3D Printer



