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EDD-
00003-A

RGB
LED
Module

ED -
Electronic
Device

ED Series /
XINGLIGHT,
XINGLIGHT

5mm RGB LED module with a common cathode configuration
and transparent lens for vibrant multi-color illumination.
Combines red, green, and blue LEDs in a single through-hole
package, enabling a wide range of colors through color
mixing. Ideal for indicator panels, Arduino projects, DIY
electronics, decorative lighting, visual feedback systems, and
educational applications.

Manufacturer: XINGLIGHT Model No.: XL-A524SURSYGC Package: Plugin, D = 5mm
Forward Current (mA): 20 Color Temperature: - Peak Wavelength (nm): 640 (Red) 572
(Green: Yellow) Luminous Intensity (mcd): 600 (Red) 550 (Green: Yellow) Lens Color:
Colorless Transparent Diode Configuration: Common Cathode Wavelength – Dominant
(nm): 635–640 (Red) 565–575 (Green: Yellow) Operating Temperature (°C): -20 ~ +85
Illumination Color: Red, Green-Yellow Viewing Angle: 30° Lamp Holder Type: 5mm Round
Head Power (mW): 50 Forward Voltage (Vf): 2.3V (Red) 2.4V (Green: Yellow) Mounting
Type: Through Hole Compliance: RoHS

RGB LED • 5mm LED •
Common Cathode LED •
Indicator LED • Through
Hole LED

EDD-
00003-B

RGB
LED
Module

ED -
Electronic
Device

Jameco ValuePro,
Jameco ValuePro,
Adafruit Industries

5mm high-brightness RGB LED module with a common
anode configuration. Emits red, green, and blue light, allowing
a wide range of colors through color mixing. Suitable for
status indicators, Arduino projects, decorative lighting,
educational experiments, displays, and DIY electronics. Easy
to interface with microcontrollers for dynamic lighting and
visual effects.

Manufacturer: Generic Model Type: Common Anode RGB LED Package: 5mm Round
(Clear Lens) Color: Red, Green, Blue Configuration: Common Anode Brightness: High
Current Consumption: Low Operating Voltage: 2.0–3.2V (per color) Forward Current (mA):
20 (per channel) Power Efficiency: High Luminous Output, Low Heat Material: Epoxy Resin,
Gold Wire Leads Mounting Type: Through Hole Item Size: 5mm Shipping Weight: 0.001 kg
Shipping Dimensions (L × W × H): 1 × 1 × 1 cm

RGB LED • 5mm LED •
Indicator LED • Through
Hole LED • Common
Anode LED

EMA-
00003-C

RGB
LED

EM -
Electronic-
Electrical
Modules

Worldsemi, CJMCU,
SparkFun Electronics

The CJMCU WS2812 RGB LED Breakout Module is a
compact addressable RGB LED board featuring a WS2812B
smart LED on a black PCB. It allows independent control of
color and brightness using a single data pin. It is widely used
in lighting effects, displays, wearables, decorative projects,
and Arduino/ESP32 applications.

Product Type: Addressable RGB LED Breakout Module LED Type: WS2812B PCB Color:
Black LED Colors: Red, Green, Blue (RGB) Operating Voltage: 5V DC

Addressable RGB LED •
CJMCU WS2812 Black
Module • WS2812 RGB
LED Black • NeoPixel
Black PCB

EMA-
00003-F

RGB
LED
Module

EM -
Electronic-
Electrical
Modules

Worldsemi, CJMCU,
SparkFun

The CJMCU WS2812 RGB LED Breakout Module is a
compact addressable LED board based on the WS2812
intelligent LED driver IC. It combines a full-color RGB LED
with an integrated controller, enabling independent control of
color and brightness through a single data line. The module is
widely used in decorative lighting, LED displays, animations,
wearable electronics, and Arduino or ESP32 projects.

Product Type: Addressable RGB LED Module LED Type: WS2812B LED Colors: Red,
Green, Blue (RGB) Operating Voltage: 5V DC

CJMCU WS2812 Module
• WS2812 RGB LED •
NeoPixel LED Module •
Addressable RGB LED •
WS2812 Breakout Board


